fATIGT SIS/ TENDER DOCUMENT
(a9, =rd Ud STET™/Terms, Conditions & Drawings)

HIT/PART-T/A
Technical BID / dpiel dicit

Interior and Allied works at B/O Opera House — Queen’s Diamond,5,Mama Parmanand Marg,Opera

House,Mumbai-400004

@ Ao d'® sife gRar
Central Bank of India

CENTRAL TO YOU SINCE 1911

fagiu= @t feAT®/ Date of Advertisement

10-06-2024

WﬂﬁwaﬂﬁmmlLastDateof

02-07-2024 by 15:00Hrs

Submission

el ®t fHIP /Opening Date dB-1b! SIcil/Technical Bid : 02-07-2024
fAq Siet: AP-1d =0 U 3fgdi Yd ShaR HI gfad
foar GIUIT/ Financial Bid: To be intimated to Technically
Qualified Contractors.

Ean] 3I7:|f§[/Time Period of Work B TS UG B ol fedid T 90 o /90 days from

award of Work Order

TSI'H'HT\_SI'HTTI'QT/Earnest Money Deposit

Rs.30,000.00 (Rupees Thirty Thousand Only) DD favouring
Central Bank of India, Payable at Mumbai.

Mfdgr <qadsl &1 Yed/Cost of Tender
Document(ﬁ?'m“m'r[q

/Non Refundable)

¥./Rs.2000.00 (Yc 8 TP ST & T&f | AN I
\_rﬁ @_sc R %q 33[/ DD In Favor of Central Bank of India,
Payable at Mumbai or be deposited in the below account
and the UTR number be uploaded

AC NO: 1001788300, IFSC: CBIN00280606, Central Bank of India Boribunder Branch, Mumbai.

MSME Registered Vendors are Exempted from EMD and Tender Fees Relevant Documents to be submitted in

Technical Bid.

gad @1 e | fAfder #1 de@i/validity of

Tender from the date of opening of Financial Bid.

90 feA1/ days

Uqdd fPT ST aTel A9/ Documents to be

provided

fAfdar SHAU YAT & 3THR/As per Notice Inviting

Tender.

Independent External Monitor (IEM)

Mr Trivikram Nath Tiwari

MAIL ID: - trivikramnt@yahoo.co.in
Mr. Jagadip Narayan Singh

MAIL ID: - jagadipsingh@yahoo.com

Email for Correspondence

gadmumnro@centralbank.co.in
archmmzo@centralbank.co.in

Tufe A d pTHTH /Contact person name

Mr.Manish Kumar-Senior Manager
Amarnath .V — Senior Manager Architect
022-40345840/40345872/6303929013

giferi W1 A B O ™_E [

Place of submission of Bids & opening of bids

South Mumbai Regional Office,Ground Floor

346 Standard Building, Dr D.N.Road, Fort, Mumbai -400023

South Mumbai Regional Office, Ground Floor ,346 Standard Building, Dr D.N.Road, Fort, Mumbai-
400023.Visit us at http: // www.centralbankofindia.co.in
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fAf9eT SMH=10T YT / NOTICE OF INVITATION TO TENDER

Sealed Tenders are invited by the Business Support Department South Mumbai Regional Office, Central
Bank of India, for carrying out Interior and Allied works at B/O Opera House — Queen’s
Diamond,5,Mama Parmanand Marg,Opera House,Mumbai-400004 from reputed Contractors under
2(Two) Bid system i.e. Technical Bid (Part-l) & Financial Bid (Part-ll) meeting the under noted Pre-
qualification criteria for carrying out the above work in accordance with the Bank's General Conditions of
Contract, Special Terms & Conditions of Contract & Particular Terms & Conditions of Contract, Standard
specifications, Extent of Work, Special Instructions to Bidders as appended on the subsequent page &
Annexures

T AFCS/ Eligibility Criteria: S fob fAfaaT g¥aras & faar ud aftfa fasam a1 8/ As described

and laid down in the tender documents

1) @Wﬁ 379 /Time of Completion: 90 days from the date of award of work order.
2) EI'EI'FIT\_SITITTI@T/Earnest Money/Tender Fees: WW@@W% Wg%m%q&fﬁ
HIEI?ﬂWWW%W@W%WﬁWﬁmW% As stated in the Tender

Package by crossed Demand Draft Payable at Mumbai or be deposited in the below account
and the UTR number be uploaded.

e AC NO: 1001788300, IFSC: CBIN00280606, Central Bank of India Boribunder Branch,
Mumbai.

e MSME Registered Vendors are exempted from EMD and Tender Fees Relevant
Documents to be submitted in Technical Bid.

3) fAfdar qqaasl @I Iududi/Availability of Tender Docs : [fdGl GdIAS
www.centralbank.abcprocure.com/EPROC R R CE [ m SIESES] % /Tender package can
be downloaded from www.centralbank.abcprocure.com/EPROC

4) fAfaer SHATAS &1 SUAFTT / Availability of Tender Document: From 10-06-2024 to 02-07-
2024

5) fAfaal EIH{K‘TW}I $T qHY TG f¢Tih/ Time and date of Submission of tender: Up to 15.00
hrs. On 02-07-2024

6) E||aal)l?1hhlur>l—1 (ig\lcl-q CARS L] faHi® Time and date of opening of tender (ENVELOPE-
1): a'_‘||35 At 15.30 PM on On 02-07-2024

7) ﬁﬁ?f) feTpTHT-2 ({g\lmzi &1 I Ud fGi® Time and date of opening of tender (ENVELOPE-

2): A1 TG AATGIArsl I gfed far ST/ To be intimated to Technically Qualified
Bidders.

8) fAfaer ﬁﬂﬁﬂ'ﬁm@aﬁﬁmmﬁender to be submitted:

Business support Department, Ground Floor South Mumbai Regional Office,
346 Standard Building, Dr D.N.Road, Fort, Mumbai -400023

AT AT HIgT Aigd MTaarhdl & gearady
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http://www.centralbank.abcprocure.com/EPROC

3¢/ T/ ANNEXURE- A
W FaTferfh B HIFES PRE-QUALIFICATION CRITERIA:
The firm should have successfully completed similar works during last 7 years ending last day of months
previous to the one in which applications are invited should be either of the following:(Estimated Cost of
Work : Rs.15,00,000.00 Exluding GST)

1. “Similar completed works” mean Composite nature of work comprising of Interior and Allied
works and other associated works as per the tender package.

2. Eligibility Criteria for the Pre-Qualification shall be as follows: - To be considered as technically
qualified, a Bidder shall demonstrate that they satisfy the following qualification criteria. Bids of
the Bidders not meeting following criteria will be summarily rejected: -

S.no

Eligibility Criteria

Documents Required

01.

The bidder should be a Government
Organizations / PSUs / PSEs /
Partnership Firms / Proprietary Firms
/ Limited Companies under Indian
Laws with an established setup in
India,  with registered office
anywhere in India with a functional
office  in Mumbai Metropolitan
Region.

eCertificate of Incorporation/Registration

02.

Financially sound firms with average
annual turnover of not less than Rs.
60 Lakhs in past three financial
years immediately preceding bid
due date.

o Certificate from Statutory Auditor of the
bidder specifying the average annual turnover
of the bidder in last 3 (three) financial years

immediately preceding to bid due date.

03.

The firm should have successfully
completed similar works during last
7 years ending last day of months
previous to the one in which
applications are invited should be
either of the following:(Estimated
Cost of Work Rs.70,00,000.00
(Seventy Lakhs Only) Excluding
GST.

a) “Similar 3 work completed
works” costing not less than
the amount equal to 40% of
the estimated cost

Or
b) “Similar 2 work completed

works” costing not less than
the amount equal to 50% of

Copy of Work orders
Completion certificate of the work.

AT AT HIgT Aigd MTaarhdl & gearady
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the estimated cost
Or

c¢) “Similar 1 work completed
work” costing not less than
the amount equal to 80% of
the estimated cost.

04. Other e Valid GST Certificate

e Audited Financial Statements and
Annual reports of the bidder of last 3
(three) financial years immediately
preceding to bid due date

e Sworn undertaking/ affidavit specifying
the firm has not been blacklisted.
Certificate from Statutory Auditors
stating that the Bidder is not blacklisted
or debarred or banned from
participating or carrying out business
with any PSU Bank's or the entire
Central Government or any State
Government at the time of the
submission of the bid

e Certified copies of the ITRs filed by the
entity for the immediately preceding
three financial years

e Board resolution or Power of Attorney
specifying authorized signatory (not
required for sole proprietorship
companies provided same person is
authorized signatory)

3. SWIGd & AT ¥ Siciiddl @l % 3Hiex ®I Ufd Td YUl ®H=- P YHIUL-UF Iqalic aqdrdel
e o T H Tqdd HR. 3UP SR UAId HI FARYd a1 ST B/ In support of above, the

bidder must submit the documentary evidences in the Form of Work Order copies &
completion certificate etc. Without which the offer is liable to be rejected.

o TIE/ NOTE (i) STYFATTIR IfcaiRdd ST STYHATTIR HH T HHH B/ The
above mentioned documents should be enclosed in sequenced order as mentioned
above.

4. ToiE Afder & Ty 9t Ugd Saras & 98l 811 & U o kg 9 fSer gnft g
SqdTaSl Pt golg J UaTa AR foman ST, d& & a1t a1 fofa sifaw g ud waht
%WWWW@W% %IEETW BT/ The agency will be fully responsible

for correctness of all documents submitted along with the tender. The false documents may
lead to termination of the offer BANK’S Technical Panel Decision would be final and binding on
the tenderer for qualifications and acceptance

AT AT HIgT Aigd MTaarhdl & gearady
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fAfaeT J=H1/TENDER NOTICE
Wﬁﬂ../REF NO: - SMRO/BSD/ARCH/2024-25: NIT-01
fqTi®/Date : 10-06-2024
Uﬁf/To,
ﬁ'W/SUB: - Interior and Allied works at B/O Opera House — Queen’s Diamond,5,Mama Parmanand
Marg,Opera House,Mumbai-400004

W/Dear Sir,

Iudepd B & o < el JuIeh (deb-iter! U4 faqed) & dgd Ael o1 X & forg. Hisvaie fAfder
STHEAT BT STt %/ Sealed item rate tenders are invited from contractors in Two Bid System
(Technical and Financial) for the above works.

Tender form can be downloaded from www.centralbankofindia.coin . In that case a demand
draft of Rs. 2000/- in favour of Central Bank of India, Payable at Mumbai should be submitted
along with the tender document in envelope 1(Technical Bid)

ST ST MR ¥.30,000.00 T S 3T ST P T& SIRI AT 10 ol s R e gl b ©q &
Uqde fAfder aqaras & 91y e[ g1 91su.

EMD of Rs30,000.00 /- (Rupees Thirty Thousand Only) shall be in the form of Bank Draft drawn in
favour of “CENTRAL BANK OF INDIA”, Payable at Mumbai, must accompany each tender.

MSME Registered Vendors are exempted from EMD and Tender Fees Relevant Documents to be
submitted in Technical Bid.

fAfIeT SHATaS &1 AT, ST S T AR & TR Td fad &1 aun a9 & u=pEnd ugd Ffaer &
3 fopar .

Tender received without the cost of Tender Document, EMD & after due time & date shall be liable
for rejection.

dHID! el feidh 02-07-2024 HT AT 3.30 To! AAHAT SUAT I MU YA b JHE Wit
STt T fadeia Siel @iel S &1 a1 STeidb sl B Sieid T8 TR & SITai,

Technical Bids will be opened at 3:30 PM 02-07-2024 in presence of intending tenderers, or their
authorized representatives and the opening of Financial Bids would be intimated in due course to the
Bidders.

% T Sicht B AE $RA & forg a1eg 81 § 99T 8% & U 91 P1g HRUr g w1s ot fAfaar
FAIBR YAl SABR 31T FAfaeT g &1 SHfUHR FRI&d g

The bank does not bind itself to accept the lowest tender & reserves to itself the right to accept any
tender or reject any or call tender without assigning reason thereof.

A Dt 3ifcTd f&=idh/LAST DATE OF SUBMISSION : 02-07-2024

fAfaer ga &1 fGAid/TENDER OPENING DATE (@11 Sllcil/Technical Bids)  : 02-07-2024
(ﬁﬁ?ﬁ&o‘ﬁ?@ﬂ@?ﬁaﬁw@ﬁﬁ@ﬁwﬁ/ Tenders will be opened in presence of intending
contracting agencies)

Ygdlcq/Thanking You

W/Yours faithfully,

REIRRC]
<féror qag afta srafeaa

South Mumbai Regional Office

AT AT HIgT Aigd MTaarhdl & gearady
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http://www.centralbankofindia.coin/

ffaer sz gEm

NOTICE INVITING TENDER

1.1 fATAST/The Tender

Item rate tenders are invited on behalf of Central Bank of India, Business Support Department, South
Mumbai Regional Office , for Interior and Allied works at B/O Opera House — Queen’s Diamond,5,Mama
Parmanand Marg,Opera House,Mumbai-400004

1.2. ﬁﬁﬂT HIAT/Filling in the Tender:

T BRI a1 ¥ 718, HE1-Wet, TTerd UM ST I BT SFUTA- F H3 arell (e Ig &R &
\_rlTQTﬂ Tender not properly filled, mutilated, with incorrect calculations or generally not complying
with the conditions shall be rejected.

1.3. G¥/The Rates:

fAfagemal &1 U=l X XE 3R 3@ Gl | I&d $I o AIfgu.Fpaifele & Rieya ¥ g g ¥
Td {31 ST Ud Ui Yy3 &1 AT fUsd g8 & Sfidhs o 1Y 3T o ST ST 4T 39 ferdm Se
T4 Mfag@al gRT &R foar o, His +f U JTel! 1 BIST SE. AfE IGd Bi 115 &R & WEG 3R
3% H SR g g <l W\_Cﬁ AR R HI aTﬂ.Tenderer should quote their rates both in figures
and words. The schedule of quantities must be fully priced and the total of each page along with
carried over figure of the previous page shall be given in ink and signed by the tender. No blank space
shall be left. If any discrepancy is found in the rates quoted in figures and in words, the rate which is
will be considered.

1.4. 1Jl'\‘[ﬂ[%f/Submission:
&1 ud FAfaer & W afed devde forwen, gfemr gag asfta srafaea d& 3t
&1, & U faAid 02-07-2024 B TR: 3:00 T qH UG fhaT ST ALY 3R Tdeitapt
Sl i@ 02-07-2024 B I: 3:00 T SH BT T Wil ST
Sealed tenders with the name of the work and the name of the tender written on the
envelope must be submitted to the. The Regional Head, South Mumbai Regional Office,
Central Bank of India, Standard Building, D.N. Road Fort Latest by 3.00 PM on 02-07-2024
and the technical bids will be opened on 02-07-2024 at 3.30 PM at the same office
1.5. ﬁﬁﬂT‘R’ BYdI&R/Signing the Tender:
gfe fAfaer &t SfAfaw 1956 B AT ot B 3R Udd &1 offcll 8 af Ut & U FAgie
3{YdT 39 tq fafad U ¥ Uiied Mexe gR1 39 W gqaieR fbu S, afg fAfder urfler wd
GRT TR &1 ofictt § al df Hidal IR B & Yy gRT 98 YNGR BH & 91 ol 39! 3R 9
30 T Y GHATER HX Tl § gRI [P SE Td BH & Yqdd Ya¥d BT =14 Td U a1 Se 9
2 1y g FAfder & 91y TEaR T8 31 ufd YorE oF S ed 39 HfieR) Bt Re ¥ §EaieR
FR & fore wnfiiged faman T 3. fAfde & ary yiiieR) NifaeT &t Uofigd Uil T &1 STUIf the
tender is made by or on behalf of a company, incorporated under the companies Act. 1956, it shall be
signed by their managing Director, or one of the directors duly authorized on that behalf. If it is made
by the partnership firm, it shall be signed with the co-partnership name by a member of the firm who
shall sign in his own name and give the name and address of each partner of the firm and attach a
copy of power of attorney with the tender authorizing him to sign on behalf of the partners. A certified
copy of the registered partnership deed shall also be submitted along with the tender.

/Acceptance period:

ﬁﬁa ﬁﬁa@ﬁﬁﬁﬂw‘@rgo fat ot WW%W%@TM tender shall remain

valid for acceptance for a period 90 days from the date of opening of tender,

AT AT HIgT Aigd MTaarhdl & gearady
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1.7. 9Yd ﬁ'\ﬁ&I'UT/Site Inspection:

Tqas ffaaTedl & SfUem & St 8 o 98 TR S HRA & Jd UR{dIad B & QU BT FRIE0 aHR
o vd I8 It 3157 Ud cxaa Ht 35 A1 RN, T8 AT S fh SPeR gRI S A IR
HWWWWWWW%QEG@HWRWﬁWW GITUTTT. Every tender is expected
to inspect the site of proposed work before quoting his rates He must also go through all the drawings
and documents. It will be construed that the contractor has inspected the site at his cost, and the
qguoted rates shall hold good in all conditions.

1.8. ﬁmmﬁl@ﬁ/smedule of Quantities:

At et & fore waifefe &1 Rrega 39 Afder & A1y daH fovar ST 91fge. o8 Mg IR R
Waﬁaﬁ%ﬁ?ﬁmﬁwn&@mﬁ%ﬂmﬁmmﬁﬁww%ﬁmﬁﬁ
THITAT fpT famT 3rum f3de & SIUR b, Heldt 3yal SighR sTH URd R Jobd &. Faipar
¥ U T SRR B HRIGR 2 5 a8 ey 3 21 &) 31 vty o el oft g Y oef 8
BT IHT 6.

A schedule of quantities for various items accompanies this tender. It should be definitely understood
that the Employer do not accept of items and quantities and his schedule is liable to alterations by
omissions, deductions or additions at the discretion of the employer without affecting the terms of the
contract. The Employer reserves the right to completely delete any item from the scope of the work
without affecting the terms of the contract.

1.9. \’rlﬂTSf'iI 33'/ Contractors Rates:

3T B X H B U db RN & UG- Td e ket aul it e o fasra &, I Yo wd
It 3qETe & W1y Hel &1 39 Ul & fpfai a1 v g wnfiye g =nfet oiel ¥ o1 Tanferd
fopar ST Eﬁ.The contractors rates must include the cost of transportation of material to the site,

storage at site all taxes such as sales tax, excise and octal etc. and the fixing or placing in position for
which the items of works is intended to be operated.

1.10.'\‘[Q'WUT/Interpretation:
faRrsearan & Uyl o fod FEAaR Teqqayqul S &1 SuTeH fdhdm Sy
In interpreting the specifications, the following order of decreasing importance shall be followed:
T/a) WW@T@E{\H/SCheduIe of quantities.
Eﬁ/b) MWW/SChEdME of materials
@f/c) mwmﬁchedule of workmanship.
@/d) g\fg"T/Drawings
'sc/e) mmﬁWﬁWﬁarticular of special specification.
Th/1) W%&W/General Specification.
I wY ¥ 3oy § RRSearsi gR1 # 9AiRd ¢ U T Avg Gay URdT 7HE B g
goifed fru SR, afe favy fawg & fow dur =76t favw U € & FAdigar &1 fAvfa sifaw ek

GTW él‘ll. Matters not covered by the specification given in the contract as a whole shall be
covered by the matters not covered by the relevant Indian standard Codes. If such codes for a
particular subject have not been framed the decision of the Employer shall be final and binding.

1.11. fAfaar Wmﬁqﬁaﬁ/Alteratlon in Notice Inviting Tenders:
ffaeTadt gRT e smaon ga=n & foreht oft yeR &1 uRad= 76 farar ot wean § afg T8 uRad
%QTI'Q% HW@%W%WH%@%&W@@WWNO alteration shall be

made by the tender in the notice inviting Tenders and if any such alterations are made or any special
condition attached, the tender is liable to be rejected.

AT AT HIgT Aigd MTaarhdl & gearady
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1.12. fAfaer ﬂﬁﬂ)‘ﬂ' a1 SIM1/Acceptance of Tender:ffdar Eal Fl_CﬂWIT B BT PR ﬁ'CnWT
& Y & Ud g8 Feran Rfdar &) ThieR @7 & e a1yg T8 & Td S9& Ui {81 RO 91y
DI U Ya1 urqd Tt ryar fRfaersil &1 H18 Ui fRYd oA &1 IR QRS § aur RAfderewdt
Fad a¥ UX 3@ ﬁ“ﬂTﬁT‘f P B %Q Elee @TIT.The acceptance of tender rest with the Employer,
who does not bind himself to accept the lowest tender and reserves to himself the authority to, reject
any or the entire tender received without assigning any reasons. The Employer reserves the right of
accepting the whole or any part of the tenders and the tenders shall be bound to perform the same at
their quoted rates.

1.13. Wuﬂ%&rws.te Supervision:

Qe TR ST P! sral 37 TR % Arfae & fan o 8. Pfie gdior 39 %
SIRIT SPER FT ITF UG TR BT HT A1 1 ST S FH07 S BT TRIGE0r HIT T6
@ YR W Gﬂi’-‘l‘[%ﬁ']ﬁ REGREAR) BTN The work shall be carried out under the direction of

the Employer or their representative at site. On accepting the tender, the contractor shall intimate the
name of his accredited representative who would be supervising the construction and would be
responsible for taking instruction for carrying out the work on day basis.

1.14. T[UTdddl/Quality:

Irft B TG SR IH AR & e Rdiear o1 fufy sifow ud s1e@ g1, SPheR &1 i
GRIIG &t TI_Sc el &1 ddeple] Higc IR | BCl-l m The Employers decision with regard to the
quality of the material and workmanship will be final and binding. Any material rejected by the
Employer shall be immediately removed by the contractor from the site.

1.15. BT Gﬂ?ﬂ/‘lﬁﬂﬂﬁﬂﬁ \’rla'ftf/Commencement of Work/Period of Completion:

SDHER DI HI-UH TR} A B! & ¥ 7 fdaq & sfax BT 3RY =1 81T, I8 a1 Hfdd
B SR HRA B! feie A ST, THT ey &1 Hd dqd 7. 39 Afdar & SR 9t &1 Ry
aﬁﬁﬁ‘—wﬁ 30 ﬁaﬂ% &mtﬁaw%u\—srrq The Contractor shall commence work on site within
7 days from the date of issue of the letter of intent. This date shall be considered as the date of
commencement of the said work. Time is the essence of the contract. All works as per this tender will
be completed within 30 days from the date of commencement.

1.16. mmhﬂa 3(aftl/Defect Liability Period:

&1 qul g1 @ e ¥ 12 A8 BT G IqeRaIIqd fafdy it ot TeR &1 9y g1 W
3R GRIGHRI STUTLIT, T8 &1 GURT ) ST 3 ot Faiepal IRIERiard 1 Feafe & 37 bl
W@Wﬁ@@ﬁwwm.wm%ﬂﬁﬁwﬁ%@aﬁmm%
URMEId G’F[W@T‘[a 3afey ot AT dob GX DAl BT, Any defected developed within “Defect

Liability Period” of 12 months from the date of completion will have to be rectified by the contractor.
In case of failure to do so the employer with the concurrence of the consultant shall get the
rectification work done by some other agency at the risk and cost of the contractor. The rectification
of such defects shall be taken on receipt of written notice from the Employer and such defects may
extent “liability period”.

1.17. WﬁW/Part Occupation:
gfe arft ch ot o wHeel ATedT § dl ShaR &I Haiedr T fas: 39 &5 &1 &1 [T HA1 R 3R
@W%W%ﬁmaﬁuwmﬁmﬁ@wﬁmﬁm If the owner wants to

occupy areas in part, the contractor shall have to be complete the work of the area in conjunction with
the Employer and hand over the same to the Employer without affecting any of the clauses of
agreement.

1.18. Wﬁwm&ﬁ/ Contract Slgnlngﬁﬁa ﬂ?ﬂwﬁlﬁ & Wﬁmﬁw & 10
fa ¥ 3R TATSD GHATAS TR AR B ﬁﬁawﬁqﬂmﬁ%ﬁwmmﬁm
P a5 BT ENTL. TS BIS AT BT & Y ST ST AT S HR AT ST T FAfyeT g a5y

AT AT HIgT Aigd MTaarhdl & gearady
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STET Srar ey e o1 =rdf & SR s Hafdd dHe1 g auT fAfdgsmdl sae fore a1

After acceptance of the tender, the tender shall sign the necessary papers within 10 days of the
intimation, Expenses for the agreement including cost of stamp papers etc. shall be borne by the
contractor. In case of delay, the “Earnest Money” may be forfeited and the tender cancelled or the
contract enforced as per term of the tender and the tender shall thus be bound even though the
formal agreement has not been executed and signed by the tender.

1.19. E'QNT-IT\_!ITITTI'QT/Earnest Money Deposit:

EMD of 30,000.00 (Rs. Thirty Thousand Only) Interior and Allied works at B/O Opera House — Queen’s
Diamond,5,Mama Parmanand Marg,Opera House,Mumbai-400004 in the form of Bank Draft only and in
favour of CENTRAL BANK OF INDIA AT MUMBAI, shall be submitted along with the tender.

T T AT ST IR SryaT Sudehd o Sfarar - fhelt 9 H urga Ffaer & v e fear S,
3wd FAfdaremdlsll &1 s o AR FRfder ger o1 faie 8 T A8 & $ia a1uy &1 S,
TR IR & SifaRepd ST ST AR & Hft ST a1 ST Ud S @1 814 & SR $9 AT faar
STE.

The tender reserved without EMD or any other form than stated above may be rejected. The EMD
shall be refunded to the unsuccessful tenders within one month of the opening of the tender. The
EMD shall be retained in addition to the retention money and shall be returned on completion of the
project.

b) TR fR/Retention Money: UqA® T faet & T BT 10 WA UAD T JIeAT-YITd= I
el @ SITE,

Retention Money at the rate of 10% of each running bill value shall be deducted from each running
account payment.

c) TR IR/ o7 R IR faet ot Uh R 1 ST ¢ A8t g,
The Retention money/EMD amount shall not bear any interest.
1.20. STHT IR BT YITdT/Refund Deposit:
Tioide & ardiad =0 9 Juf g1 TR TR 1 6T 50 U= YTTd fovam ST ud A 50 U=
IR ARYAfA® B QT B DI [T U 6 T18 B &Y ScaRaTI@ 3afy guf g o SURId &1 SITer,

50% of the retention money shall be returned after the virtual completion of the project and the
balance 50% shall be returned after the defect’s liability period of 12 months from the date of virtual
completion.

1.21.m3ﬁqﬁ/5upply of Material:
ST & forU 3R o f bR @t Ireh @t il & forg Fard sy 78 8. ShaR o Il &
Wﬁﬁnﬁw 3R AP & IR & T HAT ST a1 Faiepdl § SrIHIG UTgd AT

Owner does not bind himself to supply any materials whatsoever required for the work. The
quality/make of the material purchased by the contractor shall be exactly same as mentioned in the
schedule of materials and shall be got approved by the Employer.

1.22@'FIT/Insurance:
JHd SHER B U 98 IR Gt Tifay ot ar (TR =1 g1 auT Ja iferdt Jardt & urg SH1
B I, aiferdt & AR T wHiied fu oH =nfeu

The successful Contractor shall take out contractor all risk (CAR) insurance policy, in the name of the

contractor, and the original policy shall be deposited with the owner. The policy shall cover clause as
under:-
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a) SPHER B X THY YRI&M @1 81T 3R el Td I8 PRI, FHAN, U6 3R 3

Sffafay erar HR-URIR § 3A-SH ardl ol o gl aTd ¥ YRI&d &1 8N The contractor

shall at all times indemnify and keep indemnified the employer and its officers, servants, clients and
any other guest, customer or person moving in the work premises from and against all third-party
claims

S $ (UK DI BIH/IHAM, SHaR & UGN Toic Bls 3T dhaR HR/37al Faigpdr dfed
%@W?ﬁﬁlﬁ:@){) whatsoever (including but not limited to property loss and damage, personal
agents to the contractor, any sub-contractor and/or the employer) and the contractor shall at his own
cost and initiative at all times up to the successful conclusion of the defects liabilities under his clause,
including but not limited to third party insurance and liability under the motor vehicle Act, Risk
Insurance Act and/ or other Industrial Legislation from time to time in force in India with insurance
company (ies) approved by the owner and such policy (ies) shall be of not lesser limit than the limits
hereunder specified namely :-

WW@T— WW%W%W%WWWWW/Wkaen'S
compensation Insurance- to the limit to which to which compensation may be payable under the laws
of the Republic of India.

ﬂ?ﬂﬂq&f@ﬁT/Third party Insurance —WW@W@WHﬁWﬁWW%
forar ¥4 %.1,00,000/ (3. U ARG) & FHH o1 GHN IR0 Ifewiad HHTE Had STHT Se=dl & [l
A sl & fafd=e & U § darferd git, dfc Rfdy W (1) ot 39 g & orgar
fopll 1t e T gl ! e 181 B

body injury and property damage to the limit of not less than Rs. 1,00,000/-(Rupees One Lac Only) in
each accident at all jobs sites provided that the limits specified above shall operate only as a
specification of minimum limits for insurance purposes, but shall not in any way limit the liability in
terms of this Clause to the limit(s) specified.

b) Afe IHER TIH IUWS & STAR AT fobTu S 3ryar S} @ § 31w Igal ol fHaidpd
(U XA DI I P TR) SHaR &1 AT R I R Faiemdr B 3R § 3 SHAGRI 9 Iurt
& Uit o1 et qatie o T aTar 9ahe SR o dae & g &t 718 AR BT SHER B ¢d o
Heldl B BT ABR SHTI.

Should the contractor fail to take out and/or keep afoot as provided for the foregoing sub clause, the
Employer shall be entitled (but without obligation to do so) to take out and/or keep afoot such
insurance at the cost and expense of the Contractor, and without prejudice to any other rights or
remedies of the Employer in this behalf, to deduct the sum(s) incurred, from the dues of the
Contractor.

1.23UTferdt &1 s?rﬁﬁ[/ Period of Policies:

STIFHATIER Jrad TH ST FaR, SIee G g SR G T Safd & GRM SR} 361 ey,

All insurance covers mentioned above shall be kept alive during the completion period of contract and
defects liability period.

1.24. WRFAyifRa qPYT/Liquidated Damages:

T Uoldhe TgHd 3afy § TRUEG deid o G- gimn. Faiear aRkfuia Jeam <8 & wu d
S IS I BT 1 U UfS TYATE & 9 H aqa 81T ST e Yo b HTIwad 10 Ufa=rd &
3T m Entire project will be completed and handed over within agreed timing in a phased
manner, Employer shall levy liquidated damages by way of penalty a sum at the rate 1 % of the total
contract value per week subject to the maximum of 10 % of the contract value

1.25 Glﬁmqa/Extra item:
gt 718 gt 3HfIHd 7g SR QUM &1 &1 UM fFAHATIR St Se.

The rates of all authorized extra items altered or substituted work shall be worked out as follows: -
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a) TR IISY B fATTHM G 3YAT ISP SHTYR TR BT ST JURIHT SHfAHTH ST G T
BT DI UPHId & STIAR B,

The rates shall be based on or derived from the existing rates in the contract as far as
possible and to the maximum extent possible from the same class & nature of work.

b) T8 3 HUR (T) (1) & I I U Tl 1 Sl Ydhell §, 981 S Uuel aTofR &R forad v,
T I[e@ aTe IMAS § 1Y B ShaR B 15 Ufd=Id A1Y, IURT T Td THA&0 JHR
31T AT gRT ST TRHRT 3T 711 81 1 SIS 0T B ST,

Where the rates cannot be derived in the manner of (a)(l) above, the same shall be worked
out on the basis of most competitive market rates inclusive of any taxes, octrai etc. plus 15%
for contractor’s profit, overheads and supervision charges or as suggested by the Employer.

) SHER B AT UG & SR STHd B 3 &1 T ST G I BT BT T Al & forg
XTI HRAT g FTIohT 3H% GRT GTaT UdTad 5 , $9b GHUA # &R fax[evor td aseR
1t T fe I 1T, Uioiepe Sof-iR fafdrad fa=mayor SR efiferdaar & 91 39 Hal &
fore Qe &R U 18 BT 31af¥ & SieR Jrad B,

d) The Contractor shall, within three days of the receipt of an order carry out the above within 3
days after having carried out the above work, submit the rates which he proposes to claim for
such item of work, supported by rate analysis and vouchers. The project engineer shall with
due analysis and justification communication to the contractor the rate admissible for these
items, within a period of one month.

1.26 Q'@/Escalation:
Toide &1 3afd & SR ShaR HI 4, Al a1 bt 37 Jeunfaes adt / R R 18 off gfg &1
YT et forar ST 3iR iy g1 oraftr & SR 39 Te o Pl +f uRad- wdierd =&t g

No escalation on labour, material or any other statutory levy/tax will be paid to the contractor during
the duration of the project and during the defect liability period no alteration in this clause will be
acceptable.

1.27 ﬁﬁﬂTIﬂﬁ/Receipt of Tenders:

Higveg famms o @it ufadl, S squife afed Rfdent s @ o QU o aR ugd &1 SIa,
Tenders along with all the copies, drawings etc. in sealed envelope will be received as stated on the
cover of this volume.

1.28. T ¢ 3-I'I§ (ih_ﬁ?lﬁ ]ISy é’mT) T ‘-Iﬁ'ﬂ{q ﬁﬁ[/E.S.I. (Employee States Insurance) &

Provident Fund:

STH3HTS Ud Hiawa A UHR g9fe, AN 8l ot 3haR gRI a8 fobd STa;

ESI charges & Provident fund charges, if applicable, shall be borne by the Contractor.

1.29. H”TT&-W/Work Tax:
BT e B B Y P AT SR H1 ghi.

Payment of works contract tax shall be the responsibility of the Contractor.

TRIRIYe/APPENDIX
Al Wi &1 ARI/SUMMARY OF VARIOUS CLAUSES
1. | YRY 81 &1 faiep (1.15) B TR g I 7 feA
Date of Commencement (1.15) 07 Days from the issue of Work Order
2. | qui g &1 3rafy YRH B 90 fe
Period of Completion (1.15) 30 Days from the date of Commencement.
3. | Gy IqaRaIRqa Srafy IRIAA® U Y Ul 811 ! fadiep | 12 ATE
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Defects Liability Period (1.16) 12 Months from date of virtual completion.

4. | ST STHT AR fAfaar & A1 . 30,000.00/ FHT HI FIUC Sl Tcd S
Earnest Money Deposit (1.19a) AP M B U A G qUT a8 W aad &l
Rs.30,000.00/-(Rupees Thirty Thousand Only) along with
Tender in the Form of Demand Draft Favouring Central
Bank Of India Payable at Mumbai.

MSME Registered Vendors are Exempted from EMD and Tender Fees Relevant Documents to be
submitted in Technical Bid.

5. | i TR Y@ I foed & aTiord T dd Y ol 10%
Retention Money (1.19b) 10% of certified gross value of each running bill

6. | AT fa@ & @€ S &1 Yo | F S o BT 25%
Value of Work for Interim Bill(1.20) 25% of the Work Order Value

7. | uRfAuifa s Ui AUYATE $ol Y Ted BT 1% SMUhdd a8 eI
Liquidated Damages (1.24) P 10% P 3T

1 % of the total contract value per week subject to the
maximum of 10 % of the contract value

ffaeT Wi/ TENDER FORM
EI'%/TO,
WW/Regional Head
af&r Hag gefta srateay

South Mumbai Regional Office

Interior and Allied works at B/O Opera House — Queen’s Diamond,5,Mama Parmanand Marg,Opera
House,Mumbai-400004.

HBIGT/Dear Sir,
ST&d UR{Tad B1d DI Hder & daey H, /g0 FHaR Jfoud $d .
With reference to the tender by you for the above proposed work, I/we write this after

(a) /8w fEomaq, ST faavu, wdfefe &1 s ga, Tunh &1 freyd, &1d SIva &1
Rreqd, Fifar  foTT 3, $RR $1 HEie] BT TRl fbar 2 auT Midel G &
T gyt iR 3 foU 7T 9y Ud veaifad s ¥ dag JavH Ffder sy (S
SIC § I8y THAIdS ®gl T §) BT Hierfa sregas & foran € ud woe forn o
Having examined the design, drawings details, schedule of quantities, schedule of
materials, schedule of workmanship, instructions to tenders, draft agreement and
having thoroughly gone through all the pages of the Tender documents & having
understood the facts intended to be conveyed therein the tender annexed thereto
(here-in-after called the Contract Documents) relating to the proposed work.

(b) TAIad B & H1E YA W ferar g ik
Having visited and examined the work site of the proposed work and,

() Ffaar®! wHIfad o3 aTel! STaREs® a1 UTqd R ol §
Having acquired with the requisite information as affecting the tender.

T/gH Srelieqaiert paifefe & Rregd & Je@ &1 TUHT Ufdhd IR TdgdRT I8 Gyarast

B TS Y U HRd U BT HRA B URTHT Hd 6.
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I/We, undersigned, hereby offer to execute the proposed work in strict accordance with the
contract documents for the consideration to be calculated in terms of the priced schedule of
quantities.

T/gH 3% gRT gHRT fAfdeT YaieR &R &t ga-1 &t fedid T iR T13e TS0 HA Bt
fee & Rregd & SR S &3 H1 9 od &.

I/we undertake to complete the whole of the works as per the attached schedule from the
date of issue of intimation by you that our tender has been accepted and upon receiving
possession of the site.

HRAIA B M gEdd & IIe & IHY fOqaR &1 3 & el 3whd /A R, 39
m%mmﬁthUfﬁg&n%, ¥ forg oy F 2t & URRYE F oFgR T8
TeHd gRMYTRG 8T AT BT YA Far! &l Hel.

I/We further undertake that on failure, subject to the condition of the contract relating to
extension of time, I/We shall pay the agreed ‘Liquidated Damages’ to the Owner the sum
named in the Appendix to the conditions of contract, Liquidated Damages’ for the period
during which the work shall remain incomplete.

/84 %.30,000.00/ TR ST AT 3ATYD TR STHT B ﬁmmﬁéwaqﬁﬁﬁmeﬁ?ﬁ
U 3T 91 ¥ vt wend § & afe e 18/eumt fRfder YdieR oR aar § SR # g0 &r
T TR S A B SR X & O U X oI B ol S,

I/We hereby deposit with you as ‘Earnest Money’ of Rs.30,000.00 /- (Rs. One Thirty Thousand
Only ) carrying no interest and |/We do hereby agree that this sum shall be forfeited in the
event of the Employer accepting my/our tender and I/We fail to take up the contract when
called upon to do so.

H/en 39 91 ¥+ Wewd € 3 ialky Y & 109 enfxar IR & fo et ot st
S PR T Hafd We &b SR d1ad ol S,

I/We further agree to the deduction of 10% from the ‘Interim Payment’ towards the
‘Retention money, which will be returned as per the relevant Clauses in the agreement.

rv'-|71|7.‘ﬁ'5[/Yours faithfully

BH & HI‘“EI@[%W/Name of the partners of the firm

S1YdI/OR

qafaddl & A oM U SIe Y SYAI&R ®3- & o7t TEaR-H §

Name of the persons having Power-of Attorney to sign the contract.
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&ﬂﬁﬂ/Annexure-l

(A d el gRT %200 P TR ST e TR WR fear )

(On Rs.200/- non-judicial stamp paper by the successful bidder)
aRI/From: ?)a'TQ"IT/The Contractor
To Central bank of India, Mumbai.
W/Dear Sirs,
Wéa%wﬁﬁr(ﬁawnu?aﬁhuﬂwﬁ sfow_ fedie @ Afdar
BT I BXA &1 &9 TAgaRT UfP &xd & [ gH ey & HyUTed & e &g, IS 3rdar
QU Tt FT F Siaid AT YR B9 & e vt svreRasarsd &1 sruTer fava &, 89 T8
lﬁg@mﬁ%ﬁ? 3T UeTd S T At & forg g9 foes! ud T YA died 9t o vd Ias
BT YA B [T 8 3R S T8 §H P HIR 8 BT aa- G 5.
We refer to the tender dated for at the premises mentioned on cover
page (page no.1) of the tender. We hereby confirm that we have complied with all formalities in the
performance of our Contract for the supply of goods and services under all statutes governing the
same, Central, State or Local. We further confirm that we have paid all taxes and duties including
sales tax and excise duty in respect of the goods and services supplied to you and undertake to be
responsible for the same.

& ot oft ara ar T SR |aft ©1f7, AT, J[ew Sruat st SR fonddt off safdd g foe 7 grat
¥ YA & fore Afder & ded gR a1 & dey o o e fasdt off gra & uRomaasy g9 aral
Y 3T BT P 1T efagfed v 3R 3 &fagfid 37 & Ry ggad B

We agree to indemnify and keep you indemnified against any claim or demand and all loss, costs,
charges and expenses incurred or suffered by you as a result of any claim being made by any person in
respect of our obligation under the said tender for payment of taxes, duties or otherwise.

ll_Cl_Cﬁ'q/Yours truly,
ﬁ_*I'W/ Date:
IR DI AIGR Fled dhaR P GYAT&R/SIGNATURE OF CONTRACTOR WITH RUBBER STAMP

&fﬂa’%{/Annexure -1l
(T Sielidhdl gRT%.200/ & TR 3T Jeid TuR TR)
(On Rs.200/- non-judicial stamp paper by the successful bidder)
GIRT/From: W/The Contractor
EIﬁf/To : @7@?[% &ﬁmm, Haé/Central Bank of India, Mumbai.
HgIey/

Dear Sirs,
TAIR S &rrawqg(qgffl 1) IR §ATY 7T 3T GRIR H T 3R Jarsii &1 Smyfef & forg famie
&1 [fdaT / 3reY BT Ieohd B §. BH Yiud B § [P 87 1y IdIE Yeob
ST 1 9 44 gRT PYiRa e W & 3iavid oM & SIR ofue uad awgen ehﬁmehwﬁ's‘
IqUTE YaFb <d el o, 'E!W's’ﬂ-ﬁq@ FA ¢ b ey & Fvures & A1d Uer &= 3R a1 &
g g iz, e  3rya QU gt o1 SruTer fhan R,
We refer to the tender / contract dated for supply of goods and services to you at your
premises of as mentioned on cover page (page no.1) of the tender. We advise that, we are covered
under the exemption limit prescribed by the Central Excise Act 1944 and no Excise is payable by us on
the goods and services supplied to you. We further confirm that we have complied with all the
formalities in the performance of our contract for the supply of goods and services and under all
statues governing the same, Central, State or local.
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g1 g8 vl 997 T § b SHR GRT 311! Uer fam 7o 77e Ud a1 R faes! R 3R IquIe Y[ad
fed g HIS H SYaT YAH 3T 8 Ol STP YT Bt ForieR) gard gt

We undertake that if any taxes and duties including sale tax and Excise duty in respect of goods and
services supplied to you by us is payable, the responsibility of paying the same shall be ours.

&Y farat oft gra ar i ofik aft 51, T, Yeh sruat ST iR fsedt oft safad g v Tw gra
¥ AT % R FfE ¥ ded TR TIRiE & Gay B T e et o < & uRuTTRaREY 81 At
T SYAT HUH & 7T &ffcTgfed R 3R U] &ffdgRd Hx- & fore Tgad 5|

We agree to Indemnify and keep you Indemnified against any claim or demand and all loss, cost,
charges and expenses incurred and suffered by you as a result of any claim being made by any person
in respect of our obligation under the said tender / contract for payment of taxes, duties or

otherwise.

q-Ifilaﬁ??l/Yours truly,

Date:
TR P AER Aed Afaaredl & SYdI&R/SIGNATURE OF TENDERER WITH RUBBER STAMP

Waﬁ‘\’lﬁ/ ARTICLES OF AGREEMENT
(T d Selidhd! gRT%.200/ % TR fETed! Jeiu TuR W Aured famar sm)
(On Rs.200/- non-judicial stamp paper by the successful bidder)

This agreement is executed at Mumbai on this ......cccccceivevivneieieenen, day of . 2011
between Central Bank of India, a body corporate, constituted under the provision of Banking
Companies (Acquisition & Transfer of Undertakings) Act. 1970, having its Head Office at
Chandermukhi, Nariman Point, Mumbai — 400 021. (hereinafter referred to as the “Bank” which
expression shall, unless it be repugnant to the context or meaning therof, includes its successors and
assigns) of the ONE PART and M/s (name of contractor), having its Registered office at (address of
contractor. (Hereinafter referred to as the “Contractor”, which expression shall, unless it be repugnant
to the context or meaning thereof, includes its successors and assigns) of the OTHER PART.

WHEREAS the Bank is desirous of carrying out the (brief description and address of work) and
therefore has invited tenders.

AND WHEREAS the contractor has submitted its tender for carrying out the (brief description and
address of work) is hereinafter referred at as and the same was accepted by the Bank.

AND WHEREAS the contractor has submitted the tender dated (date of tender) wherein the (brief
description of the work) work to be done was also described as per priced schedule of quantities,
along with the general condition of contract, special conditions, additional conditions etc., at the
respective rates mentioned in the priced schedule of quantities and also as per the essential terms and
conditions mentioned in the work order no. (Work order no. and date) issued by the Bank to the
Contractor.

AND WHEREAS Bank has also accepted the offer of the contractor to fulfill the (brief description of the
work) work as agreed to in its tender dated wherein the work to be done was described as per priced
schedule of quantities, along with the general conditions of contract, special conditions, additional
conditions etc., at the respective rates mentioned in the priced schedule of quantities, and as per the
work order no.

NOW THIS AGREEMENT WITNESSETH AS FOLLOWS:

The contractor hereby agrees that it shall execute the (brief description of the work) work as per the
tender dated (date of tender) copy whereof is enclosed and the same shall form part and parcel of this
agreement, wherein work to be done was described as per priced schedule of quantities, along with
the general conditions of contract, special conditions, additional conditions etc, at the respective rates
mentioned in the priced schedule of quantities, and also as per the essential terms and conditions
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mentioned in the work order no. (Work order no. and date) copy whereof in enclosed and the same
shall form part and parcel of this agreement.

The Bank hereby agrees to pay to the contractor such sums as shall become payable hereunder at the
time and in the manner specified in the tender dated and also as per the essential terms and
conditions mentioned in the work order no. issued by the Bank to the contractor.

The Contractor has deposited Rs. (ISD amount) (Rupees (ISD amount in words) Only) with the Bank as
Initial security deposit for due performance of the agreement, and the Bank hereby acknowledge the
same.

Subject to what is stated in para 5 hereinafter, both the parties hereby agree to abide by and submit
themselves to the terms and conditions and also stipulations as mentioned in the tender dated (date
of tender) (as mentioned by this agreement) and also as per the terms and conditions mentioned in
the work order no. (Work order no. and date) issued by the Bank to the Contractor.

Notwithstanding what is stated in terms and conditions and also stipulations [as to i) appointment of
arbitrator and conducting the arbitration proceedings, and ii) the jurisdiction of Courts] as mentioned
in tender dated (date of tender) both the parties hereby agrees that:

a) The appointment of Arbitrator/s & conducting the arbitration proceedings shall be governed
by the provisions of Arbitration and Conciliation Act, 1996, and
a) ®is 1l faare/mave ® fulg & fou Rt 4 o e &f sieR g
Any dispute / differences, if any, shall be deemed to have arisen in and only courts in
Mumbai shall have exclusive jurisdiction to try and determine the same.
b) The several parts of this contract have been read to us and fully understood and signed by us.
c) This agreement is deemed to have come into force on (date of work order / commencement
date).
WITNESS WHEREOF THE CONTRACTOR AND THE BANK HAVE AFFIXED THEIR RESPECTIVE SIGNATURES
ON THE DAY, MONTH AND YEAR FIRST MENTIONED ABOVE.

Signed and delivered by Central ]
For and on behalf of Central Bank of India
Bank of India by the hands of ]
Shri.
It's constituted Attorney, in the ]

Presence of;

1)
2)

Signed sealed (with common ]
seal) and delivered by

M/s (Name of the firm),

through It’s authorized Signatory ]
Shri.
( )
& sufifa g
In the presence of:
] Authorized Signatory
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INTEGRITY PACT

Between
Central Bank of India hereinafter referred to as “The Principal”,
And
............................................................... hereinafter referred to as “The Bidder/ Contractor”
Preamble
The Principal intends to award, wunder laid down organizational procedures, contract/s
0] G The Principal values full compliance with all relevant laws of the land, rules,

regulations, economic use of resources and of fairness / transparency in its relations with its Bidder(s) and / or
Contractor(s).

In order to achieve these goals, the Principal will appoint an Independent External Monitor (IEM), who will
monitor the tender process and the execution of the contract for compliance with the principles mentioned
above.

Section 1 — Commitments of the Principal

(1.) The Principal commits itself to take all measures necessary to prevent corruption and to observe the
following principles:-

a. No employee of the Principal, personally or through family members, will in connection with the tender
for , or the execution of a contract, demand, take a promise for or accept, for self or third person, any
material or immaterial benefit which the person is not legally entitled to.

b. The Principal will, during the tender process treat all Bidder(s) with equity and reason. The Principal will
in particular, before and during the tender process, provide to all Bidder(s) the same information and
will not provide to any Bidder(s) confidential / additional information through which the Bidder(s) could
obtain an advantage in relation to the tender process or the contract execution.

c. The Principal will exclude from the process all known prejudiced persons.

(2) If the Principal obtains information on the conduct of any of its employees which is a criminal offence
under the IPC/PC Act, or if there be a substantive suspicion in this regard, the Principal will inform the Chief
Vigilance Officer and in addition can initiate disciplinary actions.

Section 2 — Commitments of the Bidder(s)/ contractor(s)

(2) The Bidder(s)/ Contractor(s) commit themselves to take all measures necessary to prevent corruption.
He commits himself to observe the following principles during his participation in the tender process and during
the contract execution.

a. The Bidder(s)/ Contractor(s) will not, directly or through any other person or firm, offer, promise or give
to any of the Principal’s employees involved in the tender process or the execution of the contract or to
any third person any material or other benefit which he/she is not legally entitled to, in order to obtain
in exchange any advantage of any kind whatsoever during the tender process or during the execution of
the contract.

b. The Bidder(s)/ Contractor(s) will not enter with other Bidders into any undisclosed agreement or
understanding, whether formal or informal. This applies in particular to prices, specifications,
certifications, subsidiary contracts, submission or non-submission of bids or any other actions to restrict
competitiveness or to introduce cartelisation in the bidding process.

c. The Bidder(s)/ Contractor(s) will not commit any offence under the relevant IPC/PC Act; further the
Bidder(s)/ Contractor(s) will not use improperly, for purposes of competition or personal gain, or pass
on to others, any information or document provided by the Principal as part of the business
relationship, regarding plans, technical proposals and business details, including information contained
or transmitted electronically.

d. The Bidder(s)/Contractors(s) of foreign origin shall disclose the name and address of the
Agents/representatives in India, if any. Similarly, the Bidder(s)/Contractors(s) of Indian Nationality shall
furnish the name and address of the foreign principals, if any. Further details as mentioned in the
“Guidelines on Indian Agents of Foreign Suppliers” shall be disclosed by the Bidder(s)/Contractor(s).
Further, as mentioned in the Guidelines all the payments made to the Indian agent/representative have
to be in Indian Rupees only. Copy of the “Guidelines on Indian Agents of Foreign Suppliers” is placed at
(page nos. 6-7)

e. The Bidder(s)/ Contractor(s) will, when presenting his bid, disclose any and all payments he has made, is
committed to or intends to make to agents, brokers or any other intermediaries in connection with the
award of the contract.
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(2) The Bidder(s)/ Contractor(s) will not instigate third persons to commit offences outlined above or be an
accessory to such offences.
Section 3- Disqualification from tender process and exclusion from future contracts

If the Bidder(s)/Contractor(s), before award or during execution has committed a transgression through

a violation of Section 2, above or in any other form such as to put his reliability or credibility in question,

the Principal is entitled to disqualify the Bidder(s)/Contractor(s) from the tender process or take action

as per the procedure mentioned in the “Guidelines on Banning of business dealings”. Copy of the

“Guidelines on Banning of business dealings” is placed at (page nos. 8-17).

Section 4 — Compensation for Damages

(2) If the Principal has disqualified the Bidder(s) from the tender process prior to the award
according to Section 3, the Principal is entitled to demand and recover the damages equivalent
to Earnest Money Deposit/ Bid Security.

(2) If the Principal has terminated the contract according to Section 3, or if the Principal is entitled
to terminate the contract according to Section 3, the Principal shall be entitled to demand and
recover from the Contractor liquidated damages of the Contract value or the amount
equivalent to Performance Bank Guarantee.

Section 5 — Previous transgression

(2) The Bidder declares that no previous transgressions occurred in the last three years with any
other Bank in any country conforming to the anti-corruption approach or with any Public
Sector Enterprise in India that could justify his exclusion from the tender process.

(2) If the Bidder makes incorrect statement on this subject, he can be disqualified from the tender
process or action can be taken as per the procedure mentioned in “Guidelines on Banning of
business dealings”.

Section 6 — Equal treatment of all Bidders / Contractors / Subcontractors

(2) The Bidder(s)/ Contractor(s) undertake(s) to demand from his subcontractors a commitment in
conformity with this Integrity Pact.

(2) The Principal will enter into agreements with identical conditions as this one with all Bidders
and Contractors.

(3) The principal will disqualify from the tender process all bidders who do not sign this Pact or

violate its provisions.
Section 7 — Criminal charges against violating Bidder(s) / Contractor(s) / Subcontractor(s)
If the Principal obtains knowledge of conduct of a Bidder, Contractor or Subcontractor, or of an employee or a
representative or an associate of a Bidder, Contractor or Subcontractor which constitutes corruption, or if the
principal has substantive suspicion in this regard, the principal will inform the same to the Chief Vigilance Officer.
Section 8 — Independent External Monitor / Monitors

(2) The principal appoints competent and credible Independent External Monitor for this Pact. The
task of the Monitor is to review independently and objectively, whether and to what extent
the parties comply with the obligations under this agreement.

(2) The Monitor is not subject to instructions by the representatives of the parties and performs
his functions neutrally and independently. It will be obligatory for him to treat the information
and documents of the Bidders/Contractors as confidential. He reports to the Chairman &
Managing Director, CENTRAL BANK OF INDIA.

(3) The Bidder(s)/Contractor(s) accepts that the Monitor has the right to access without restriction
to all Project documentation of the principal including that provided by the Contractor. The
Contractor will also grant the Monitor, upon his request and demonstration of a valid interest,
unrestricted and unconditional access to his project documentation. The same is applicable to
Subcontractors. The Monitor is under contractual obligation to treat the information and
documents of the Bidder(s)/ Contractor(s)/ Subcontractor(s) with confidentiality.

(4) The principal will provide to the Monitor sufficient information about all meetings among the
parties related to the Project provided such meetings could have an impact on the contractual
relations between the Principal and the Contractor. The parties offer to the Monitor the option
to participate in such meetings.

(5) As soon as the Monitor notices, or believes to notice, a violation of this agreement, he will so
inform the Management of the Principal and request the Management to discontinue or take
corrective action, or to take other relevant action. The monitor can in this regard submit non-
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binding recommendations. Beyond this, the Monitor has no right to demand from the parties
that they act in a specific manner, refrain from action or tolerate action.
(6) The Monitor will submit a written report to the Chairman & Managing Director, CENTRAL BANK
OF INDIA within 8 to 10 weeks from the date of reference or intimation to him by the Principal
and, should the occasion arise, submit proposals for correcting problematic situations.
(7) If the Monitor has reported to the Chairman & Managing Director CENTRAL BANK OF INDIA, a
substantiated suspicion of an offence under relevant IPC/ PC Act, and the Chairman &
Managing Director CENTRAL BANK OF INDIA has not, within the reasonable time taken visible
action to proceed against such offence or reported it to the Chief Vigilance Officer, the Monitor
may also transmit this information directly to the Central Vigilance Commissioner.
(8) The word “Monitor* would include both singular and plural.
Section 9 — Pact Duration
This Pact begins when both parties have legally signed it. It expires for the Contractor 12 months after the last
payment under the contract, and for all other Bidders 6 months after the contract has been awarded.
If any claim is made / lodged during this time, the same shall be binding and continue to be valid despite the
lapse of this pact as specified above, unless it is discharged / determined by Chairman & Managing Director of
CENTRAL BANK OF INDIA.
Section 10 — Other provisions

(2) This agreement is subject to Indian Law. Place of performance and jurisdiction is the Registered
Office of the Principal, i.e. Mumbai.

(2) Changes and supplements as well as termination notices need to be made
in writing. Side agreements have not been made.

(3) If the Contractor is a partnership or a consortium, this agreement must be signed by all
partners or consortium members.

(4) Should one or several provisions of this agreement turn out to be invalid, the remainder of this

agreement remains valid. In this case, the parties will strive to come to an agreement to their
original intentions.

(5) In the event of any contradiction between the Integrity Pact and its Annexure, the Clause in the
Integrity Pact will prevail.”

(For & On behalf of the Principal) (For & On behalf of Bidder/ Contractor)
(Office Seal) (Office Seal)

Witness 1:
(Name & Address)

Witness 2:
(Name & Address)
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1.0

11

1.2

2.0
2.1
2.11

2.1.2

2.1.3

2.2
2.2.1

2.2.2

2.2.3

2.3

2.4

GUIDELINES FOR INDIAN AGENTS OF FOREIGN SUPPLIERS
There shall be compulsory registration of agents for all Global (Open) Tender and Limited
Tender. An agent who is not registered with CENTRAL BANK OF INDIA shall apply for
registration in the prescribed Application —Form.

Registered agents will file an authenticated Photostat copy duly attested by a Notary
Public/Original certificate of the principal confirming the agency agreement and giving the
status being enjoyed by the agent and the commission/remuneration/salary/ retainer ship
being paid by the principal to the agent before the placement of order by CENTRAL BANK OF
INDIA.

Wherever the Indian representatives have communicated on behalf of their principals and the
foreign parties have stated that they are not paying any commission to the Indian agents, and
the Indian representative is working on the basis of salary or as retainer, a written declaration
to this effect should be submitted by the party (i.e. Principal) before finalizing the order
DISCLOSURE OF PARTICULARS OF AGENTS/ REPRESENTATIVES IN INDIA. IF ANY.

Tenderers of Foreign nationality shall furnish the following details in their offer:

The name and address of the agents/representatives in India, if any and the extent of
authorization and authority given to commit the principals. In case the agent/representative
be a foreign Bank, it shall be confirmed whether it is real substantial Bank and details of the
same shall be furnished.

The amount of commission/remuneration included in the quoted price(s) for such
agents/representatives in India.

Confirmation of the Tenderer that the commission/ remuneration if any, payable to his
agents/representatives in India, may be paid by CENTRAL BANK OF INDIA in Indian Rupees
only.

Tenderers of Indian Nationality shall furnish the following details in their offers:

The name and address of the foreign principals indicating their nationality as well as their
status, i.e, whether manufacturer or agents of manufacturer holding the Letter of Authority of
the Principal specifically authorizing the agent to make an offer in India in response to tender
either directly or through the agents/representatives.

The amount of commission/remuneration included in the price (s) quoted by the Tenderer for
himself.

Confirmation of the foreign principals of the Tenderer that the commission/remuneration, if
any, reserved for the Tenderer in the quoted price (s), may be paid by CENTRAL BANK OF
INDIA in India in equivalent Indian Rupees on satisfactory completion of the Project or supplies
of Stores and Spares in case of operation items .

In either case, in the event of contract materializing, the terms of payment will provide for
payment of the commission /remuneration, if any payable to the agents/representatives in
India in Indian Rupees on expiry of 90 days after the discharge of the obligations under the
contract.

Failure to furnish correct and detailed information as called for in paragraph-2.0 above will
render the concerned tender liable to rejection or in the event of a contract materializing, the
same liable to termination by CENTRAL BANK OF INDIA. Besides this there would be a penalty
of banning business dealings with CENTRAL BANK OF INDIA or damage or payment of a named
sum.
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frureT vd qargan
DEFINITIONS AND INTERPRETATIONS

1. UfYYTYTE/DEFINITIONS :

et WeHT TR S aUT STaRTH § B! BISH HARId Xsaraa ol 37 FAAraR ghm.

The following terms shall have the meaning hereby assigned to them except where the context

otherwise require.

(a) TP T ITqud A, Vcd S 31T Sf3an 3ruar I Witipd ufafr 3 8.

Employer means M/s CENTRAL BANK OF INDIA or his/her Authorized Representative.
(b) TRIRIGTAT Q ATqud W& qafdd A & P Fdied gR1 3reY & SS¥ @ adfde & &0
ﬁmaﬂﬁ%ﬂmwwﬁwmw. IS & $S YT H aR{gfde 9 arqud
Consultant shall be the person for the time being or from time to time duly appointed by the
Employer to act as ‘Architect’ for the purpose of the contract. In some part of the document,
the word Architect shall also mean the said “Consultant”.

(c) SPeR I AT Thd dex ¥ g ford sreel fear man g,

Contractor shall mean the successful Vendor to whom the contract has been awarded.

(d) JUSFER VAU W @R A2 R ey 1o S wefarar ok faftre ufafify
, SRR Td T AR qafe 1 forfd Tgafa § Suug W faarmane.
Subcontractor shall mean the person named in the contract for any part of the work or any
person to whom any part of the contract has been sublet with the consent in writing by the
Consultant and the legal representative, successors and assigns of such person.

(e) Wﬂﬁﬂﬁﬁ@%ﬂﬁﬁ@'ﬂ@ﬁ%ﬁontracn shall mean and include the following :

(i) =1 Wﬁﬁﬂ/Notice Inviting Tender

(ii) ﬁﬁaﬁﬁ(mmﬁﬁﬁmmm&m@)ﬁender Form (duly signed in
by Tenderer)

(iii) tlﬁ*—ﬂﬂT@ﬂFl“[ﬁW/Deﬁnitions and Interpretation,

(iv) WWW/SChedule of quantities,

(v) MWW/SChEdME of materials,

(vi) WWW/SChedule of workmanship, and

(vii)g\fg"T/Drawings

(f) U Y AU Rl gRT ShaR &1 YA 8 Sfefed T8 arydfaed U™ ¥ g fored
b AT R,

Site, shall mean the actual place in, over or under which work is to be done, allotted by the
Employer for contractor’s use.

(g) SIEY P B Aqud U4 TN 3 & T WSl I T H=A o [T SMaR@Hd A,
ToTg s, Ud TTe 2 6.

Work, of the contract shall mean and include materials, labour and the resources required
for the fulfilment of the clauses of the contract.

(h) SIS HE O dIud Tfe HIs SUees HRR 34al BT S § al S8 g HI T8
AL,

Contract Price, shall mean the sums referred to in the formal agreement, any or the work
order.

2. T4 TIYAT 3R IYUEST/ASSIGNMENT AND SUB-LETTING :
2.1 E19—|'33r[@.'CI_"IT/Assignment:
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2.2

3.2

3.3

3.4

SHER 3ISY YT ITHT Pl HNT Yal 39 His WY fod w=feay/Faear & fomr
SFAT & FHat T AU

The contractor shall not assign the contract or any part thereof or any benefit or therein or
there under without the written permission of the Consultant/Employer.

3U-UST/Sub-letting :

SPHEAR SIHY BT G 37AT HIs Ht YFT IU-UL W -5 G, SHER aNJIde Td Hadpdl o
fIRad orgafd & TR BRI &1 Bis Hft URT Ju-Ug W ! Ao, TG Sl & At §
mnaaauaammmawqﬁawwwm 3I9P Tole, HHAR!
YA HUBR & Had, IS 3dl ATRATe!l & T I IR F FTHHER g o b 98 &,
IR AT ARATE) IHAR AT ITF Tole, FHAR) Ud FHGR §RT BT T 8. The
Contractor shall not sub-let the whole or part of the contract. The contractor shall not sublet any
part of the works without the written consent of the Architect and the Employer and such
consent, if given, shall not relieve the contractor from any liability or obligation under the
contract and the contractor shall be responsible for the acts, defaults and neglects of the
subcontractor, his agents, employees or workmen as fully as if they were the acts, defaults or
neglects of the contractor or his agents, servants, or workmen.

STSTT/DRAWINGS :

gﬁﬂ\_ﬂﬁmﬂssues of Drawings:

Ife STAYGD g3l SbaR bl D1 b AT 3rgaiey srafel # SrgAfed ST SRy 1 Syt Td
SHER DI BT FUTE & o dTaR AT &1 qUaeyT &A1 8. ShaR &I 3aY & dgd
gﬁﬁw 3YaT AU & o MawEes g srar fafky sl & forw wafqd gwg &
Drawings approved for the work will be issued, if required, to the contractor progressively during
the contract period and the contractor shall arrange for the execution of the works and the
procurement of materials accordingly. The contractor Shall give adequate notice in writing to the
Consultant or his Representative of any further drawings or specification that may be required
for the execution of the works or otherwise under the contract.

E@ﬁm/mpies of drawings:

it ST B U Ufd SHER Dl 37 SHAS b HIYIH o 1Y &l ST S gHRM qUd WX
Fepar/RERleTar sraT 3% UfafRfY srar wmRiear gRT Witigrd o st +ff qafad
¥ Frdteror Td STE F fw Iudey BRf. 3HER F.200/ TR T F REE F yAH R
One copy of all the drawings furnished to the contractor through these contract documents shall
be kept at the site and the same shall at all reasonable times be available for inspection and use
by the Employer/Consultant or his Representative and by any other person authorized by the
Consultant. The contractor may request for additional copies on payment of Rs. 200/- per set.
Gﬁ? §T‘$‘I SIRT BT Qa' &lﬂa'QT/lssue of further drawings and instructions:

HTd & Ifad T Taid fFAYuTe Td TWRAG & oY STav@dmdrIaR Faigdl/aRmRiard &
3T U & ATemd I 1 & AYd Sie7 Ud Yoid UG - & fad Td UTIHR ghT.

The Employer/Consultant shall have full power and authority to supply to the contractor from
time to time through his representative, during the progress of the works such further drawings
and instructions, if required, as shall be necessary for the purpose of proper and adequate
execution and maintenance of the works and the contractor shall carry out and be bound by the
same.

§T‘:2;‘I Gl {-Idllrl\-idd/ Ownership of Drawmgs

SPeR B Uer B TS gt ST WRRiardT @ SufRy AE STe. 3PeR oo ok 39
UG Td IU SHaR BI 3R V3T 91 I JgHd ¢ [ 98 38 P SR 31T 395 i
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3.5

g?mzﬁﬂ T IIEY & SHfaRPpa 39 e H fAfgd Ta-sil & Udhe 3ryar Wi el

All drawings supplied to the contractor are deemed to be the property of the Consultant. The
contractor agrees both on the behalf of himself and his employees, and sub-contractors,
whether during or after completion of the contract not to divulge or use, except for the purpose
of this contract, any information contained in the drawings.

SHAR muﬂgaaﬁaﬁaﬁruﬁwqa EVIQ'JI/PIans and drawings to be submitted by the

Contractor:

4.2

3IISY & ST BT TR B & [T SHER S SYUTH BT BT dTedll § SUDT WTehT Td
fqaRun. 7 7 & iy WRRlGTAn S9 S/ fequelt & o Srf & forg valyg § syar
3ot Srrmfer/fequuft 3 e SR TR 1 o1 RN $R U WRIARIETdT & rgHig
% o TR AT 81T, SHaR GRT TR &1 718 I8 Gt AIoHTT Td STt off TRIRIGIT gRIT
3AITCT 1 TS § T STt BT HIT I,

Layout and details of temporary works that the contractor wants to carry out to fulfil his
obligation under the contract. Within 7 days the Consultant will give their approval/comments
sufficient to proceed with the work or objections/instructions to the contractor based on which
the drawings shall be revised and re-submitted for approval by the Consultant. All these plans
and drawings submitted by the contractor and approval by the Consultant shall become part of
the contract.

HTHTY dTYYdT/GENERAL OBLIGATIONS :

ﬁﬁﬂ%ﬁ%tﬁw Wﬁaﬂﬁﬂ&mﬂnspectlon of site etc. before submission of
tender:3HaR DI (TAGT U B o Jd W13¢ Ud 3 - &1 FRI&01 TS TRI&0T AT
BT dlfch 98 B &1 Ui Td SMTaRED ST TUT SIRGH, STeh T 3R g gRiRufaat
S T IS B TR B TH A & B TSR AHR AU SNUH! TIE FR 3. g
Wﬁqggﬁm e /aRmeiarar 39 UeR & lﬂwﬁ@ﬁaﬁraﬁ$ﬁu

The contractor shall inspect and examine the site and its surroundings, and shall satisfy himself
before submitting his tender, as to the nature of the work and nature of the resources required
and in general shall obtain all necessary information as to risks, contingencies and other
circumstances which may influence or affect his tender. The Employer/Consultant will not be
responsible for any loss to the contractor resulting from any such reasons after acceptance of
tender.

ﬁﬁﬂﬁﬁ%%?ﬁﬂqﬂm/dariﬁcation before submitting tenders:

e PeR B! U TTT e, 3rudr paifefe sryar oe & JHe femrs 78 gfie o ot oft
UHR BT HH 34aT T 4@ & offchl & O I8 dq@Td I8 a1d UTepIal & ¢ § Y ud
ﬁﬁawmﬁ%qﬁmﬁwmﬁ fAfaa 39 RE & Wgd UYSTHRUT TR SR
ST TIRT Ud 3T Sifiag FRieT % SMTaRUN U R o @ AT S Fidiedt 31 31
S gl fu Ffder & fFu MU Sy orar FaifeR Srat gfe & FOR 3%eR § B
T BT AABR AT,

Should the contractor notice any discrepancy or error in the statement made, or quantities or
units shown against items, he shall immediately bring to the notice of the authorities and obtain
the clarification before submitting the tender. The tender shall be based on such clarifications
received and shall be recorded as such in the covering letter to the tender, failing which the
Employer shall have the right to ask the contractor to execute the work according to the
statement made or quantities or units shown in the tender, without any compensation.
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4.3

4.4

4.5

4.6

4.7

4.8

qﬁﬁ?qwao—rzfaﬁa?wham/kates quoted for finished work:

3HER GRI ISR B T8 &R gigv, fafkmearsit ok Hafid Wl & oruR quf &1 &1 §. The
rates quoted in the tender by the contractor must be for the finished work as per the drawings,
specifications and as per the related clauses.

WWF[W/Location of work:

9 d& b 7ie 7 foRiy &0 O Iqerd A fhar T g, 39d aftfa »r farsht oft e sryar 39
YUA R EIHATE.

Unless specifically mentioned in the item, the work described therein may be at any location or
elevation.

a‘EJT‘IT/VaIidity:

fAfaer gan &t fa=ie 2 90 o7 I e Feltedt & forg geft @i,

The tender shall remain open for acceptance for a period of 90 days from the date of opening of
the Tender .

EI'TI'ET-Gﬂ'Eﬁ\_rFT/ Programme of work:

(IS UTYd BF & SURId ShaR Bl WRIARIGTA]/Aiddl I O S &I Faiferd 9 3§ T
B & o0 BT B BT AT FoIH B P UichaT Ud Tl T 31 T 3iR 51F Ht
R/ e & TR B 3T H1 R SR a3 AR FA0 w1 H7 auT SREurh
HT S SHER U, TART 3T A0 H=AT a8l & BT fARad faaRur &1 G, SfAIGA 39
UHR &I TG I IRERIGIA T 39S UMY §RT 3FHIGH dPHaR ey & dgd 30+
fobeit ot Felqy Td ForAERY A gepd T8 BT,

Soon after the award of contract, the Contractor shall submit to the Consultant/Employer for his
approval a programmed to match with the planned completion of the whole job showing the
order of procedure and method in which he proposes to carry out the works and shall whenever
required by the Consultant/ Employer representative furnish further detailed programme and
particulars in writing of the contractor’s arrangements for carrying out the works and of the
construction plan and temporary works which the contractor intends to supply, use or construct
as the case may be. The submission to and approval, if any, by the Consultant or his
Representative of such programmes or particulars shall not relieve the contractor of any of his
duties or responsibilities under the contract.

ObHCObN &I & cldl/Removal of Workmen:

RIAf T/ OBl &1 U8 YadAdl & b 3 SHER gRT B TR 3dT BT fAqUTE Syal I©-
3@ra & fory X fobll qafeRd St TRmRiare/Maipdl & Hd H HarR 3fdl 30 Haad &
g o TTRATE 3Ydl 3(aifsd § P! dqdld g & o %e Jbdl § Ud U1 qafaa
IR &t fomT fafad sraafd & UH: B R el X1 off 9. SheR S ¥ gerd T8 Uy
e & UM TR o1 [l facia o IRMRIGIA gRT SrAifed e qafad &1 .

The Consultant/Employer shall have liberty to object to and order the contractor to remove
forthwith from the works any person, employed by the Contractor in or about the execution or
maintenance of the woks who in the opinion of the Consultant/Employer misconduct’s himself
or is incompetent or negligent in the proper performance of his duties or whose employment is
otherwise considered by the Consultant/ Employer to be undesirable and such person shall not
be again employed upon the works without the written permission of the Consultant. Any
person so removed from the works shall be replaced by the contractor without delay by a
competent substitute approved by the Consultant.

GIH%ITEﬁ ﬁTﬁ'UT/ Temporary Structure:
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BRI BT, R STG & TS & T SHER gRI YRR ¢, R &1 HH{U AHw
& d & IR TN WRIRIGIAT & gRT SHITGT oM & IR GH. 9 UHR & S &
fmtor & fore forfga &9 & srgafa wrqd &1 g,

Construction of site shed, proposed to be temporarily constructed by the contractor for his
office work, storage of materials etc., shall confirm to the standard sketch, or to the plan
approved by the Consultant. Permission for the construction of such shed shall be obtained in
writing.

49 m@maﬁwmamage to persons and property:

4.10

4.11

TATOT/ARET, QUITAT, ST & IWG-XW1d & SR SHER DI 3T THt HHAR & g1+ 3R
Tic & o gTd 31y foalt qafad &1 Joam ot 1 81 & o SR 9 YR & ara, AT, ST
HNATS, AN, UHR, 99 39 Hay § of o o §1 & fow &fayfd semuwd Haipdr &1 oft
GRIAT @M. SHAR 3HYd I SHER gRI [T T AR # fobalt i HHBR sryar s fadl
AT BT goeT ST dIc & RN Yoy &3 ardl e Faiepdr fheiaR gl 8. 3HhaRr
4 Wit g1d, A, ST HRATS, A1, THR, 799 9 99 § S $2 o 81 & fa erfagfd
HIM UG Fiepd ol o YRIE @,

The contractor shall indemnify and keep indemnified the employer against all losses and claims
for injuries or damages to any person or property whatsoever, which may arise out of or in
consequence of the construction/fabrication, installation, fixing and maintenance of works and
against all claims, demands, proceedings, damages, costs, charges, expenses, whatsoever in
respect thereof in relation thereto. The Employer shall not be liable for or in respect of any
damages or compensation payable at law in respect or in consequence of any accident or injury
to any workmen or other person in the employment of the contractor or his sub-contractors,
and the contractor shall indemnify and keep indemnified the Employer against all such damages
and compensation and against all claims, demands, proceedings costs, charges and expenses
whatsoever in respect thereof or in relation thereto.

Gﬁq@ﬁﬁ%mmﬂlm-operation with other Agencies:

DR B! WIg] b ShaR A Telg B o 1T (i dl GRT g d 31dT I&@ 778 ToiRdT 3d
SHER & B & A TgANT HAT 8. BT DI HH 39 UHR AU HAT NI A1 1Y
30 TRl 1 B Hf T R,

The contractor shall co-operate with the work of other agencies or contractors that may be
employed or engaged by the Employer and as far as it relates to the contractors’ work. The
sequence of work shall be so arranged that the works of other agencies are also in progress
simultaneously.

H&I’W@ﬂTGﬁWW&WT/PrOtection of underground services:
3PeR B YERTd Ud 3T a1 A1g-1 o had, THT 3R WaR A8 3@ P TRe & g
TEfaaTd JURT HRAT B 3R 39 Uy H PIg a9 e § df ST Uler BT BRI The

contractor must take all precautionary measures to protect the underground and other services
lines, viz. cables, water and sewer line etc. and observe any specific instructions which may be
given in this regard.

4.12 ISC e 1I%lTJI'Tf/Site Order Book:

RIS 3UdT 3T Y & e &1 AARad B & T grge ey giiie it
GlFﬁB%TﬁGﬁBTHHq SUASY BT AM6T. dhaR Pl Ig ¢l aRT I9H AT Y RN &I
INE ]
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4.13

4.14

4.15

A site order book must be maintained and always be available at site to record the instructions
by the Consultant or his representative. The contractor must see that the Instructions therein
are properly carried out.

ﬁW@TGWFﬁTIéWW 3{fIG/ Record of materials borrowed from the

Employer: mu%WWﬁw%WWWﬁﬁwﬁaﬂwﬁﬂéw
fafe I &1 Sifirela a1 grT. WRIeRlerdl/ e fedt off woa Il &1 fufd ik
T & T 1 =R BR.

The contractor shall, maintain an account of different materials borrowed from the Employer,
for executing the works under the contract. The Consultant/Employer shall have the power to
check the position of materials at all times and verify stocks as and when desired.

ﬁ%&@ﬁ@ﬁﬁﬁ% G{ﬁﬁﬁm—c{/mnflict in meaning between schedule of rates and
specifications:&aiicfc & fRIegd &I THUT 3R HRITR & RIS & 1Y Yo & U A UgT
SITQ, ﬁﬁﬁ%&ﬁﬁﬁ?ﬁ@ﬁ%ﬁﬁ%ﬁ@@ﬁwmﬁmmﬁ
Tyl dr gt

The schedule of quantities shall be read in conjunction with the schedule of materials & the
schedule of workmanship. In the event of conflict in the meanings therein, the corresponding
item in the schedule of quantities shall always have precedence over the others.

Wﬂﬁmﬁﬁﬁﬂﬂﬁ% 31 ¥ fadTG/Conflict in meaning between general

Conditions of contract and the terms and conditions:

5.
5.1

IS & THTY U IR =i & foedt oft gepR @1 faimifa & ama o srgey &t faviy wraf &t
A T 1 gaT | Urfiesar < Sie.

In case of any inconsistency between the general conditions of contract and the special
conditions, the special conditions of contract shall have precedence over the General Conditions.

TSIgLI/LABOUR :

Wﬂ?ﬂabour Rates:

3HER U9 SUSHER GRI UqTE Td SUqFe U I B § T T T+ TolgR] & T ShaR
DI faer aeigdl (g 3R 3e) SfAaW, 1970, TAAH Hoigyt SHTATH 1948, TG
ﬂfﬁm&rfﬂﬁuﬂw%qaaﬁéﬂﬂwﬁmésmmﬁmwaﬁmekwahaww
WBR YT 3T UG o1 & ST 3R g iR fFufor wrf & e 1 aereRl & forg
T I IR AT GR4N, qaod gaay, ToIgR! HeIul, a9, Yar FHgfd amy,
Sel/MeTar ST afagfd wd WH?ﬂWWﬁ@WﬁW@%U&TM%
Taiey & T PR SR BT 7 U . JRId Foig, BT SR YR ST, SRR 1
Y-G9 3qafe & dao § faw SR sy wifafes giiidal &1 ey & dgd ShaR &1

led\d HIAT ST

In respect of all labour directly or indirectly employed on the works by the contractor or the sub-
contractor, the contractor shall comply with the provisions of the contract labour (regulation
and abolition) act 1970 minimum wages act 1948, payment of wages act 1936 and any
amendments thereof and all legislation and rules of the state and or central government or
other local authority, framed from time to time governing the protection of health, sanitary
arrangements, wages, welfare and safety for labour employed on building and construction
works and for bonus retirement benefits, retrenchment/lay off, compensation and all other
matters involving liabilities of employers to employees. The rules and the other statutory
obligations with regard to fair wages, welfare and safety measures, maintenance of register etc.
will be deemed to be part of the contractor obligation under the contract.

AT AT HIgT Aigd MTaarhdl & gearady

SIGNATURE OF TENDERER WITH RUBBER STAMP Page 26




5.2 Waﬁgﬁaﬁ YUIfET/Reporting accident of labour:

%R 1 & forg Fged fpy o wt Sremt sruar HHER ®1 e & e Srwer g
R FH! gHenr & Wl mal @ R fFommur et oiteial ek
Rl 3yal Ib ARy B w3 3R ghed & difsd & @it Tuifaa
SEEGIFHEEZUIR

The contractor shall be responsible for the safety of all employee and/or workers employed or
engaged by him on and in connection with the works and shall forthwith report all cases of
accident to and of them, however caused and whenever occurring to the authorities concerned
required as per law and to the Consultant/employer or his representative and shall make every
arrangement to render all possible assistance and aid to the victim of the accident.

53 PHHBR &rﬁqﬁ W%WW/Provision of workman’s compensation act:

54

SPHaR B & AU FgHd FHBR & T8 H HHBR &gl AT 1923 S{uar T S
e siydr 99y 999 W dF] Fod & Uray™l dgd 94 UhR & Gdi ° (Adihdr o GRi&d
A, BT SHAFATH & Uray™l o dgd Uqe I | TIHIH & Ui & dgd el
¥R gRI BT ¥ Ry Frgepd T 0 $HER B &RIQRS &7 YiTa S & F1g aTe 8 Td
Ipd YA ifAaH & dgd Fdicdl & SHfUBRI & ufd MWW%W%
THR § YA F TS &g IR BT Seer IR F 99 HXM. FH & ded (awd B
JUASY 3 IUTT o Ufl fo1 foreit gaturg o Fatarar Uil RIfRT 31at 39T dis YT ufadfa
ST 31T AT GRT 39 SEe 31YaT SgYT J AR Bkl B & o7E Yada SNIL.SHER
& Y T & FIRIT SFRY 3R ITD gR1 T & fSeb! gl & IR el Iqarard gl
[T § & Ufdl Fepdl BT I AT BT GR&M Ta™ B & SHaRepd el Hia sififm
& dgd forelt ot a1d Y AT 3 forg e gt g,

The contractor shall at all times indemnify and keep indemnified the employer against all claims
for compensation under the provisions of the workman’s compensation act 1923 or any other
law or the time being in force by or in respect of any work man employed in connection there
with. In every case in which by virtue of the provisions of the said act, the employer is obliged to
pay compensation to a workman employed by the contractor in executing the works, the
employer shall recover from the contract the amount of the compensation so paid and without
prejudice to the rights of the employers under the said act. The employer shall be at liberty to
recover such amount or ant part thereof by deducting it form the security deposit or from any
due by the employer to the contractor whether under this contract or otherwise without
prejudice to any other remedy that may be available to the employer in law. The Employer shall
not be bound to contest any claim made against it under the said act accept on the written
request of the contractor and upon his giving to the employer full security for all costs for which
the employer might become liable in consequence of contesting such claim.

HHBR P gurc-ﬂ Yl Eh?f/Accident or injury of workmen:

HT & fo SHaR S1dl IYP IU sheR gRI fAgewd by T8 30 q@fad &1 gl 3R die
b Hay T BT & STl <d oI SrydT &gl o oy feedl Sqarard el 81T, dhar
B 39 YR & it gof 3R arfagfe oik st a1l & faeg, AT, ST H1RaTs Pt arTd,
TUR U4 o oft ot 39 Hey o g1 o 1oru arfagfed e SfiR it &1 gRIEm @1 g,

The employer shall not be liable for or in respect of any damages or compensation payable in
law in respect or in consequence of any accident or injury to any workmen or other person in the
employment of the contractor or his subcontractor, and the contractor shall indemnify and keep
indemnified the employer against all such damages and compensation and against all claims,
demands, proceedings cost charges and expenses whatsoever in respect thereof or in relation
thereto.
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5.5

6.2

6.3

6.4

6.5

Wﬂﬁ 3ITg/Age limit of labour:
TSGR &1 AR & o 1T ST T faeTHE 91 ST & dgd g+ dTied.

The age limit for employment of labour shall be in strict accordance with the existing labour
legislations.

AT UR1&10T Ud PRI/ MATERIAL TESTS AND WORKMANSHIP:

HTFI"ff Wﬁaﬂrm Qﬁqﬁ&M/Quallty of materials, workmanship and tests:
Hﬂﬁ%rrm,ﬂqaao‘mvﬁ 3y T Ui IR IRMRIGT SfudT 39 UfaHY & FHEITTaR gt
TIT THT TR WRIERIGTAT 34al 39 Ui & MiGRgaR Fufor &1 wge srar WRam &
Trge, Tt Trge sruar ULt Arge B ¥ B18 U WR el & 31ef giv. ShaR &l RRfErdr
31YaT IHb UMY B SATAREDHATIAR B! BT B HIY,, [UrET BT URIETT, T, Syl
U d AU &1 A1 B Sid o 7T IuHRT, TR, Tolgr aUT Il Suaqy e o

TSI UGH BT ﬁﬁmu@ﬁ%uﬁaﬁ%s@ﬂﬁﬁmqﬂgﬁﬁ&mﬁwﬂ
All materials and workmanship shall strictly be of the respective kinds described in the contract
and in accordance with the Consultant or his representatives’ instructions and shall be subjected
from time to time to such tests as the Consultant or his representative may direct at the place of
manufacturer or fabrication or on the site all or any of such places. The contractor shall provide
such assistance instruments, machines, labour and materials, as are normally required for
examining measuring and testing any work and the quality, weight or quantity of any material
used and shall supply samples of materials before incorporation in the works for approval as
may be required by the Consultant or his representative.

T:b'lﬁ—?ﬂ?ﬁb'fﬁ'ﬂfW/ Construction of prototypes or samples of work:

gfe SMav@d BN Al dHaR & WM & FSRTTaR 997 &1 fAafor & gnm.
Wﬂggﬁfﬁuﬁwm?@%mﬁésmwm forfor/aveT & e AFe &
*rg

The contractor shall construct prototypes or samples, if required, of work as laid down in the
contract or as instructed by the Consultant. Such prototypes or samples of work, after approval
by the Consultant/ Employer shall serve as the standards to be achieved in the final
construction/fabrication.

q’ﬂﬁaﬁ?ﬂ'ﬂﬁ/Cost of samples:
SPHaR & Guft T BT SYfef Su AN TR FHRAT B

All samples shall be supplied by the contractor at his own cost.

11@&‘["“ aﬁam?r/ Cost of test:
fafrEemgaR fodt off gpR & uermr Bt ARG SHeR GRT dgd &I AWl 3R dHeR B
RIARIGTAT/FHd &1 STaREH AR TH B TG BT G,

The cost of making any test as per specifications shall be borne by the contractor and contractor
should arrange for all requirements to take the samples by Consultant/Employer.

WWﬁﬁ&fUT/Inspection of operation:URTHR amvﬁnﬂw 3T IART Ul 3ydT

3T IR UIfepel 1 Y e foait oft T ohrdf oM Wi STR Wit ach=ITT S/l U Sfei i
T ST 8T & SfvaT oTgt wreh, PR Sy sruar Feie U @) o <6 ¥ T PRl R gehar @
Td SHaR DI ST DR %ﬁﬁw%ﬁﬂqatﬁmﬂsﬁwﬁwmﬂmaﬁ

The Consultant /Employer or their representative or any person authorized by him shall at all
times have access to the works and to the site and to all workshops and places where work is
being prepared or where materials, manufactured articles or machinery are being obtained for
the works and the contractor shall afford every facility for and every assistance in or in obtaining
the, right to such access.
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6.6 T3|°—I'E‘:¥17:ITCFT$Q\Tictlffi’szT/Examination of work before covering up :
R/ Aaiedr siyal 396 Ui & galgdied & dis Wt S &1 qame et e
ST 3R $PeR B RHLierdl/Maipdr srd 3% Uil &) oig i ol frger g
BT ST § 31UaT &1 119 Td S IWR Uil Fafor & gd ig & FRigor &1 s/awR ueH
HRAT I, T UBR FT Bis M HRF 3yar 1d TR § Siudl dOR §H arell § & URI&0 &g
SHER DI DI IRTARIGIAT YT IHb UAFT BT T SRR B FIT &t gt SR TRIIRIGIT
&1 i fom fansht srfad fadis & 99 9 % 98 SMaRE® 18! Ul 6, SHER &l
TETTIR Jfod BN 3R T UHR & B 1 AT 3R TR0 U9 U -{d BT ULe01 B3, No

work shall be covered up or made out of view without the approval of the Consultant/Employer
or their representative and the contractor shall afford full opportunity to the Consultant or his
representative to examine and measure any work which is about to be covered up or put out of
view and to examine foundations before permanent work is placed thereon. The contractor shall
give due notice to the Consultant, representative wherever any such work or foundations is or
are ready or about to be ready for examination and the Consultant’s representative shall
without unreasonable delay, unless he considers it unnecessary and advises the contractor
accordingly, attend for the purpose of examining and measuring such work or of examining such
foundations.

6.7 QOINR BT Gﬁ?@W/Uncovering and making openings:
3HER DI S & fordlt Teb URT 37dl YT D1 IRTARIGTAT/FAIpd & g IR 95 99 WR
BT BT, ST/ FRGdT ¥ SMavEd FRIe ¥ UREd WRIERiErdr @ GaRTar
SHER T YT B GARUTUAT 3R 31 BT, Al WS 6.5 TG 6.6 b AT SIUTA adl
TIFHAIIR S & UREd B BT UG fhar 71 € df T HET B IR &,
QAR ﬁ%ﬁwmﬁ@wmwmw. fohq, sr it A & g
T SHER GRT I8 [T ST Ud Faiepdl &1 ST & dgd Suaey 3d U & Uil fomT
T qare & FalddT gRTSY &4 31T ¢ g1 aTall 11T ¥ el d aga SITe,
The Contractor shall uncover any part or parts of the works or make openings in, or through the
same as the Consultant may ask from time to time. After required inspection by the
consultant/employer, the contractor shall reinstate and make good such part or parts to the
satisfaction of the Consultant. If any such part have been covered up or put out of view after due
compliance with the requirements of clause 6.5 & 6.6 hereof and are found to be executed in
accordance with the contract, the expenses of uncovering making openings in or through,
reinstating and making good, the same shall be borne by the Employer, but in any other case all
such expenses shall be borne by the contractor and shall be recoverable from him by the
Employer and deducted by the Employer from any moneys due or which may become due to the
contractor, without prejudice to any other remedy that may be available to the Employer in law.

6.8 WW@W@W/Removal of i improper work and

materials: ORTIRIGTA/ G S1aT I U &Y BT & SR FITHHER fifd snaer 39 &5t

Ifo B:
The Consultant/Employer or his representative shall during the progress of the works have
power to order in writing from time to time.

(a) TRTRIGTAT 3yaT I Ul & Ad & Tt w1s o Irht S Srgey & SFUR -8 § Bl
e H faERa g o uge Y g & day o,
for the removal from the site within the time specified in the order of any material which in
the opinion of the Consultant or his representative are not in accordance with the contract.
(b) eI Td UG FHT UfaUTT o Heiey .

for the substitution of proper and suitable materials.
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6.9

7.2

7.3

(c) TRRIGHT 3UaT 4P WA & 7d & S T Ugepd AT al SRR ey &
IR 7 8H & HRU B DI §eHT Td JAHYUTCd(Yd URIE0T & STaug 3Ydl SHfT
3ANT YA &) B o Jae o
for the removal and proper re-execution (not withstanding a previous test thereof or
interim payment therefore) of a work which in respect of materials or workmanship is not
in the opinion of the Consultant or his representative in accordance with the contract.

H'Tl'&?ﬁfﬁ?iﬁ:[/Suspension of work:

I &1 SMIPHAIIR dPhaR B FaHdl & [ARId G W B S74al B & (!
I B U T ST 9T dd & e Fafad B g Ud 39 T Fdas & R i
& T H TIPS ATIR S B I0GdHd U 3 JRI&Id TG g1

The contractor shall, on the written order of the Employer suspend the progress of the works or
any part thereof for such time or times and in such manner as the Employer may consider
necessary and shall, during such suspension, properly and secure the work. So far as is necessary
in the opinion of the Employer.

P1d quf 3T T AT TS SAfUAGUI/TIME OF COMPLETION AND TAKING OVER :

15c Ud SqBT W/Site&its Possession:

38y H HIZC b1 YUY ShaR Dl HY THY W (AT 1Y HIT & S{fYUGU b1 AT BT
R g Td Y U oy R Sl FAyUTied 8191 & Srae &1 SHTaRmEardl & Sidi- Iudqy
B, RIRIETAT &) SMAREHATIRR WISC BT HEST SHER HI o1 8N Al ShaR T
ﬂs@aw%mé@ﬁs%éﬁaﬁ%@aﬁ%w%%&wﬁﬁmmwnﬁ

Possession of site said in far the contract may prescribe the extent of portions of the site of
which the contractor is to be given possession from time to time and the order in which such
portions will be available to him and subject to any requirement in the contract as to the order
in which the work shall be executed, the Consultant shall give to the contractor possession of
so such of the site as may be required to enable the contractor to commence and proceed
with the construction of the works in accordance with such reasonable proposals of the
contractor as he will make in writing to the bank.

wwaﬁfﬂﬂ'ﬂﬂ/ﬁme of completion:
o1 Pl Safy 3rar TS 7.3 % AR faqaia srafdl & 3ieR QT H=AT 8L

The whole of the works shall be completed within the time stipulated or within such extended
time as has been allowed under clause 7.3

www*mmlimﬁxtension of time of Completion:

el 1t e & sifaikepd SR 3ryaT w1 & GRR T Rkaad syt fdt ot 3 uoR 3
IRFRRURITT St 3FeR b B R B3 B 3(afy & AGAR & TET el §, wmALfardr 38
IR & Uid FR SoreR &I fafad o Yhad S, 910 IRERierdr sifaRked SR srar
TRy gRfRUfTE! TR fGaR 3 & forg ame =21 811 51d a0 b ShaR gRI T4 SR SIRY BH
31yar IRy ufefRufo IquA 817 & 28 foA & 3fer wRw=ferar &) =1 ud favggd faazo forat
& 3rafd faqaR @t SMferadr o1 Ioei e a1 B Tgd e & T,

Should the amount of extra or additional work of any kind or changes-in scope of work or other
special circumstance of any kind whatsoever which may occur, be such as fairly to Justify the
contractors’ request for extension of time for the completion of the works the Consultant shall
determine the amount of such extension and shall intimate the contractor in writing. Provided
that the Consultant is not bound to take into account any extra or additional work or other
special circumstances unless the contractor has within 28 days, after such work has been
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commenced or such circumstances have arisen, submitted to the Consultant full and detailed
particular of any request to the extension of time to which he may consider to be justified.

7.4 ®&dld, &WWT%%W Gﬁfﬁﬁ'\‘[ﬁ'ﬁ/Extension of completion time due to strike, fire
etc.:g1¢ RG]/ & Hd T SHaR & 01§ IR §8dTd, 3T & HRUT, 7 <Tal off
e T BTE SR 1 T & Ferel 81 X7 & al IRFHRiaTaT aaTafe] A R @ gl 8
3R 39 g fafad o gfrd s g @ﬁw%ﬁmﬁﬁaﬁﬁwwﬁm
SITE. If in the opinion of the Consultant /Employer the progress of the work has at any-time
been delayed by strikes, fire inclement unavoidable casualties etc. beyond the control of the
contractor, then the time of completion of the work may be extended for such reasonable time

as the Consultant may decide and this will be indicated in writing. No extra payment will be given
to the contractor for such extensions.

7.5 H'TI'&H')Q[QRT'FIHTGI'HT/Work treated as complete:
BT B TG I GRT -Ta | AT ST o qh b

The works shall not be treated as complete until

(a) TTSC O T IS ShaR gRIAS W TS TS 7) TS SqAlfe T3e I gel-Ig! [y
ST & 3R WRI=ferdl/FRiiepdl $haR & 1 I e a1 8l ol 8.

The site is clear from all materials (brought to site by contractor),site shed etc. and the
Consultant/Employer is satisfied with the job done by the contractor.

(b) SHER GRI TGl ¥ IUR Tt T3 AHA T JHH T fAaR0T Ugd Te] T ST .

The contractor has submitted the reconciliation statement regarding the material
borrowed from the Employer.

(c) Ticpdn ¥ fore T Heft SUSHRUI, W ShGR gRT AT0H 4 R ST BT,
All equipment tools, plants etc. taken from the Employer have been returned by the
contractor.

(d) gﬁmm%%nmmquFﬂ,mﬁaﬂ%%mﬁﬁqumw

All power and water supply connections taken for the execution of the works have been
disconnected by the contractor.

gﬁﬁ%&ﬁwmaﬂﬂéwmwaﬁmaﬁmmﬁﬁwﬁmw

Rectification of any damage done by the contractor to the work executed has been
satisfactorily done by the Contractor.

7.6 ST A1/Taken Over:93 & I EH YA BT & HE@AYUl YT P TR G IR SHER
IRTARIGTAT P &1 G, ST Y1 U B o 15 e & 37 [t +ff Hgqaaqul Ui & S9!
TIPTAR T EH 3R SHHT Sl A+ HYaT Faiepdl gRT ITINT F3 & T&e H TATULTH R
BT 3R ZABR B TR 3P HRUT farfad & Jerd B, ofd B & fopdt +ft i oveb ferw g
TR ST THTE0N-T1 ST el SfTelt & AR T &) e 3 T U1 HIT ST SfR ¥ I ¥ ¥
TG B AT DT AT T U & BT qﬂaﬁaﬁumﬁmﬁqwﬁﬁw@ﬁ BT QT 3aT ST
YT el b QT T&T HIHT ST S b b T 7.5 B Gt qraeyi=ii b7 S(ure 8] 8 S 3.
After completion of works or any substantial part of the works before the completion of the
whole of the works, the contractor shall notify the Consultant in writing, who within 15 days of
receipt of the said notice shall give such certificate with respect to any substantial part of the
works which has been both completed to the satisfaction of the Consultant and occupied or
used by the Employer or refuse to issue the same stating the reasons thereof in writing. When
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any such certificate is given in respect of a part of the works, such part shall be considered as
completed for the purpose of taking over and computation of the period of maintenance of such
part that is such period shall commence from the date of completion of such part of the works
as certified. The works in whole or part shall not, however, be treated as completed, for the
purpose of other relevant clauses hereof unless and until the provisions of Clause 7.5 hereof are
fully complied with.

7.7 T@-TW@IA/Maintenance: SHER gRT B TR B & dqaIdl UR[EId 6 18 &1 3fafe & forg
BT SHER YT ISP 3T SHER ford Fpdl gRT (TS 2.1 T 2.2) & Siaild sFAGd fbar g &
foafor sryar gfeqol armft sruar BT s m%w@raaﬁwﬁwﬁﬁ%ﬁ?ﬁ
GURAT/G: 701 3T §RT. TS See F ST SHaR Bl g1y gut YT 3 forg Jury/g:fafor
HRAT SIS g ol 39 Xl P AU 3 IRE IG /AP d HN IR AR5 U ST UHR I
gRac ST TR0 &1 1w 9 i 118 SiudT STYH AR 3cdd 6 HIg &1 3fafe i off
e H 81 9 AN G, afe Bis Wt Qv Ird Toa & QuRT 78! ora & o) Faear s fars Tol 9
YR FRIT TF 36 TR 909 F TS M SHER B /i &7 3w T ardt e & F et
ST, TW-GT9 Saf FHYA B4 o dcebTal YR HAIdhdT i THIUL-UH SIRT 6 o
SHER GRT AT IRITET 1 IR T T BT SeRd BN

For a period of Six months commencing immediately after completion of the work by Contractor, the
contractor’s liability shall be to replace the defective parts rectify/reconstruct the defective work that
may develop of his own construction or those of his sub-contractors approved by the Employer (under
Clause 2.1 and 2.2) arising solely form faulty material or workmanship or for any other reason. If it is
necessary for the contractor to rectify/reconstruct any defective portions of the work under the
contract, the provision of this condition shall apply to the portions of work so replaced or renewed
until the expiration of three months from the date of such replacement or renewal or until the end of
the above mentioned period of six months, whichever may be later. If any defects be not remedied
within a reasonable time the Employer may proceed to get the required rectification, repair done by
other agencies and deduct the expense from the final payment due to the contractor. Immediately
upon expiry of the maintenance period the Employer shall issue a final certificate indicating that the
contractor has completed his obligation under the contract.

8. WQWW/TERMINATION OF CONTRACT :
8.1 Hﬂ?ﬂﬂﬂW/Termination of Contract :

e SPCR e BIS AT 7 37AT JqURAT I BT e PR QT 7 3rya ot fasy e & forg
®T B 71 feft § 31T 98 Y & FgH 3R TG $ 3TUR B B | B Bl T,
3SY & T8 AU ST B YRT B B JUHT R 8T 8, 9 el & e aqera gua
Y fafad YEmT SR STaY JAY HIAT 3R AN B 37 TR S T fafy Ty
BT, S YU % SR afe SheR admed S fhar g af 39 fafad # 38 gem 8k
T PR DI BT I d FHBT 0T SHAR Bl dgd AT L. TG SHER IudHhd
3SR & qqDTA STATA H 3d gdl g ot Faiear Suderd YUR SR 3g Tol SfudT
TOIRA! o HILIH W BRI 3 UHR TG SHER B ol U A=Y A 37al w1 &1 Ja) IR
T it § & Faipd & IHeR Bt arTd SR ST R 30+ fUFT Tfed 37 Hal &1 3
ToidT 37aT TSI & J1EEH ¥ S &1 DR gL

If the contractor has abandoned the contract or has failed to proceed with the work with due
diligence or the progress on any particular item is slow or he has failed to execute the work in
accordance with the terms and conditions of the contract, is persistently or flagrantly neglecting
to carry out his obligation under the contract, then it shall be lawful for the Employer to
terminate the contract forthwith under written notice and to proceed with the balance of the
work through any other agencies. During the course of execution of the job, in case the
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8.2

9.1

9.2

contractor has done any substandard work, he shall be asked in writing to dismantle and re-do
the same at his own expenses. If the contractor fails to comply with the above instructions
immediately, then the Employer shall proceed with the above rectification work, through
another agency or agencies. Similarly, if the contractor goes slow on any particular item or items
of work, the Employer shall have the right to execute this item or items through another agency
or agencies, including its own department at the cost and risk of the Contractor.
mﬂaﬁmrrh?r hTT/Back charging the contractor:

SffaRepd BT SraT AT B TRT B 37AT ITIHATIER It Rad JUR BRI 30 fGURT
TR 3 o awqﬁ%ﬁ%mmﬁwﬁ%%uwﬁrﬁwwawm%%w%
N B T Y G SR Friipdt F U T & Suday S Iurt & i e R

TaRIg & SHER DI ¢ YAl ¢ gi aTeit A1 4 I o T S,

Extra cost and expenses incurred for completing the work or balance work or carrying out the

rectification of any work as mentioned above through another agency or agencies including its

own department shall be debited to contractors’ account and shall be recovered from any
money due to or that may become due to the contractor without prejudice to any other remedy
that may be available to the Employer in law.

uf¥ad, gfax Td & /ALTERATIONS, ADDITIONS AND OMISSIONS :

/ Variation :

RIYREI/ e afe T Turadan sral B &1 9 paifefle siuar U Hig T YT 3R

I YIS & fAIE, 31l 31 ®is HRUT Y 30 HATJIR URacd HRA1 918dl § df 39d U

SHER DI U 3R ¢ P! TG 81711 Td SHER DI FAIdHdT b [ SH B BT BRI

The Consultant/Employer shall be entitled to make any variation in one quality or in all the

guantities of the works or any part thereof that may, in his opinion, be necessary and for that

purpose, or if for any other reason it shall, in his opinion be desirable, he shall have power to
order the contractor to do and the contractor shall do the same for Employer in law.

(a) fopelt it v & forw srqeiy & =Mire Faifefe &1 gemT SR gemT
Increase or decrease the quantity of any work included in the contract.

(b) VI fHId &1 Bl Sre
Omit any such work.

() SAYDR P B DI UG 3R Y id H aRadT &AL
Change the character or quality of kind of any such work.

(d) DT & fomelt YTt 1 o, Y, fufaud smaam o ufkads &1 iR
Change the levels, lines, position and dimensions of any part of the works and,

(e) T QX HRA & forw afg srapEes sifafiked erd fAyuifed foan smar g o 0 &1 +ft

UiaaH fardlt SraY oY SR 31T 3 el BT, fhg, afe ge@ 18 & ot T8 ot
BIRCREIE] 31;1@&{% T Y IO 3 R S,
Execute additional work of any kind necessary for the completion of the works , and no
such variation shall in any way initiate or invalidate the contract but the value, if any, of all
such variations shall be taken into account in ascertaining the amount of the Contract
Price.

qﬁﬁﬁ?%ﬁm &mmﬁ ff @7'|T ET%'Q/Order for variations to be in writing

e 9 forfad & ured 3 foem vd trm=iarar 9 faRad o sri=r firdl foT SorgR g1 fopedt
1 THR BT uRacH el fha1 ST, a=Ic bt ot 9¥g &1 HET &1 dgH a1 e & o forad
3T I AMTIRTDHT 76| SRt STeT 39 UPR B! gfg a1 B, St uRRemmal &1 gt & erae 3
Irdfass St a1 udt uREmn o1 uRomy g, T el § SheR &I Wigd giHe a¥d &)l R
WRIERIETAT § U aRafde T $ B & 1T JTa a1 ST 1d ST+ geiast uem
g1 fopam S, I8t gfera foean wml%%aﬁWWﬁﬁuﬂmﬁwm%ﬁ?
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Y MY Bl AGp TU VS ITE A SPER BISTUBR B IS BT YT HAT g
. AT RmRierd R R T 39 UeR & Aifds e &1 a1¢ | fafaa & gy g+t =g,
S ggEs & 3 7 U fafd snew & = & A s

No such variation shall be made by the contractor without receiving in writing from the Employer or
an order in writing from the Consultant, provided that no order in writing shall be required for
increase or decrease in the quantity of any item of work where such increase or decrease is the result
of the actual quantities exceeding or being less than those stated in the schedule of quantities which
are estimates. In such cases, the, contractor shall be paid only for the actual quantity of work done as
certified by the Consultant at the accepted unit item rates and no compensation shall be allowed.
Provided also that if for any reason the Consultant shall consider it desirable to give any such order
verbally, the contractor shall comply with such order but it must be followed by confirmation in
writing of such verbal order given by the Consultant, which shall be deemed to be an order in writing
within the meaning of this Clause.
9.3 fRed G /Extra ltems:
gfe SheR &1 Wt fordft v / FAmor/aRem &1l & ERMA Aunfed &3 & feu sermar g
forgas forg Afder & 37 g1 Su! &I &1 Igyd Ta! fba1 T g, dl 34 T B HA 5N 1 59
RS & 3MfaRad S & fore & e gRT AR, 389 & %8 o Fyiia &t S|
If the contractor has been asked to execute any such item/work in course of
construction/fabrication for which the tender rates have not been quoted by him, he must
undertake such work. The rates for such additional work shall be determined by the employer on
the following lines, in the order of preference.

(a) TG AP [N $H USR B Hal & 7T Igyd &1 | 4 Tl Uep 3 iRk ot wmeet
The rates to be derived from any one of the quoted rates for similar items of work in the
tender.

(b) Ut AE H e Aeied) SIRETER & fAREwr 3R argafde V& & YR WR B
TP, T TAISH & [ dhER IUd gRT UKATAd &=l 1 fawqgd fazawor g a
ISR & AU IfAE BT URgd BT STafes Sifafkead Ael &1 ge@ FAuiia Ha a9
SHER & §Y G, ATH TR UAYSH G fobT FAATHR ST BT 15% Ul U BT
ST
Rates based on actual observation and/or analysis of labour and materials involved in such
items. For this purpose the contractor shall submit to the Architect detailed analysis of the
rate proposed by the contractor supported by relevant vouchers. While fixing rates for
extra items an allowance of 15% of the cost will be provided towards
Contractor’s overheads, profits, and establishments taken together.

9.4 H\F”:latl? @?/W/Rebate/extra over original item :
gfe ffaar &1 feeht oy 7e ot fAfRedr # Rrerar 81t @, @ Seyd R R ge / 3ifaled
3T IR R AR Fyifa @ s
If there is a deviation in the specification of particular item of the tender, rebate/extra over the
guoted rate shall be generally derived as follows:
e & =nfiya et ot 78 et for et mig B e fdver morgdt wd Irht & Do oiR
fa=EIvor & SR WR Fey/sifaied Huifd o1 smeef,
For items not covered in the schedule, rebate/extra shall be derived based on observation
/analysis of labour and materials involved in such items.

9.5 Gﬁﬁmmaﬁﬂ?{/ltems of Ad-hoc nature:
SHER TGS AT ABR SRS UHa & A1 ot Srgae T & SR IqU-H g
§ P! oY &Y I IUTY FHRIT T TGRS IUHRUI &b HIYTH W HU. S &1 aRafden
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gReET &1 gHTfieur Ud fAuer Rl gRT faT ST 3R $¥d% YA &1 YR
IR ANTA & 1Y & §T T, ATH UG T Bt AT DT 15 UII=Id Dl SHedx g,
The contractor shall procure necessary materials and carry out miscellaneous work of ad-hoc
nature specifically provided with necessary tools and tackles as may arise during execution of
the contract. The actual quantum of work shall be certified and settled by the Consultant and
payment for the same shall be fixed on the basis of actual cost plus overheads, profits and
establishments taken at 15% of the cost.

9.6 E'Ia/CIaims:
SHER RIRIETAT & 3™ W by T sifafkerd &rd & fog sifaled qua &1 grar, s
foTT a8 qad & ghaR HHd § & AU RERieay/Aaedr & wfaffr & faxeyor afgd
faqqd faRu, W0 & & QU 8 & TF 918 & 3ieR UNgd &3, T8 S off 39 fqavor §
M a1 bl T § & YT & ot a1d TR [9aR =181 fohan e, SdhaR S 3 & ST
# favrd g7 & drasg |t RmRierd/Aaied 39 UHR gRT fhU MU &1 & YIaH sftiga
B BT DR BT, TS SHR - JUARIND SR TR WAL ST/ iepdr &1 T8 &1 & forg
de Qldl Al dladl % I Sl fofRaa # ol %The contractor shall send to the
Consultant’s/Employer’s representative an account, giving full and detailed particulars with
proper analysis, of all claims for any additional expenses to which the contractor may consider
himself is entitled and of all extra work ordered by the Consultant, which he has executed,
within one month of execution of such work, and no claim for payment for any such work will be
considered which has not been included in such particulars. Provided a ways that the
Consultant/Employer shall be entitled to authorize payment to be made for any such work
notwithstanding the contractors’ failure to comply with this condition, if the contractor has at
the earliest practicable opportunity notified the Consultant/Employer in writing that he intends
to make a claim for such work.

10. HIY/MEASURMENTS :

10.1 W%%/Quantltles
paifefe & Risye # axifs 78 paifefe A Paifefe 2. rgdy & 3idifd aRiqal & W e &
forg s FAvuTe & for 38 9} Ud ardfas saifefe & w0 # 7 ferar S,

The quantities set out in the schedule of quantities are the estimated quantities of the work. They are
not to be taken as the actual and correct quantities, of the works, to be executed by the contractor in
fulfilment of his obligation under the contract.

ST fSRY AT ST 8/Works to be measured: TRIFRIGIAT Afc 30T a1 T 61 DI BISHR,
ey I He! § ey Fufia Hm | o I8 o & et ot um a1 i & T il b IR @t
3{TARIH 1T dl 98 ShaR & S1fedd Ui & e <, S daehTa SURRIA 8 Siuar
RIRIGTAT 314aT 3% UfAT1e Pl $9 ARG & U9 H TgTIdl B3 & o1l T A1 Yol Voo 3R
I A b )+t eiraxrEes it faaR01 TR . Ul SHaR 3B o oY SURYA Tel §aT e
3T TSI BT ST Vil ¢ o) IRIERTETAT §RT ot TS 1@t SrHifed H1d 1 &1 Srgsel H1g =T
ST, I ShaR 39 av8 P ATRET 3R 11 TR0 3R TeHd 811 H HFT 8! ol 8, a1 3 Ig
A ST, 9 q% b ShaR 39 a8 HI IRIE & diag farl & YR 781 8l IRl & o &
fore wRmRfaraT & ufafafdy, 37 amal & forg fafad wu & Aifew, forad 18 Rals Sk 3 ol a8
TTCd B T 3TaT AT B,

The Consultant shall, except as otherwise stated, ascertain and determine by measurement the value
in terms of the contract. He shall when he requires any part or parts of the works to be measured, give
notice to the contractor’s authorized agent or representative, who shall forthwith attend or send a
qualified agent to assist the Consultant or his representative in making such measurement and shall
furnish all particulars required by either of them. Should the contractor not attend or neglect or omit
to such agent, then the measurement made by the Consultant or approved by him, shall be taken to

AT AT HIgT Aigd MTaarhdl & gearady

SIGNATURE OF TENDERER WITH RUBBER STAMP Page 35




be the contract measurement of the work. If the contractor does not so attend to examine and agree
such records and drawings they shall be taken to be correct. If, after examination of such records and
drawings, the contractor does not agree to the same or does not sign the same as agreed, they shall
nevertheless be taken to be correct, unless the contractor shall, within fourteen days of such
examination, lodge with the Consultant’s representative for decision by the Consultant, notice in
writing of the respects in which such records and drawings are claimed by him to be incorrect.

10.2 IITqTﬂ?‘Iﬂ?ﬂ/Method of measurement:

S 1 AT foreh ot T SiuaT RIF YU §H & ST S Td -1200 (T 41T &

YR, F d b ey o 3 faxiy = quf sryar fRfdye 7 fear mar |l
The works shall be measured net in accordance to 1S-1200 (all parts), notwithstanding any general or
local custom, except where otherwise specifically described or prescribed in the contract.

11. faarg &1 UETH/SETTLEMENT OF DISPUTES :

11.1 ﬂ]ﬂ?ﬁﬁﬁ'q?ﬂ/ Matter to be settled :

forddt +ff tpR & Tt faare ud mataR S Wi g ok 59 sy & e o ardl o1 Sig i & aRE
31T 3% JUT g1 TR I §U S SPeR & 38 WA 1 Ifrd Iy Teftlq s g, 3R
RIS 1 3! Ui & u=Emd Ifad v § Haiedr 3 afiRr o= Hofg fafeg & S g,
ot oft T 3 e B Fofa, frenfee, wieor, ATy, STe SR v, R R ey wu §
FreitarT g1 o FRiYa g1 R T SryaT aTafae gR1#1 TS o Ry fRufat & forg Ry w0 9
U fohar T g, for a1g & e ftia amal & %0 & Wehid far ST 8 ddhaR W $ifad iR
BRI I AR foret off siamerdt o1 g A v, foreht ot 9o facia o fopedt oft s/ STaR ™R
T e EIT Ud §8h AU b1 Sl -TeT o1 o Hebt.

All disputes and differences of any kind whatsoever arising out of or in connection with the contract,
whether during the progress of the works or after their completion shall be referred by the contractor
to the Consultants, and the Consultant shall within a reasonable time after their presentation make
and notify decisions thereon in writing after consulting the Employer The decisions, directions,
clarifications, measurements, drawings and certificates with respect to any matter the decision for
which is specially provided for by these or other special conditions to be given and made by the
employer or by the architect on behalf of the Employer are matters which are referred to hereinafter
as excepted matters and shall be final and binding upon the contractor and shall not be set aside on
account of non-observance of any formality, any omission delay or error in proceeding in or about the
same or on any other ground or for any reason and shall be without Appeal.

11.2 959 YT/ Time limit:

Ul o st forelt oft faare A AdicR, Srgeie & dgd FHTor raT Tare, 3l fdare # Sifier vd
g1 P T 7 3ryar freht +ft aRe & HafaR 3ruar Faear gRT T AT T wETor oo fyes fere
PR 3T g AT § 3yaT Faepar 3frd va # fofa 393 7 erqwha gl  Afe SWiad @S
H Ay fordht o 3= T D1 BIg e faaTied AMTal R U= 3ifcrd &rd &1 U1 & & 90 feAl o
ITe SR, fafed w0 3 0 o udhd & o [daTe a1 sicdk Hearya & forg RSy foran s waan &,
AR B! 57 aRE B! AN 34 AT BI (TG S off Uy, faare a1 Aaiar § § 8k dad 09 faare
T 3R P BISHR 3= AT D] BISHR AT B TS g MR fopalt 3 faare T 3fak &) fomat Gy ey
BT 3R TgAfd YR FERIAT ST 1.9 40 & UGUHI & A0 D SIIBRI &1 HeqRidl &
fore Heftfa 16T foram STav. U AeaRpa IR |, fraigTal THTAT S14aT S99 T WR faemiieT gRT
TR Pig 3 IR Sryar T=ied ang si.

In the event of any dispute or difference between the parties here to as to the construction or
operation of this contract, or the respective rights and liabilities of the parties on any matter in
guestion dispute or difference on any account or as to the withholding by the Employer of any
certificate to which the contractor may claim to entitled to or if the Employer fails to make a decision
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within a reasonable time, then and in any such case, but except in any of the excepted matters
referred to in the above clause, the contractor after 90 days of his presenting his final claim on the
disputed matters, may demand in writing that the dispute or difference be referred to arbitration.
Such demand for arbitration shall specify the matters which are in question, dispute or difference and
only such dispute or difference other than excepted Matters of which the demand has been made and
no other dispute or difference shall be referred to the arbitration of an officer to be nominated by the
consent of both the parties and the provisions of the Indian Arbitration Act 1940, for the time being in
force or of any other Act of the Legislature passed in substitution thereof or modification thereof and
the time being in force shall apply to such arbitration

11.3 Arbitration:
IheR, fFaiaar siuar RHRierdar ! forad Tgafa & Sres: frd) 1t (e I 59 aRe & frdt
W ad, Uy a1 faare o faarea o) efid &3 &1 aoig T 3 H &3 78t &, 9fc faarmm
BT 0 31 T TfId AU A SR HUT R TR{Gfde & FUrg &7 Ured ST, 3R
TR FT P1s i FAvfg arafos srdf & dee & wRmRferar & Reel &1 wels T Urdd o1 &
forQ 3rm T & favg SheR &1 Ued S e o P T fAufy 3 faviy o T yuifaa 8.

The contractor shall not except with the consent writing of the Employer, or the Consultant, in
any way delay the carrying out of the work by reason of any such matter, question or dispute
being referred to arbitration but shall proceed with the work with all due diligence and shall,
until the decision of the arbitration is given, abide by the decision of the Architect and no award
of the arbitrator shall relieve the contractor of his obligation to adhere strictly to the Consultant
instructions with regard to the actual carrying out of the work except as specifically affected by
such award.

12. gI-T/NOTICES :

121 1 mﬁWﬁ/Service of notice on contractor:

IS B 7l & el TGl 31UaT TAEHR §RT SHER B faU o arel it yamgs  Aifew
3y ferRad STeT USiihd ST | Ul SITE 31aT U ShaR b BRI - WM TR AT 39 I5 - & AT
SHER GRI U MY 317 U TR Ygg febw iy

All certificates notices or written orders to be given by the Employer or by the Consultant to the
Contractor under the terms of the contract shall be served by sending by Registered Post or delivering
the same to the contractor’s place of business or such other address as the contractor shall nominate
for this purpose.

12.2 ﬁﬁﬁﬁ@ﬂ/ Service of notice on Employer:

3Ty P Rt o e et &1 < ST arelt Tt T &) ST gRT ASieRaiyar a1 e & ud
TR YYE by S

All notices to be given to the Employer under the terms of the contract shall be served by sending by
post or delivering the same to the Employers’ address.

13. =W SSRI/SPECIAL INSTRUCTIONS :
13.1 T RY AT/ Start of work:
31YAT YT TfaUTo e fafed™T 3 fod duR € a9 o1 S foram smam

The work shall be carried out, when the building or parts are ready for installation.

13.2 WWNWW /Quality & standard :

HTH HRAIT 3Afaefyd gq ud yunet A Bis auT 3 Jafa fAfce & SraR faar s
B, HRIR JURT SONFOR/RERIGIT &1 AGPIIR HAl grll. SrR/Aal oI gdffiewdr
fapdr/arge o Rl & srgarR e,

The work is to be carried out as per the Indian Electricity Rules & Standard code of practice & other
relevant specifications. Workmanship shall be to the satisfaction of the Engineer-in-
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charge/Consultants. Preference to the work/items shall be given as per requirement of employer &
site situations.

13.3 GITanE:T/Approval:

ESSINRIE] d FRie® / Tea.3 d. 3raT o Bis RIF WRGRT I SAifad ST g,
e 3MTaRT® Bl 3R S UHR & 3JHIGH SPhaR gRI Taryd fy o g1, fardit +f uRkadH, 37
SRITAUTT YA ShaR DI U ARTA TR BT GRT

The installation shall have to be approved by Electrical Inspector/C.S.E.B. & or any other local
authorities, if required & such approval shall have to be arranged by Contractor. Any alterations,
additions suggested by them shall have to be incorporated by the Contractor at his cost.

13.4 WW/Replacement of work:

g ft off ymT a1 Tt o an fasdt ot avg @ U iR/ WRRferar @ Ot S R
fsfea =16Y foram T § A TURT SolfeR / IRIERIGIT  gRT SMGRT fU oM TR dahgR I fomT
Tt sifafRerd ARTa & BRI HI G Td G H=AT gL

If any part or whole of the work or any item is not executed to the entire satisfaction of the Engineer-
in-charge/Consultant. The Contractor shall have to demolish & do the same work again without any
extra cost if so ordered by the Engineer-in-charge/ Consultant.

13.5 TRIAA 3fR IWWIG /Repairs & fitness: ! Hf B & TR g TR VM SHER gRT I far
WY . Had SIeH & o Al TR dlaR ,qad g sqaife Ud I8 I7 - 4d ¥ § a1 &l S
SHER B G& HHATNA! § BHRITGHT .

The place after any work is completed should be cleaned by the contractor. Breaking of walls, slabs,
roads etc. necessary for laying cables, conduits drawing of cables/wires etc. & making them good to
original position will have to be done by the contractor through skilled workers.

13.6 @J?TWHSTWTGTHT/CompIetion drawings:

B R B R SHaR ke Td aTe [Aggid Rl it SR 31 U1 R & ary o= ufa o
Hidhe o / form, quf Ao fored are fa W6t &, F:R[e® UaH S, 38 ShaR S fRufa o
ISP WW%W%@UW ‘s’\‘rﬂﬁu“\f/am@ﬁa'aﬁ@ﬁm On the completion of the work the

Contractor shall supply free of charges, completion plan showing line/circuit diagram in triplicate
along with insulation earth test report of the Internal & External electrification. These shall be handed
over to the Engineer-in-charge/Architect in good condition by the Contractor before the finalization of
his final bill.

14 URI&I01 U4 HHIRIIT/TESTING & COMMISIONING :
ASfT / fosTell & TR & ATe] R Y USd, SDhGR ol TR Sl AR 374aT UTfdidd
gfafAfe ot IuRIUfG o MEAER BT 8T URI&0 6’4 & foT maxas g uRieror Suamon
D TYIGUT SHER BT BT 8T, G0 & forg sifafvad $2 +ft g T 8. Before the

lighting/power installation is made alive, the Contractor shall carry out tests enumerated below in
presence or Engineer- in charge or his authorized representative. All testing equipment Necessary to
carry out the tests shall be arranged by Contractor. Nothing extra shall be payable for Testing.

14.1 RIF R AU W a1 70 Afehe 1 3ga=H UfaRiy 119 G2aft & 5 AT ohms I HH &1 g1

q %Q. Measure Insulation resistance of each circuit without placing lamps in place & it should
not be less than 5 mega ohms to earth.

14.2 i B F Ugd, ol J Wrol b Td ool A ST T e ol SR U1y, Tol I Tl
% T3 Tl U S b ArsieT Ud TR 99 IR 40 URIY - U 1 Fishd B J Ugd
NIGCIGRE] &ﬂg'WEPfIITCIT\_TI U, Before energizing, measure insulation resistance of the cable

form phase to phase & that from phase to ground, Insulation, resistance of the bus bars at the
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lighting panel from phase to phase from phase to ground shall be measured-before energizing
the panel & should comply latest IS.
143 &R gfgd T Afdhe wd Mt Rag a1 &1 +ft 3 e ot ot & forg fagga vare W&

Eﬁﬂéﬁl GIEIEJI U4 §9 9R TR HGAT 6 1T Current & voltage of all phase shall be measured at the
lighting panel bus bars with all circuits on with fixture & also in all switch board.

14.4 Tff Aiore 3M3caiey & o Yff FRARdT &1 ofid $. Aldhe & 3iex Widhe & ATT Bl TP
Ggd o1 Truer R Feid &3 81 check the earth continuity for all sockets outlets. A fixed

relative position of the phase & neutral connection inside the socket-shall be established for sockets.

145 5 AF® S TR & qrerd § o ufeRiy & AW gaat gaaere &1 uRlefur fohar Sme.
3ffef gomeht ﬁq@%wm%aﬁauﬁﬁm 319 ¥ 3{{%e Tg1 R The earth electrodes

shall be tested for earth resistance by means of standard earth test. The resistance between the
earthing system & the general mass of earth shall not be greater than 1 ohm.

146  faEiRd Siel & TR & forT adicl U1y & 1Y AT Iuaey HTs ol Sif 250 AfH
3 STET &1 A Bl BT & Gl RRI TR IIES A BRI Bl U4 3 & IR &1 JTHd & AT
Eﬁqﬁﬁm_@"'ﬂ While crossing the expansion joints, conduits shall be provided with flexible pipe
which shall not be more than 250 mm, at both the ends of conduit proper flexible couplings shall be
provided & earth wire shall be properly connected to earthing terminal of coupling.

147  ffdcredl & Fad age Fftemr & a1 3o o BT IR0 HAT 8RTT | IRI & g,
WIe drse & TRl & 7T, 3 & T SaTie SHUdT 30 G S51 ShaR Bl Hal Idg DI T
2, 38 U8 Pad Ieyd o3 R & BT o, T Terg b U BIS e #) ey el &

GHQ‘“ IThe tenderer should quote their rates after site visit only. In case for cable trench, street light
pole pit, earthing pit etc. or any place where Contractor has to dig the earth in hard strata or rock he
has to do so at quoted rates only. No blasting shall be allowed for such digging.

14.8 AAIGR WIC ATse & GH B 311 3 oy oref e &1 e foaan Sme. 7ies fafcwr &
IR SWWGﬂ HI%W@T‘HQT%Q For earthing of street light tubular pole earth spirit

shall be used. Out of 8 SWG Gl wire as per standard specification.
SPECIFICATIONS

General

A: MATERIALS

Materials shall be of the best-approved quality obtainable / available and they shall comply to the
respective Bureau of Indian Standard Specifications.

Samples of all materials shall be got approved before placing order and the approved sample shall be
deposited with Bank

In case of non-availability of materials in metric sizes, the nearest higher size in FPS units shall be
provided with the prior approval of Bank for which neither extra will be paid nor shall any rebate be
recovered.

If directed, materials shall be tested in any approved Testing Laboratory and the Test certificate in
original shall be submitted to Bank and the entire charges of testing including charges for repeated
tests if ordered shall be borne by the Tenderer.

It shall be obligatory for the tenderer to furnish Certificate, if demanded by Bank from the
manufacturer or the material supplier that, the work has been carried out using their material and as
per their recommendation.

All materials supplied by or through Bank OR other specialized firms if any, shall be properly stored
and the tenderer shall be responsible for its safe custody until they are required on the works/until the
completion of work.

Unless otherwise shown on the drawings or mentioned in the Schedule of Quantities or Specification
the quality of materials, workmanship, dimensions etc., shall be as specified here-in-under.
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All equipment and facilities for carrying out field tests on materials shall be provided by the tenderer

without any extra cost.

S.1. WooD

A. Teak wood means : Superior quality, Dandeli, Bellarsha, Chandrapur, Ghana, Malabar Teak
seasoned, uniform colour, straight grain and shall be free from large, loose, dead knots, cracks,
warps, twists, bends, borer holes, shakes, sap wood or any other defect. No individual knot shall
be more than 1 cm in dia. The annual growth rings shall be 6 Nos. per 2.5 cm. The moisture
content shall not exceed 12%.

B. White Cedar means: First class well-seasoned Indian White cedar wood uniform in color, straight
grains, without any knots. It shall be free from large loose dead knots, cracks, shakes, warps,
twists, bends, sapwood or defects of any kind. No individual hard and sound knot shall be more
that 2.5 cm. in diameter and aggregate area of all knots shall not exceed 1% of the area of the
piece. There shall not be less than 6 growth rings per 2.5 cm width. The moisture content does
not exceed 12%.

C. The wood should be seasoned as per BIS 1141- 1958 or its latest edition.

D. TIMBER:
The moisture content does not exceed the following limits:
Timber for frames :14%

ii)Timber for planking shutters: 12%

In measuring cross sectional dimensions of the Frame pieces tolerances up to 1.5 mm shall be

followed for each planed surface.

E. FIRST CLASS INDIAN TEAKWOOD:
First class Indian Teakwood means best quality Burma Teakwood and well-seasoned. It shall be of
uniform colour, straight grains and shall be free from large loose dead knots, cracks, shakes,
warps, twists, bends, sapwood or defects of any kind. No individual hard and sound knot shall be
more that 2.5 cm. in diameter and aggregate area of all knots shall not exceed 1% of the area of
the piece. There shall not be less than 2-3 growth rings per 2.5 cm width.

S.2. PLYWOOD:
Strictly in accordance with 1S 303: 1989

i) Grades: Plywood for general purposes shall be of the following two grades, depending upon the
bond strength developed by the adhesive used for bonding the veneers:

Boiling water resistant or BWR Grade and

Moisture resistant of MR Grade

These shall be manufactured in accordance with relevant IS codes i.e., IS 303: 1989. The grades shall

conform to the general requirements given as per relevant IS codes i.e. IS 303: 1989 (Third Revision)

Plywood for general purposes shall be classified into three types, namely, AA, AB and BB based on the

quality of the two surfaces, namely, A and B in terms of general permissible defects. The type of

plywood shall, therefore, be designated by the kind of surfaces of the panels. The better-quality

surface shall be called ‘face’, and the opposite side shall be called ‘back’. If the face and the back are

of the same quality, they are not distinguished. This type of plywood shall denote first the quality of

face followed by the quality of back. For example, Type AA shall have both surfaces of quality of A.

Type AB shall have face of quality A and the back of quality B and Type BB shall have both the surfaces

of quality B.

The quality requirement of each of the surfaces mentioned should be as per IS 303: 1989, However,

the maximum number of categories of defects, permitted on any one surface of the panel shall be

restricted in accordance with the requirements.

MATERIALS:

Timber: Any species of timber may be used for plywood manufacture as per IS 303: 1989 (Third

Revision).
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Adhesive: The adhesive used for bonding the veneers in different grades of plywood shall be the
corresponding type of adhesive as specified in IS 848: 1974.

Extenders conforming to IS 1508: 1972 may be used with the synthetic resin adhesive (aminoresins).
However, synthetic resin adhesives (aminoresin) when extended by more than 25 percent shall
contain suitable preservative, chemicals in sufficient concentration to satisfy the mycological test.
MANUFACTURE:

The veneers for all the grades shall be either rotary cut or sliced. The veneers shall be sufficiently
smooth to permit an even spread of adhesive. Treatment as specified below shall be given to the
plywood either at the veneer stage or after converting the veneers into boards.

Treatment:

Veneers from non-durable species and sapwood of all species when used for plywood manufacture
shall be soaked in 1.25 percent solution of boric acid or 1.9 percent solution of borax at a temperature
of 85-90 degree centigrade for a period of 10-40 minutes depending upon the thickness of the veneers
or the veneers may be dipped in 2 percent solution of boric acid or 3 percent borax solution for 2
minutes and block stacked at least for two hours. Alternatively, the veneers may be soaked at an
ambient temperature in a mixture of 0.5 percent solution.

For BWR grade of plywood bonded with synthetic resin adhesive, the preservative may be given
conveniently after boards come out of the press, while still hot or the treatment given to the veneers
before bonding.

For BWR grade, fixed type of preservative may be used according to relevant IS code i.e. IS 5539 :
1966.

Assembly :

The thickness of all veneers shall be uniform within a tolerance of £ 5 percent. Corresponding veneers
on either side of the central ply and those of face and back veneers shall be of species having similar
physical and mechanical properties, such as, density, modulus of elasticity, shrinkage, etc. to ensure
balanced construction.

Joints in Veneers:

Veneers that require to be joined to form a ply shall be spliced (edge jointed) before assembly. All
joints shall be cut square. They may be taped on the face of the outer veneers in which case the tape
shall be removed at a later stage, and metal clips or staples, if used, shall be removed. Perforated
tapes may be used on the glue side of the veneers. In assembly, joints in veneers running in the same
direction shall be staggered. End joints and butt joints shall not be permitted for any of the surfaces.
Grain Directions

Unless otherwise specified, and except in boards comprising an even number of plies, the direction of
grain of the veneer in adjacent plies shall be at right angles to each other, and that of the outer plies
shall run parallel to the longer side of the board. In boards comprising even number of plies, the grain
of the centre pair shall follow the same direction. In adjacent plies, the grain should be at right angles
to each other. However, a deviation not exceeding 10 degree may be permitted. In all cases, the grain
on both faces of the assembly boards shall run in the same direction.

Scarf Joints:

When sizes larger than the available press sizes are required, scarf joints through the thickness of the
board are permitted. All scarf joints shall be bonded with the same or a better adhesive than the one
used for the manufacture of plywood, and shall be made with an inclination not greater than 1 in 12.
Permissible Defects:

Gaps in cores and cross-bands may be permitted except for 3 ply plywood provided the width of the
gap does not exceed 1 mm in case of and 2 mm in case of plywood of more than 5 ply and provided
such gaps, if more than one, shall be spaced not less than 80 mm away from each other and are
staggered not less than 50 mm away as between ply, the next ply having the same grain direction.
Splits in cores and cross-bands may be permitted to an extent of 2 per core or cross band.

Overlap shall not be permitted.
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DIMENSIONS AND TOLERANCES:
The dimensions of plywood boards shall be as given in IS 12049 : 1987.

Thickness: Unless otherwise specified, thickness of plywood boards shall be as specified in Table.
The thickness shall be measured up to one place of decimal.
Tolerances:
The following tolerances on the nominal sizes of finished boards shall be permissible:
Dimension Tolerance
a) Length +6mm
Omm
b) Width +3mm
Omm
c) Thickness
1) Less than 6 mm +/-10%
2) 6 mm and above +/-5%
d) Squareness 0.2%
e) Edge straightness 0.2%

Thickness of Plywood Boards as per IS 303 : 1989 (Third Revision)

WORKMANSHIP AND FINISH :

The plywood boards shall be of uniform thickness within the tolerance limits as per IS 303: 1989 (Third
Revision).

The faces of plywood boards shall be reasonably smooth and face veneers shall be of reasonably
uniform thickness. Slight sanding may be given to rough boards in order to make them reasonably
smooth. The squareness and edge straightness of the board when measured according to the
procedure given as per IS 303: 1989 (Third Revision).

S.3. BUILDERS HARDWARE

All hardware fittings and fixtures shall be made with structural properties to sustain safety and
withstand strains and stresses to which they are normally subjected to such as opening and closing,
wind pressure etc. The fittings shall generally confirm to relevant specifications.

They shall be made true, clear, straight with sharply defined profiles and unless otherwise shown or
specified with true smooth surfaces and edges, free from defects.

The metal shall be treated with finish as specified in the schedule of quantities.

S.4 GLASS

Glass shall be of specified thickness Indian plain glass of approved manufacturer without any waves,
air holes etc.

S.5. BUTT HINGES

Hinges should be of any manufacturers with 14 gauge Brass body with stainless steel rod to be fitted
with the shutter etc. with G.I. standard screws.

Brass hinges shall be manufactured by casting, unless it is specifically mentioned that the same shall
be extruded type in which case these shall be manufactured from extruded sections. The size of butt
hinges shall be taken as length of the hinge. The central pins/rod should be of stainless steel only.

S.6. TOWER BOLT

Tower bolts to be of anodized Aluminum powder coated heavy duty and are to be fitted with the
shutter with powder coated screws and to be of M/s Jyothi make or equivalent.

S.7. LOCK

Cupboard lock should be M/s Godrej make.

Door lock should be cylindrical of M/s Godrej / YELE make with approved handles. The same lock as
existing, wherever specified should be used.

S.8. PAINTING
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SCOPE OF WORK : The work covered under these specifications consists furnishing the various types
of paints and also the workmanship for these items, in strict compliance with these specifications,
which are given in detail hereinafter with the item of schedule of quantities.
MATERIALS : Paints, oils, varnishes etc. of approved brand and manufacture shall be used. Ready
mixed paints as received from the manufacture without any admixture shall be used.
If by any reason, thinning is necessary in case of ready mixed paint, the brand of thinner
recommended by the manufacturer or as instructed by the Engineer-in-charge shall be used.
Approved paints, oils or varnishes shall be brought to the site of work by the contractor in their
original containers in sealed condition. The material shall be brought in at a time in adequate
guantities to suffice for the whole work or at least a fortnight’s work. The materials shall be kept in the
joint custody of the contractor and the Engineer-in-charge. The empties shall not be removed from the
site of work, till the relevant item of work has been completed and permission obtained from the
Engineer-in-charge.
COMMENCING WORK : Painting shall not be started until and unless the Engineer-in-charge has
inspected the items of work to be painted, satisfied himself about their proper quality and given his
approval to commence the painting work.
Painting, except the priming coat, shall generally be taken in hand after all other builder’s work is
practically finished.
The rooms should be thoroughly swept out and the entire building cleaned up, at least one day in
advance before the paintwork is started.
PREPARATION OF SURFACE :The surface shall be thoroughly cleaned and dusted. All dirt, rust, scales,
smoke and grease shall be thoroughly removed before painting is started. The prepared surface shall
have received the approval of the Engineer-in-charge after inspection, before painting is commenced.
APPLICATION : Before pouring into smaller containers for use, the paint shall be stirred thoroughly in
its containers. When applying also, the paint shall be continuously stirred in the smaller containers so
that consistency is kept uniform.
The painting shall be laid on evenly and smoothly by means of crossing and laying off, the latter in the
direction of the grain of wood. The crossing laying off, consists of covering the area with paint,
brushing the surface hard for the first time and then brushing alternately in opposite directions two or
three times and then finally brushing lightly in direction at right angles to the same. In this process, no
brush marks shall be left after the laying off is finished. The full process of crossing and laying off, will
constitute one coat.
Where so stipulated, the painting shall be done with spray, spray machine used may be (a) a high
pressure (small air aperture) type of (b) a low pressure (large air gap) type, depending on the nature
and location of work to be carried out. Skilled and experienced workmen shall be employed for this
class of work. Paints used shall be brought to the requisite consistency by adding a suitable thinner.
Spraying should be done only when dry condition prevails.
Each coat shall be allowed to dry out thoroughly and rubbed smooth before the next coat is applied.
This should be facilitated by thorough ventilation.
Each coat except the last coat, shall be lightly rubbed down with sand paper or fine pumice stone and
cleaned of dust before the next coat is laid.
No left over paint shall be put back into the stock tins, when not in use, containers shall be kept
properly closed.
No hair marks from the brush or clogging of paint puddles in the corners of panels, angles of mouldings
etc. shall be left on the work.
In painting doors and windows, the putty round the glass panes must also be painted, but care must be
taken to see that no paint stains etc. are left on the glass. Tops of shutters and surfaces in similar
hidden locations shall not be left out while painting. Perspect covers of electrical switch boxes have to
be painted from inside by removing them. Care shall be taken while removing them in position after
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painting with respective approved paints. In painting steel work, special care shall be taken while
painting over bolts, nuts, rivets, overlaps etc.
The additional specifications for primer and other coats of paints shall be as accordance to the detailed
specifications under the respective headings of IS codes.

BRUSHES AND CONTAINERS : After work, the brushes shall be completely cleaned of paint and linseed
oil by rinsing with turpentine. A brush in which paint has dried up is ruined and shall on no account be
used for painting work. The containers, when not in use, shall be closed, kept air tight and shall be kept
at a place free from dust. When the paint has been used, the containers shall be washed with
turpentine and wiped dry with soft clean cloth, so that they are clean, and can be used again.
MEASUREMENTS :

Painting, unless otherwise stated shall be measured by area in Sq.m. length and breadth shall be
measured correct up to two places of decimal of a meter.

No deductions shall be made for opening not exceeding 0.05 Sg.m. and no addition shall be made for
painting to the beading, mounding edges, jambs, soffits, sill’s architraves, etc. of such small openings.

In measuring painting, varnishing, oiling etc. of joining and steel work etc. the co-efficient as in the
following table shall be used to obtain the areas payable. The co-efficient shall be applied to the areas
measured flat and not girthed in all cases.

In case of painting of door shutter with push plate in plastic/ laminate, deduction will be made for area
of such laminates.

Table of Co-efficient to be applied over areas of different surfaces to get equivalent plain areas

Sr. Description of work Multiplying Co-efficients Remarks
No.
WOOD WORK — DOORS, WINDOWS ETC.
1. Pannelled or framed and braced doors, }
windows etc. }
2. Ledged and battened or ledged, 11 1/8 (for or 1.125 each side)
battened and braced, doors, windows }
etc.
3. Flush doors etc.
4, Part panelled and part glazed or gauzed | }1 (for each side)
doors, windows etc.
5. Fully glazed or gazed doors, windows % (for each or 0.50 side)
etc.
6. Fully venetioned or louvered doors, 1% (for each or 1.50 side)
windows etc.
7. Trellis (or Jaffri) work one way or two 2 (for painting all over)
way.
8. Carved or enriched work 2 (for each side)
9. Weather boarding 1 1/8 (for each or 1.125 side)
10. Wood shingle roofing 1 1/8 (for each or 1.125 side)
11. Boarding with cover fillets and match 11/20 (for each or 0.55 side)
boarding
12. Tile and slate battening % (for painting or 0.75 overall)
STEEL WORK — DOORS, WINDOWS ETC.
13. Plain sheeted steel doors or windows 1 1/8 (for each or 1.125 side)
14. Fully glazed or gauzed steel doors steel % (for each side) or 0.50
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doors & windows

15. Part panelled and part glazed or gauzed | 1 (for each side)
doors and windows

16. Corrugate sheeted steel doors or 1% (for each side) or 1.25
windows.

17. Collapsible gates 1% (for painting or 1.50 all over)

18. Rolling shutters of inter locked laths 1% (for each side) or 1.25
GENERAL WORK:

19. Expanded metal, hard drawn steel wire 1 (for painting all over)
fabric of approved quality grill work and
gratings in Guard Bars, balustrades,
railings & partitions.

20. Open palisade fencing and gates | 1 (for painting all over)
including standards, braces, rails stay
etc. in timber or steel.

Note: The height shall be taken from the
bottom of the lowest rail, if the
palisades do not go below it (or from the
lower end of palisades, if they project
below the lowest rail) upto the top of
palisades but not upto the top of
standards, if they are higher than the

palisades.

21. Corrugated iron sheeting in roofs, side 1.14 (for each side)
cladding etc.

22. A.C. corrugated sheeting in roofs, side 1.20 (for each side)
cladding etc.

23. A.C. semi-corrugated sheeting in roofs, 1.10 (for each side)
side cladding etc. or Nainital pattern
using plain sheets.

24, Wire gauge shutters including painting 1 (for each side)
of wire gauge

Explanatory notes on the table of co-efficients.

1. Where doors, windows etc. are of composite types other than those stated, different portion shall
be measured separately with their appropriate co-efficients, the centre line of the common rail
being taken as the dividing line between the two portions.

2. Measurements for doors, windows etc. shall be taken for flat (and not girthed) over all including
chowkats or frames, where provided. Where chowkats or frames are not provided, the shutter
measurements shall be taken.

3. Collapsible gates shall be measured for width from outside of gate in its expanded position and for
height from bottom to top of channel verticals. No separate measurements shall be taken for the
top and bottom guide rails, rollers, fittings etc.

4. Rolling shutters of interlocked laths if provided shall be measured for the actual shutter width and
the height from bottom of the opening to the centre of the shaft. No separate measurements
shall be taken for painting guides and other exposed features within or outside the shutters area.
The painting of top cover or hood shall however be measured separately.
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10.

11.

12.

13.

14.

15.

16.

17.

Co-efficients for sliding doors shall be the same as for normal types of doors in the table.
Measurements shall be taken outside of shutters, and no separate measurements shall be taken
for painting guides, rollers fittings etc.

Measurements of painting of doors, windows, collapsible gates, rolling shutters etc. as above shall
be deemed to include painting all iron fittings in the same or different shade for which no extra
will be paid.

The measurements as above shall be deemed to include also the painting of edges, blocks, cleats
etc. for which no extra will be paid.

The co-efficients for doors and windows shall apply irrespective of the size of frames and shutters
members.

When the two faces of a door, window etc. are to be treated with different specified finishes,
measurable under separate items, the edges of frames and shutters shall be treated with the one
or the other type of finish as ordered by the Engineer-in-charge, and measurement of this will be
deemed to be included in the agreement of the face treated with that finish.

In the case where shutters are fixed on both faces of the frames, the measurement for the door
frame and shutter on one face shall be taken in the manner already described, while the
additional shutter on the other face will be measured for the shutter area only excluding the
frame.

Where shutters are provided with clearance at top or/and bottom such openings shall be
deducted from the overall measurements and relevant co-efficients shall be applied to obtain the
area payable.

In case of trellis (or jaffri) work, the measurements shall include the painting of the frame member
for which no separate measurements shall be taken. Trellis door or window shutters shall also be
measured under trellis work.

Wherever air conditioning grill, lighting, fixtures etc., in false ceiling are painted along with
measurements shall be taken overall without deductions for opening in grills and no extra shall be
paid for the grills. If grills fixtures etc. are not painted, area of fixtures or grill as measured flat (not
girthed) shall be deducted when it exceeds 0.05 Sg.m. (individuals) where walls and ceiling are
painted in separate colours, the junctions of two paints shall be brought down on the walls in a
straight line by about 6 mm to 12 mm if so desired, if the junctions of walls and ceilings are not
even. No extra shall be paid to the contractor on this account. Beading wherever provided shall
not be measured separately but shall be deemed to be included in the area of false ceiling etc.
measured flat (not girthed).

For painting open palisade fencing and gates etc. the height shall be measured from the bottom of
the lowest rail, if the palisades do not go below it, (or from the lower end of the palisades, if they
project below the lowest rail), upto the top of rails or palisades whichever are higher, but not upto
the top of standards when the later are higher than the top rails or the palisades.

In the case of asbestos cement corrugated or semi-corrugated sheeting and iron corrugated
sheeting in roofs, side cladding etc. the work shall be measured flat (not girthed) as fixed.

For trusses, compound girders, stachions, lattice girders, and similar work, actual area will be
measured in Sg.m. and no extra shall be paid for painting on bolt heads, nuts, washers etc. even
when they are picked out in a different tint to the adjacent work.

Painting of rain water, soil, waste, vent and water pipes, etc. where the peripheral length is more
than 10 cm. shall be measured in running metres and multiply the same with the perimeter of the
particular diameter of the pipe concerned. Painting of specials such as bends, heads, branches,
junctions shoes, etc. shall be included in the length and no separate measurements shall be taken
for these or for painting brackets clamps etc.
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18. Measurements of wall surfaces and wood and other works not referred to already shall be
recorded as per actuals and opening exceeding 0.05 Sq.m. shall be deducted to get the net
payable area length and breadth shall be measured correct upto two places of decimal of a metre
and are so worked out shall be correct upto a two decimal of Sg.m.

19. In case the items of work requiring painting are inclusive of cost of painting the painting carried
out shall not be measured separately.

Precautions : All furnitures, lightings, fixtures sanitary fittings, glazing, floors etc. shall be protected by

covering and stains, smears, splashings, if any shall be removed and any damage done shall be made

good by the contractor at his cost.

Rates : Rates shall include cost of all labour and materials involved on all the operations described
above and in the particular specifications given under the several items.

General
A: MATERIALS

1. The priming coat for wood work, iron work or plastered surface shall be as specified in the
description of the item.

2. The priming coat shall be prepared at the site of work or readymade primer of approved brand
and manufacture shall be used.

3. Where primer for wood work is to be mixed at site, it shall be prepared from a mixture of red lead,
white lead and double boiled linseed oil in the ratio of 0.7 Kg: 0.7 Kg : 1 Litre.

4. Where primer for steel work is to be mixed at site, it shall be prepared from a mixture of red lead,
raw linseed oil and turpentine in the ratio of 2.8 Kg: 1 Litre: 1 Litre.

5. The specifications for the base vehicle and thinner for mixed on site, primers shall be as follows:-

a) White Lead: The White lead shall be pure and free from adulterants like barium sulphate
and whiting. It shall conform to IS: 103-1950 as amended from time to time.

b) Red lead : This shall be in powder form and shall be pure and free from adulterants like brick
dust etc. It shall conform to 102-1950 as amended from time to time.

c) Raw linseed oil: Raw linseed oil shall be lightly viscous but clear and of yellowish colour with

light brown tinge. Its specific gravity at a temperature of 30 degree C shall be between 0.923
and 0.928. The oil shall be of sufficiently matured quality, oil, turbid or thick, with acid and
bitter taste and rancid odour and which remains sticky for a considerable time shall be
rejected. The oil shall conform in all respects to IS :75-1950 as amended from time to time.
The oil shall be of approved brand and manufacture.

d) Double boiled linseed oil : This shall be more viscous than the raw oil, have a deeper colour
and specific gravity between 0.931 and 0.945 at a temperature of 30 degree C. It shall dry
with a glossy surface. It shall conform in all respect to IS: 77-1950 as amended from time to
time. The oil shall be approved brand and manufacture.

e) Turpentine: Mineral turpentine i.e. petroleum distillate which has the same rate of evaporation

as vegetable turpentine (distillate product of Oleoresin of Conigers) shall be used. It shall have
no grease or other residue when allowed to evaporate. It shall conform in all respect to IS: 83-
1950 as amended from time to time.

6. All the above materials shall be of approved manufacture and brought to site in their original
packings in sealed condition.

7. Primer containing lead shall not be used for painting iron/steel /wood work in the residential
area.

Preparation of surface:
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10.

Wood work : The wood work to be painted shall be dry and free from moisture. The surface
shall be thoroughly cleaned. All unevenness shall be rubbed down smooth with sand paper and
shall be well dusted. Knots, if any shall be covered with preparation of red lead made by
grinding red lead in water and mixing with strong glue size and used hot.

The surface treated for knotting shall be dry before painting is applied. After the priming coat is
applied, the holes and indentation on the surface shall be stopped with glazier’s putty or wood
putty (for specifications for glaziers putty and wood putty refer as mentioned here-in-before).
Stopping shall be not be done before the priming coat is applied as the wood will absorb the oil
in the stopping and the later is therefore to crack.

Iron and steel work : All rust and scales shall be removed by scraping or by brushing with steel
wire brushes. Hard skin of oxide formed on the surface of wrought iron during rolling which
becomes loose by rusting, shall be removed.
All dust and dirt shall be thoroughly wiped away from the surface. If the surface is wet, it shall
be dried before priming coat is undertaken.
Plastered Surface : The surface shall ordinarily not be painted until it has dried completely.
Trial patches of primer shall be laid at intervals and where drying is satisfactory, painting shall
be taken in hand. Before primer is applied, holes and undulations, shall be filled up with
plaster of paris and rubbed smooth.
Application : The primer shall be applied with brushes worked well into the surface and spread
even and smooth. The painting shall be done by crossing and laying off as described here-in-
before.
Other details : The specifications for “Painting (General)” shall hold good so far as they are
applicable.

B. PAINTING WITH ORDINARY OR SUPERIOR QUALITY READY MIXED _PAINT.

C.

Painting with ordinary or superior quality ready mixed paint on new work :

Paint: Ordinary quality or superior quality ready mixed paints shall be of approved brand and

manufacture and of the required shades. They shall conform in all respects to the relevant I.S.

specifications.

Preparation of surface :

(a) Wood Work : The surface shall be cleaned and all unevenness removed as in para knots if
visible, shall be covered with a preparation of red lead as stated in earlier paragraph. Holes
and indentations on the surfaces shall be filled in with glazier’s putty or wood putty and
rubbed smooth before painting is done. The surface should be thoroughly dry before
painting.

b) Iron and steel work : The priming coat shall have dried up completely before painting is

started. Rust and scaling shall be carefully removed by scraping or by brushing with steel wire

brushes. All dust and dirt shall be carefully and thoroughly wiped away.

c) Plastered Surface : The priming coat shall have dried up completely before painting is
started. All dust or dirt that has settled on the priming coat shall be thoroughly wiped away
before painting is started.

Application : The specifications mentioned here-in-before shall hold good as far as applicable.

The number of coats to be applied will be as stipulated in the item. The painted surface shall

present a uniform appearance and glossy finish, free from streaks, blisters etc.

Other details : The specifications for “Painting (General)” shall hold good so far as they are

applicable.

PAINTING WITH SUPERIOR QUALITY FLAT OIL READY MIXED PAINT :
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2.

Paint : Ordinary quality or superior quality ready mixed paint shall be of approved brand and
manufacture and of the required shades. They shall conform in all respects to the relevant I.S.
specifications.

Preparation of surfaces : This shall be as for painting mentioned here-in-before or as the case

may be.

Wood work : The surface shall be cleaned and all unevenness removed as mentioned here-in-
before. Knots if visible, shall be covered with a preparation of red lead as mentioned before.
Holes and indentations of the surface shall be filled in with glazier’s putty or approved wood
putty and rubbed smooth before painting is done. The surface should be thoroughly dry
before painting.

Iron and steel work : The priming coat shall have dried up completely before painting is
started. Rust and scaling shall be carefully removed by scrapping or by brushing with steel wire
brushes. All dust and dirt shall be carefully and thoroughly wiped away.

Plastered surface : The priming coat shall have dried up completely before painting is started.
All dust and dirt that has settled on the priming coat shall be carefully and thoroughly wiped
away before painting is started.

Application : The specifications specified here-in-before shall hold good as far as possible.

The number of coats to be applied will be as stipulated in the item. The painted surface shall
present a uniform appearance and glossy/semi glossy finish, as the case may be and free from
streaks, blisters etc.

Other Details : The specifications for “Painting (General)” as mentioned before shall hold good
in so far as they are applicable.

PAINTING WITH SYNTHETIC ENAMEL PAINT/SEMI GLOSS PAINTING WITH SYNTHETIC
ENAMEL PAINT ON NEW WORK

Paint : Synthetic enamel/semi-gloss paint of approved brand and manufacture and the
required shade shall be used for the top coat and an undercoat of shade to match the top coat
as recommended by the manufacturer shall be used.

Preparation of surface : This shall be as for painting with ordinary or superior quality ready
mixed paint as mentioned here-in-before as the case may be.

Application : The number of coats including the under coat shall be as stipulated in the item.
Under Coat : One coat of the specified paint of shade suited to the shade of the top coat shall
be applied and allowed to dry overnight. It shall be rubbed next day with the finest grade of
wet abrasive paper to ensure a smooth and even surface free from brush marks and all loose
particles dusted off. All the cracks, crevices, roughness etc. will be filled with approved putty
as per manufacturer’s recommendations.

Top Coat : Finishing coats of specified paint of the desired shade shall be applied after the
under coat is thoroughly dry. Additional finishing coats shall be applied if found necessary to
ensure a properly uniform semi glossy surface.

Other Details: The specifications for “Painting (General)” mentioned here-in before shall hold
good as far as they are applicable.

PAINTING WITH ACRYLIC EMULSION PAINT/PLASTIC EMULSION PAINT

This shall be polyvinyl-based Acrylic emulsion paint manufactured by one on the reputed paint
manufacturers and dispatched to the site in sealed containers.
Primer : A primer to be used for the painting with acrylic emulsion on cement concrete and plaster
and plastered surfaces, A.C. sheets as also timber and metal surfaces (if necessary) shall be of
approved base and as per recommendations of the manufacturers.
Putty : Plaster filler to be used for filling up (puttying) uneven surfaces, small cracks and holes
etc. shall be of approved compound and as per recommendations of the manufacturers. No oil-
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based putty shall be used. The putty should be made from a mixture of whiting and plastic
emulsion paint or as per manufacturer’s recommendations.
3. Finishing Coats : All the finishing coats shall be of mat finish or any other finish as required by the
Engineer-in-charge. Number of finishing coats shall be as specified in the item.
F: MODE OF MEASUREMENTS : All the measurements for payment shall be taken on net surface
areas actually painted, unless otherwise specified. Deduction will be made from the areas for fixtures,
grills, ventilation outlets, electrical boxes and such obstruction not painted, if they are individually
more than 0.05 Sg.mtr.
G: JOB REQUIREMENTS :
Note :
1) PAINTING OF PLASTERED SURFACE.
Acrylic emulsion paint is required to be provided on plastered and concrete surfaces in
portions of the building. It may please be noted that Bank shall reserve the option to delete or
increase quantities in full or part from the scope of contract during progress of work.
All wood surfaces are to be painted with semi glossy synthetic enamel paint with an approved
primer. Primer of zinc chromate primer.

Zinc chromate primer supersedes wood primer mentioned earlier in the specifications.
All colours of paints shall be subjected to review and prior approval of Engineer-in-charge shall
be taken before the application.

2) WHITE WASHING WITH LIME.
Scaffolding : Wherever scaffolding is necessary, it shall be erected on double supports tied
together by horizontal pieces, over which scaffolding planks shall be fixed. No ballies,
bamboos or planks shall rest on or through the surface which is being white washed.

Where ladders are used, pieces of old gunny bags shall be tied on their tops to avoid damage
or scratches towalls. For white washing the ceiling, proper stage scaffolding shall be
erected.

Preparation of surface : Before new work is white washed the surface shall be thoroughly
brushed free from mortar dropping and foreign matter.

In the case of old work, all loose pieces and scales shall be scrapped off and holes in plaster as
well as patches of less than 50 sq.m. area shall be filled up with mortar of the same mix.
Where so specifically ordered by the Engineer-in-charge, the entire surface of old white wash
shall be thoroughly removed by scrapping and this shall be paid for separately.

Preparation of lime wash : The wash shall be prepared from fresh stone white lime “Katani or
equivalent”. The lime shall be thoroughly slaked on the spot, mixed and stirred with sufficient
water to make a thin cream. This shall be allowed to stand for period of 24 hrs. and then shall
be screened through a clean coarse cloth. 40 gm. of gum dissolved in hot water, shall be
added to each 10 cubic decimetre of the cream. The approximate quantity of water to be
added in making the cream will be 5 litres of water to one kg. of lime.

Indigo (Neel) up to 3 gm per kg of lime dissolved in water, shall then be added and wash
stirred well. Water shall then be added at the rate of about 5 litre per kg. of lime to produce a
milky solution.

Lime obtained as a by-product in the manufacture of acetylene may also be used for white
washing purposes instead of white lime of katani quality. When such lime is used it shall be
ensured that it is procured fresh in the form of a paste and used before it dries up. The lime
shall be mixed with sufficient water to make it thin cream. The cream shall be screened
through a clean coarse cloth and 40 gm. Gum dissolved in hot water added for each 10 cubic
decimetre of the cream. More water shall be added at the rate of 5 litres per kg. of lime to
produce a milky solution. When by product lime is used it is not necessary to add indigo (neel).
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White Washing : The white wash shall be applied with brushes or by spray in the specified
number of coats. The operation for each coat in case of brush application shall consist of a
stroke of the brush given from the top down wards, another from the bottom upwards over
the first stroke, and similarly one stroke horizontally from the right and another from the left
before it dries.

Each coat shall be allowed to dry before the next one is applied. Further each coat shall be
inspected and approved by the Engineer-in-charge before the subsequent coat is applied. No
portion of the surface shall be left out initially to be patched up later on.

For new work, three or more coats shall be applied till the surface present a smooth and
uniform finish through which the plaster does not show. The finished dry surface shall not
show any signs of cracking and peeling nor shall it come off readily on the hand when rubbed.
For old work, after the surface has been prepared as described here in before a coat of white
wash shall be applied over the patches and repairs. Then a single coat or two or more coats of
white wash as stipulated in the description of the item shall be applied over the entire surface.
The white washed surface should present a uniform finish through which the plaster patched
do not appear.

Protective Measure : Door windows, floors, articles of furniture etc. and such other parts of
the building not to be white washed shall be protected from being splashed upon. Splashing’s
and droppings, if any, shall be removed by the contractor at his own cost and the surfaces
cleaned. Damages if any to painted surfaces, furniture’s, or fittings and fixtures etc. shall be
recoverable from the contractor.

Measurements : White washing shall be measured in sg.m. length and breadth shall be
measured correct to a cm.. All measurements for payment shall be taken on neat surface
areas actually white washed, unless otherwise specified. Deduction will be made from the
areas for fixtures, grills, ventilation outlets electrical boxes and such obstruction not painted if
they are individually more than 0.05 Sq.m. Length and breadth shall be taken correct upto two
places of decimal of a metre and areas so worked out shall be correct upto two places of
decimals of a Sg.metre.

Corrugated surfaces shall be measured flat as fixed and the area so measured shall be
increased by the following percentages to allow for the girthed area.

Corrugated asbestos cement sheets 20%

Semi-corrugated asbestos cement sheets 10%

The number of coats of each treatment shall be stated. The item shall include removing nails,
making good holes, cracks, patches etc. not exceeding 0.1 Sq.m. each with materials similar in
composition to the surface to be prepared.

Rate : The rate shall include the cost of all materials and labour involved in all the operations
described above, i.e. all inclusive.

Colour Washing :In the case of colour washing materials colours, not affected by lime, shall be
added to white wash with proper glue. No colour wash shall be done until a sample of the
colour wash to the required tint or shade has been got approved from the Engineer-in-charge.
The colour shall be of even tint or shade over the whole surface. If it is patchy or otherwise
badly applied, it shall be redone by the contractor, at no extra cost to Bank.

For new work, the priming coat shall be of white wash lime or with whiting as specified in the
description of the item. Three coats, shall then be applied on the entire surface till it
represents a smooth and uniform finish. Each coat after applying shall be got approved from
the Engineer-in-charge.

Other specifications as detailed for “White washing with lime” shall be applicable. Indigo
(neel) shall however, not be added.
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Dry Distempering :

Distemper :Dry distemper of approved brand/manufacture and colour and required shade
shall be used. The dry distemper shall be stirred slowly in clean water using 0.6 litres of water
per kg. of distemper or as specified by manufacturers. Warm water shall preferably be used. It
shall be allowed to stand for at least 30 minutes before use. The mixture shall be invariably
well stirred before and during use to maintain an even consistency.

Preparation of surface : This shall be as for painting mentioned here-in-before or as the case
may be.

Application : In case of new work, the treatment shall consist of a priming coat followed by
the application of two or more coats of distemper till the surface shows an even colour.
Priming coat :Priming coat of whiting shall be applied over the prepared surfaces. Priming coat
shall be applied with whiting which shall be dissolved in sufficient quantity of warm water and
throughly stirred to form a thin slurry which shall then be screened through a clean coarse
cloth. Two kg. of gum and 0.4 kg. of copper sulphate dissolved seperately in hot water shall be
added for every cu.m. of the slurry which shall then be diluted with water to the consistency
of milk so as to make wash ready for use. No white washing coat shall be used as a priming
coat for distemper.

The application of each coat shall be as mentioned in the specifications for painting (General)
mentioned here-in-before shall hold good and as far as they are applicable.

Oil Bound Distemper :a) Oil bound distemper of approved brand/manufacture and colour and
required shade shall be used. The primer where used as on new work shall be cement primer
or distemper primer as specified in the item. These shall be of the same manufacture as oil
bound distemper.

Preparation of surfaces :Priming coat with cement primer or distemper primer shall only be
applied.

Application :The cement primer or distemper primer shall be applied by brushing and not by
spraying. Hurried priming of shall avoided. Particularly on absorbent surfaces. New plaster
patches in old work before applying oil bound distemper shall be treated with cement
primer/distemper primer. The surfaces shall be finished as uniformly as possible leaving no
brush marks. It shall be allowed to dry for at least 48 hours before oil bound distemper is
applied. Before applying distemper the surface shall be lightly sand papered to make it smooth
for receiving the oil bound distemper, taking care not to rub out the priming cost. A time
internal of at least 24 hours shall be allowed between consecutive coats to permit the proper
drying of the preceding coat. Two or more coats of distempers as are found necessary shall be
applied over the priming coat to obtain an even shade.

Other Details : The specifications for “Painting (General)” mentioned here-in-before shall hold
good as far as they are applicable.

Waterproofing Cement Paint :

Cement Based Paint :Cement based paints of approved manufacture, quality, shade and
colour only shall be used.

Preparation of surface :The surface shall be thoroughly cleaned all mortar dropping, dirt, dust,
algae, grease and other foreign matter by brushing and washing the surface shall be
thoroughly wetted with clean water before the water proof cement paint is applied.

Water proof cement shall be mixed in such quantities as can be used up with in an hour of its
mixing or otherwise the mixture will set and thicken affecting flow and finish. Water proof
cement paint shall be mixed with water in two stages.

The first stage shall comprise of 2 parts of water proof cement paint and one part of water
stirred thoroughly and allowed to stand for 5 minutes. Care shall be taken to add the water
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1)

2)

3)

4)
1.13

1)

2)

proof cement paint gradually to the water and not vice versa. The second stage shall comprise
of adding further the part of water to the mix and stirring thoroughly to obtain liquid of
workable and uniform consistency. In all cases manufacturer’s instructions shall be followed
meticulously.

Application :The solution shall be applied on the clean and wetted surface with brushed or
spraying machine. The solution shall be kept well stirred during the period of application. To
avoid direct heat of the sun, during painting the cement based paint shall be applied on the
surface which is on the shady side. Cement based paints shall not be applied on the surfaces
already treated with white wash, colour wash, distemper dry or oil bound etc.

Other Details :The specifications for “Painting (General)” mentioned here-in-before shall hold
good as far as they are applicable.

Bees Waxing or Polishing with Ready made Wax Polish :
Bees waxing or polishing with readymade wax polish on new work :

Materials :The polishing shall be done with bees waxing prepared locally or with ready-made
wax polish of approved brand and manufacture, as stipulated in the description of item.
Where bees waxing is to be prepared locally, the following specifications for the same shall
apply
Pure bees wax free from paraffin or stearine adulterants shall be used. Its specific gravity shall
be 0.965 to 0.969 and melting point shall be 63 °C.
The polish shall be prepared from a mixture of bees wax, linseed oil, turpentine and varnish in
the ration of 2:1 1/2:1 1/2 by weight.
The bees wax and boiled linseed oil shall be heated over a slow fire. When the wax is
completely dissolved the mixture shall be cooled till it is just warm and turpentine and varnish
added to it in the required proportions and the entire mixture shall be well stirred.
Preparation of surface : Preparation of surface will be as mentioned here-in-under 1:13:b with
the exception that knotting, holes and cracks shall be stopped with a mixture of fine saw dust
formed of the wood being treated, beaten up with sufficient bees wax to give to cohesion.
Application : The polish shall be applied evenly with a clean soft pad of cotton cloth in such a
way that the surface is completely and fully covered. The surface is then rubbed continuously
for half an hour.

When the surface is quite dry, a second coat shall be applied in the same manner and rubbed

continuously for one hour or until the surface is dry.
The final coat shall then be applied and rubbed for two hours (more if necessary) until the
surface has assumed a uniform gloss and is dry, showing no sign of stickiness.
The final polish depends largely on the amount of rubbing which should be continuous and
with uniform pressure, with frequent changes in the direction.
Other Details : The specifications for “Painting (General)” as mentioned here-in-before shall
hold good as far as they are applicable.
French Spirit Polishing :
French spirit polishing including a coat of wood filler on new work:
Polish :Pure shellac varying from pale orange to lemon yellow colour, free from resin or dirt
shall be dissolved in methylated spirit at the rate of 150 gm of shellac to 1 litre of spirit.
Suitable pigment shall be added to get the required shade.
Preparation of surface :The surface shall be cleaned. All unevenness shall be rubbed down
smooth with sand paper and well dusted. Knots if visible shall be covered with a preparation
of red lead and glue size laid on, while hot. Holes and indentations on the surface shall be
stopped with glazier’s putty. The surface shall then be given a coat of wood filler made by
mixing whiting (ground chalk) in methylated spirit at the rate of 1.5 kg. of whiting per litre of
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spirit. The surface shall again be rubbed down perfectly smooth with glass paper and wiped
clean.
3) Application :The number of coats of polish to be applied shall be as described in the item.

A pad woolen cloth covered by a fine cloth shall be used to apply the polish. The pad shall be
moistened with the polish and rubbed hard on the wood, in a series of overlapping circles
applying the mixture sparingly but uniformly over the entire area to give an even level surface.
A trace of linseed oil on the face of the pad facilitates this operation. The surface shall be
allowed to dry and the remaining coats applied in the same way. To finish off, the pad shall be
covered with a fresh piece of clean fine cotton cloth, slightly damped with methylated spirit
and rubbed lightly and quickly with circular motions. The finished surface shall have a uniform
texture and high gloss.

4) Measurements, Rate and other details : These shall be as for “Painting (General)” mentioned
here-in-before as far as they are applicable.
H: ANTI-TERMITE TREATMENT :

The anti-termite treatment should be carried out as per BIS 6313 (part II) 1971 or relevant latest
revision and should be carried out through a member of Indian Pest Control Association having
sufficient experience for carrying out similar job of magnitude proposed.

I: CEMENT :

The cement proposed to be used to be ordinary Portland Pezzolena cement confirming to BIS269 1976
manufactured by an Indian manufacturing Company such as L&T, ACC, Gujarat Ambuja or equivalent.
The cement should be stored strictly as per the BIS specification.

J WATER :

The water to be used should be portable water free from injurious amount of oil, acid, alkalies, salt,
sugar organic materials or any other substances that may be deleterious to concrete or steel. The
recommended chemical ingredients should not be more than the relevant BIS specification (3025-
1964).

K: BRICK WORK :

Scope of work : The work covered under this specification pertains to procurement of best quality
locally available bricks and workmanship in building walls of various thickness, in strict compliance
with the applicable specifications and applicable drawings.

Materials : Bricks shall be best quality locally available brick and should be approved by the Engineer-
in-charge before incorporation in the work. Brick shall generally conform to 1.5.1077-1957. In any
case minimum-crushing strength shall not be less than 35 kg/cm” and water absorption shall not be
more than 25%. The Engineer-in-charge shall have the right to reject bricks obtained from any field
where the soil does not have an appreciable quantity of sulphates and chlorides. The specifications
for cement, sand and water shall be same as laid out in BIS codes hereinafter. Bricks shall be
thoroughly soaked in water before using till the bubbles cease to come up. No half or quarter brick
shall be used except as closers. The closers shall be horizontal and the walls shall be raised to plumb.
The type of bond to be adopted will be decided by the Engineer-in-charge, but vertical joints shall be
laid staggered.

Bricks to be laid with the “Frogs up side”.

Workmanship : Four courses of brick work with four joints should not exceed by more than 40 mm
the same bricks piled one over the other without mortar.

Brick work shall not be raised more than 10 courses a day unless otherwise approved by the Engineer-
in-charge. The brick work shall be kept wet for at least 7 days. Brick work shall be uniformly raised all
round and no part shall be raised more than 1.0 metre above another at any time.

AT AT HIgT Aigd MTaarhdl & gearady

SIGNATURE OF TENDERER WITH RUBBER STAMP Page 54




All joints shall be thoroughly flushed with mortar of mix as specified in the schedule of quantities, at
every course. Care shall be taken to see that the bricks are bedded effectively and all joints
completely filled to the full depth.

The joints of brick work to be plastered shall be raked out to a depth not less than 10 mm as the work
proceeds. The surface of brick work shall be cleaned down and watered properly before the mortar
sets.

No brick work shall be carried on during frosty weather except with the written permission of the
Engineer-in-charge, who will give special direction as to the manner in which the work is to be
performed. All brick work laid during the day, shall in seasons liable to frost, be properly covered up at
night as directed by the Engineer-in-charge. Should any brickwork be damaged by frost the brick work
shall, at the discretion of the Engineer-in-charge, be pulled down and made good, at the cost of the
contractor.

Brick work shall be well watered three times a day for a week from the date of building and the work
shall be protected from sun and rain.

Materials and workmanship for a half brick or brick on edge portion wall shall be as specified above.
The wall shall be stiffened by R.C.C. stiffeners of size 115mm wide x 80 mm thickness to the full length
of wall and shall be provided with 2 Nos. 6mm 8 M.S. bars as bottom reinforcement (only the M.S.
reinforcement will be paid separately under relevant item).

The rates for brickwork shall include the cost of the following: -

Providing and fixing necessary single or double scaffolding and removing the same after the work is
completed.

i) Watering, curing, lifting of materials to any height.

i) Raking out of joints to receive plaster.

iii) Forming slab seatings, cutting or leaving holes for lugs of windows, doors, sills, switch and plug
boxes etc.

iv) Making good all holes, chases, etc. to any depths due to conduit pipes, holdfasts, bolts, switch
and plug boxes etc.

V) Bedding and pointing precast lintels, sills, etc. in or on walls.

For purposes of measurements the thickness of one brick wall and over shall be taken in terms of

multiples of half brick, or as stipulated in BOQ/herein below.

Mode of measurements:

a) For brick work measured in cubic metres : The contract rate shall be for a unit of one cubic
metre of brick masonry as actually done. 230 mm brick walls shall be taken as one brick thick.
All openings in brick work for doors and windows and ventilators shall be deducted to get the
net quantity of actual brick work done. Openings or chases required for PH or electrical insert
less than 0.1 sg.mtr. and bearing of precast concrete members shall not be deducted. No
separate payment shall be made for any extra work involved in making the above openings.

b) For brick work measured in Sq. metres : Half brick thick masonry walls shall be measured sq.
metres. All openings in brick work for doors and windows and ventilators shall be deducted to
get the net quantity of actual brick work done. Openings or chases required for PH or Electric
inserts less than 0.1 sq. mtr. and bearings of precast concrete members shall not be deducted.
No separate payment shall be made for extra work involved in making the above openings or
placement.

L: CONCRETE :

Strictly confirming to BIS 456 — 2000 for materials and workmanship.

NOTE : This specification is of the general type only and must be used in conjunction with the drawing
of the particular item being made. Anything shown on the drawing and not in the
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specification must be compiled with, and vice versa and clarification on this should be sought
from. The Engineer-in-Charge to remove doubts if any.

M: POLYMER MODIFIED CEMENT MORTAR TREATMENT FOR R.C.C. MEMBERS:

Open the damaged portion of the R.C.C. slab, beam, column etc. and remove all the loose

concrete, plastering etc. Clean the surface thoroughly with air blower followed by water jet. Expose

the rusted reinforcement.

e Clean the rusted reinforcement thoroughly with wire brush and remove all the scales.

e Apply RUSTICIDE (or equivalent approved by the Engineer-in-Charge) to the reinforcement by a
cotton swab. Allow to remain for 24 hours and then brush off any loose particles by dry paint
brush.

e Apply two Protective coats made out of POLYALK FIXOPRIME or equivalent approved by the
Engineer-in-Charge : CEMENT (1:1. 5 by weight ) to the concrete by brush.

e Apply a bond coat of POLYALK EP or equivalent approved by the Engineer-in-Charge: CEMENT (1: 1)
by weight to the surface.

e Place polymer mortar by mixing:

1 kg Polyalk EP

5 kg Cement

15 kg Quartz sand (10 kg passing 2mm and 5kg passing 1.5mm)
Water: 1 to 1.5 litres depending upon the consistency required.

e Place in thickness of 10-15 mm for one layer. Allow layer to set initially before applying next layer.

e In case the required thickness is more than 15mm, the mortar should be applied in 2 or more coats
at an interval of 8 hours after application of bonding coat of POLYALK EP:CEMENT (1:1 by weight )
by brush.

e Finish surface with trowel.

e Place polymer mortar as above depending on the thickness.

e Allow to air cure for 48 hours followed by water sprinkling for 3 days or curing by wet squeezed
gunny bags.

NOTES

Cement : 53 grade

Sand  :Quartz sand.

Mode of measurement: in sq. mtrs depending on the thickness (25mm 50mm).

N: CEMENT GROUTING FOR R.C.C. MEMBERS

o Drill holes atleast 12 mm in diameter inside the concrete surface. In case of columns of 9” thickness
the holes should be atleast 4” in depth.

e Insert P.V.C.nozzles in the holes and fix the nozzles using POLYPLUG for immediate fixing.

Grouting shall be done with a grout pump at a pressure of 2 kg/cm 2 with the following proportions:
Cement :1kg.

Monobond : 200 ml.

Water : 6 litres.

Microsilica : 200gms.

Entosh : 200 ml.

The holes which are made should be then sealed with polymer mortar.

NOTES:

Cement : 53 grade

Mode of measurement: per no.

o. WATERPROOFING OF TOILETS

e Cleaning the existing RCC slab with water jet,

e Exposing the cracks in “V” grooves by carefully chipping along with the grooves by about 30 mm

without damaging the slab,
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Filling the grooves with non shrinkable cement polymer mixture,

detecting the honey comb areas, fixing nozzles at a centre to centre distance of 300 mm for

grouting, grouting non shrinkable grout made out of cement, air entering agents and clear water

at a pressure of 2 Kg/cm?—3Kg/ cm?, cutting the nozzles at the finished RCC level,

e The above should be air cured for 48 hrs and water cured for 3 days by water sprinkling or by wet
gunny bags.

e The surface should be dampened and a slurry containing POLYALK WP: CEMENT  (1:1. 25 by
weight) should be applied to damp surface by brush. Care should be taken to prepare so much
slurry, which can be used within 30 minutes.

e After 24 hrs apply two more brush coats of slurry at intervals of 4 hrs.

o The coating thus formed should be air cured for 48 hours and then water cured for 3 days by
sprinkling or wet gunny bags.

e Providing and applying water proof plaster 25mm thick, 1:4 mixed with liquid integral water
proofing compound manufactured by Roffe/Cica or as approved by the Engineer-in-Charge in
proportion 150 to 250 ml/50kg of cement finished with neat cement slurry.

e Stocking water in the water proofed surface for 24 hrs all complete as per manufacturer’s
specifications, standard practice and as directed by the Engineer-in-Charge.

e Curing is done for 14 days by making a pond.

NOTES:

Cement : 43 grade.

Sand : Washed River sand except for polymer mortar where quartz sand has to be used.

Mode of measurement: per sq.mtr.

Machine mixing for mortar.

Washed River shall used.

P.  EXTERNAL PLASTER:

e Providing and applying water proof plaster 25mm thick, 1:4 for the 1% coat and 1:3 for the 2™ coat
mixed with liquid integral water proofing compound in proportion of 100 ml of supercon or
equivalent approved by Engineer-in-Charge 100 with 50 kg of cement.

e Before carrying out the plastering work the joint shall be racked, pointed with the cement mortar
1:4.

e The bonding coat made out of POLYALK EP: CEMENT (1:1. 25 by weight) should be applied to
damp surface by brush. Care should be taken to prepare so much slurry, which can be used within
30 minutes.

e The base coat 12 — 18 mm thick to be made out of river sand (single screened passing through 5
mm) mixed with 100 ml supercon 100 for a bag of cement finished rough (roughened with wire
brushes or by scratching diagonal lines 1.5 mm deep at 75 mm. centre both ways as directed)

e The finishing coat 8-12 mm thick to be made out of river sand and cement in proportion of 1:3
(double screened sand passing through 3 mm sieve) mixed with 100 ml supercon 100 for a bag of
cement finished in smooth / rough / Sand face in line, level and in plumb.

e All complete including surface preparations scaffolding, curing, etc as per standard specification
and as per directed by the Engineer in-Charge.

e Curing shall be done thoroughly for atleast 7 days.

NOTES:

Cement : 43 grade

Sand :Washed River sand

Mode of measurement: per sq.mtr.
MACHINE MIXING FOR MORTAR

All Sand to be washed
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Q. INTERNAL PLASTER

e Providing and applying plaster 12 mm thick, 1:4 mixed with liquid integral water proofing
compound in proportion of 100 ml of supercon 100 with 50 kg of cement.

e Before carrying out the plastering work the joint shall be racked, pointed with the cement mortar
1:4.

e The bonding coat made out of POLYALK EP or equivalent as approved by the Engineer-in-Charge:
CEMENT (1:1. 25 by weight) should be applied to damp surface by brush. Care should be taken to
prepare so much slurry, which can be used within 30 minutes.

o The plaster shall be in proper line, plumb level etc.

e All complete including surface preparations scaffolding, curing, etc as per standard specification
and as per directed by the Engineer in-Charge.

e Curing shall be done thoroughly for atleast 7 days.

NOTES:

Cement : 43 grade

Sand :River sand thoroughly washed

Mode of measurement : per sq.mtr.

MACHINE MIXING FOR MORTAR

(THE ABOVE ARE THE GENERAL SPECIFICATION SHOULD BE READ IN CONJUNCTION WITH BILL OF

QUANTITIES. THE BILL OF QUANTITIES MAY BE TAKEN AS THE BASIS FOR THE WORK TO BE

EXECUTED. IN CASE OF ANY DISCREPANCY IN THE SPECIFICATION AND THE BILL OF QUANTITIES, THE

BILL OF QUANTITIES MAY BE TAKEN AS FINAL IN CASE THE CONTRACTOR SHOULD CHECK UP WITH

THE ENGINEER IN CHARGE WHO'’S DECISION WILL BE FINAL.)

SPECIAL CONDITIONS

1.The workmen will not be allowed to stay within the premises.

2.The water required for the work or workmen can be availed from the available source at site free of
cost. The Contractor has to make his own arrangements to take the supply to the requisite position.

3. The electric power required for the work can also be similarly drawn from the supply available at
site free of cost. The Contractor has to make his own arrangements to take the supply to the requisite
position.

4. Permission, if any, required from the local bodies shall be obtained by the Contractor at his cost.

5. The authorized officials of the Bank shall be entitled to inspect the material/fabrication at any time
in the works of the contractor, if they so desire and the vendor shall provide all reasonable facilities to
do so.

6. The tenderer may please note that the work is to be executed in administrative office premises of
Bank and as such the entire work involved shall be carried out with least disturbance to the working
staff.

7.The entire materials for the work shall be brought to the working area through the staircase only
without any disturbance.

8.The debris/dust or any wastage generated out of the above work shall be cleaned as frequently as
required and as instructed by the Bank’s Engineer and make the entire premises clear/clean on a day
to day basis including staircase, passages affected/used by the labourers in the above renovations to
the satisfaction of the Bank’s Engineers at no extra cost. The entire debris/waste material shall be
taken out of the Bank’s premises and should not be dumped anywhere in and around the Bank’s
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premises. The contractors are solely responsible if any debris is noticed by the local Corporation and
penalty levied.

9. The tenderer may please note that the work in question will have to be completed within the
stipulated time frame and no extra charges will be paid under any circumstances for the late working
hours/working on Sundays or Holidays. All dismantling work and work generating noise shall be done
in a planned manner and preferably during day time. The rates shall be accordingly quoted for each
item considering the above factors.

10. The tenderer is advised to inspect the proposed site of renovation to understand the scope of
work.

11. The work has to be done in proper coordination with the other contractors engaged by the Bank

HEqdaYul/IMPORTANT:
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Whenever any of the aforesaid operations/activities are found unavoidably difficult to carry out, due
to existing site conditions the same shall immediately be brought into the knowledge of bank’s
architect/representative and a written acceptance for an alternative must be obtained from

SAFETY CODE

1.First aid appliances including adequate supply of sterilized dressing and cotton wool shall be keptin
a readily accessible place.

2.An injured person shall be taken to a public hospital without loss of time, in cases where the injury
necessitates hospitalization.

3.Suitable and strong scaffolds should be provided for workmen for all works that cannot safely be
done from the ground/floor.

4.No portable single ladder shall be over 8 meters in length. The width between the side rails shall
not be less than 30 cm. (Clear) and the distance between two adjacent rungs shall not be more than
30 cm.

5. When a ladder is used an extra mazdoor shall be engaged for holding ladder.

6.The excavated material shall not be placed within 1.5 metres of the edge of the trench or half of
the depth of trenches whichever is more. All trenches and excavations shall be provided with
necessary fencing and lighting.

7.Every opening in the floor of a building or in a working platform be provided with suitable means to
prevent the fall of persons or materials by providing suitable fencing or railing whose minimum
height shall be one metre.

8.No floor, roof or other part of the structure shall be so overloaded with debris or materials as to
render it unsafe.

9.Workers employed on mixing and handling material such as asphalt, cement mortar or concrete
and lime mortar shall be provided with protective footwear and rubber hand-gloves.

10. Those engaged in welding works shall be provided with welder’s protective eye shields and
gloves.
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11. No product containing lead or lead products shall be used except in the form of paste or
readymade product. (ii) Suitable facemasks should be supplied for use by the workers when the paint
is applied in the form of spray or surface having lead paint dry rubbed and scrapped.

12.  Overalls shall be supplied by the Contractor to the workers and adequate facilities shall be
provided to enable the working staff to wash during the periods of cessation of work.

13. Hoisting machines and tackle used in the works, including their attachments, anchorage and
supports shall be in perfect condition.

14.  The ropes used in hoisting or lowering material or as a means of suspension shall be of durable
quality and adequate strength and free from defects.

15.  Any other safety measure as specified by the manufacturer is to be adopted.

FIRE SAFETY CODE

1. Cutting / drilling machine and other electrically operated equipment’s used at site shall be plugged
into correctly rated electrical outlets.

2. Only ISI marked 3-pin plug and other appliances and equipment’s shall be used.
3. Electrical power cables/wires used shall not have any joints and shall be properly rated.

4. All electrical appliances i.e. welding, drilling, cutting machine etc. shall be safely and securely earthed
to prevent leakage current while in operation.

5. Before commencing the welding work for the first time on any day, the Engineers shall be informed
and only after the site inspection by them, work shall be started.

Two buckets of water and sand shall be kept in an easily accessible area on the site.
Fire extinguishers recommended shall be kept on the site.

Used drums shall be stored in specified store only after closing them properly.

L 0 N o

Personal protective equipment’s such as safety shoes, hand gloves, welder’s mask, ear plug etc.
depending upon the requirement of the work

10. The safety belt shall be provided by the contractor and used by the workmen while working from
height for more than 10’ from Ground level.

11. None of the passages near lift lobby and staircases shall be used for stacking / dumping any kind of
materials/waste.

12. None of the fire extinguishers shall be removed/shifted from its designated location.

13. . Power supply shall be switched off from the mains when equipment is not in use.

14. . Wood-shavings and sawdust generated from the work shall be collected on daily basis, removed
from site and stored at the designated place in proper manner.

15. Any debris generated from the work shall be collected on daily basis, removed from site and stored at
the designated place in proper manner.

16. Battery operated emergency light/torches shall be provided by the contractor to the workmen while
working beyond office hours.
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Jcd s 3HTH $fEAT/ CENTRAL BANK OF INDIA

LIST OF MATERIALS OF APPROVED BRAND AND/OR MANUFACTURE — FURNISHING

1. | Commercial plywood confirming to BIS. Anchor/Archid/Century/Green.
2. | Marine/ water proof plywood confirming to | Anchor/Archid/Century/Green.
relevant BIS

3. | Flush Door confirming to relevant BIS Kutty / Samrat / Garnet / ISI make

4. | Block Board confirming to relevant BIS Anchor / Samrat / Garnet / ISI make

5. | One side Laminated sheet (1 mm thick) Aica/Formica/Greenlam/Eurolam.

6. | One side Laminated sheet (1.5 mm thick) Aica/Formica/Greenlam/Eurolam.

7. | 12 mm thick pre-laminated (on both sides) | NOVAPAN (India) Ltd., or equivalent.

particle board

8. | ACP Al Strong, Superbond, Euro Bond or equivalent.

9. | Soft Board Jolly Board or equivalent.

10.| Veneer Composed veneer / Donear / Garnet or
equivalent.

11.| Veneer — Indian Garnet / Donear / Kit ply or equivalent.

12.| Melamine Finish Wood coat pigmented (2 coats) manufactured by
M/s. MRF Ltd. / Asian Paints — as per
manufacturers specification

13.| Glazing Tata Float / Modi float / Saint Gobain

14.| Glazing (Clear) Modi float / Hindustan / Tata

15.| Mirror Modi float / Tata asahi

16.| Tower bolt Jyoti/ ebco / ISI Mark / Flora or equivalent.

17.| Ball catch ordinary National / ebco / Brass Heavy Duty

18.| Ball catch magnetic Earl Bihari Pvt. Ltd.

19.| Handle Dorset / ebco / ISI marked

20. | Hinges for cupboards — with stainless steel rod | Dorset / ebco / ISI marked

21.| Hinges for cupboards — with stainless steel rod | National / Dorset

22.| Box Hinges Lama Imported

23.| Drawer Guide — Telescopic Efficient / Earl Bihari or equivalent.

24.| Drawer Guide — Regular Earl Bihari Pvt. Ltd. or equivalent.

25.| Keyboard — Indian Earl Bihari Pvt. Ltd. or equivalent.

26.| Keyboard — Imported with HDP Ebco / ISl marked

27.| Screws GKW or equivalent

28.| Lock for drawers — multi lock Efficient / dorset / godrej

29.| Lock — for cupboards Godrej / dorset

30. | Door Lock — Cylindrical lock YELE / Union / Godrej / dorset

31.| Door Lock — Mortise Godrej / dorset

32.| Night latch Godrej / Yele / dorset

33.| Door Closure Garnish / Hyper / Everlite

34. | Floor Spring Everite/ Garnish

35.| Door stopper Earl Bihari Pvt. Ltd. or equivalent.

36.| Aluminium Section NALCO / HINDALCO / JINDAL

37.| Adhesive for wood Fevicol / Vamicol

38.| Rubberized adhesive SR 998 or SR Express of M/s. Pedilite Industries.

39.| Acrylic sheet Imported
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40. | Asbestos cement sheet Everest

41.| False Ceiling Sections India Gypsum Ltd.

42.| Plaster of Paris Approved quality

43.| Marble First quality with uniform texture without any
crack.

44.| Cement Larsen & Tubro / ACC - 53 grade or high.

45. | Cement for fixing tiles as dado Larsen & Tubro / ACC - 43 grade.

46. | White cement Birla white

47.| Steel for reinforcement TATA/SAIL conforming to BIS specification.

48.| Water proofing compounds Roffe/ Cica / Krishna Chemicals / Sunanda Perma
quick.

49. | Vitrified Tiles Kajaria Make (AGCNL- K6211) /same shade
matching in Nitco, Johnson Company )

50.| Ceramic tiles Kajaria/ NITCO/Johnson/Somani / City tile.

51.| Sanitary fittings As Per BOQ Specifications

52.| Water supply fixtures Jaguar continental series / Essco

53.| Cl Pipe & fittings — LA Class Bangal iron Corporation / NICO / BIC

54.| Gl Pipe — C Class TATA/ zenith

55.| Stoneware pipe — Grade A Dalmia

56.| Cement pipe Everest

57.| PVC Pipe & fittings Prince/ Tribore

58.| Gate valve Leader

59. | Pipe fittings R Brand or equivalent

60. | Colour pigment Roffe Compound

61.| Toilet Seat cover Commander / Patel

62.| Toilet — Accessories Jaguar continental series

63. | Liquid Soap Container ASCON Engineers

64.| Hand dryer ASCON Engineers

65.| Paint Nerolac/ Asian/ Berger / ICl

66.| Sealant Silicon — Dow Corning 995
Polysulphide — Pedilite Industries

NOTE: -

e Wherever more than one make is indicated, the contractor should use the material indicated
first. Bank will permit to use the material indicated 2™ and hereafter only if the material
indicated 1* is not available and / or the same is not suitable (colour, size, shape, texture) as per
the site condition.

e In case the tenderer wishes to verify the detailed specification of materials, workmanship etc.
the same may be verified from the office of Bank before submission of the tender.

e  Whether a product is equivalent or not, will be decided by the Engineer-in-Charge only.

(The above are the general specification should be read in conjunction with bill of quantities. The
bill of quantities may be taken as the basis for the work to be executed. In case of any discrepancy in
the specification and the bill of quantities, the bill of quantities may be taken as final in case the
contractor should check up with the engineer in charge whose decision will be final.)
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