
THE REGIONAL MANAGER
REGIONAL OFFICE RANCHI
CENTRAL BANK OF INDIA

Dear Sir

Interior Fumishing & Electrical Work of
Office Ranchi

Sukhdev Nagar Branch, Under Regional

with reference to the tender invited by central Bank oflndia for the captioned subject work:

l. I / we the undersigned have carefully gone through render documents comprising of the
tender form, Notice of render, Scope of work, Specifications, terms and conditions etc. &
BOQ and clearly understood the scope ofwork after visiting the site,

2. I/We hereby offer to execute the works specified in the said Memoraldunr within the time
specified, at the rates mentioned in the financiau BoQ and in accordance with all respects
ol the tender and with such materials as are provided for, by and in all other respeirs in
accordance with such conditions so far as they may be applicable.

3. I i we do here by undertake to execute and complete the whole or part of the work (as
desired by you) at the respective rates quoted considering the work has to be executed
after office hours and on holidays and Sundays.

4. I/We have submitted Bid security declaration form in place of EMD enclosed with this
tender document as annexure-I.

5. I/We do hereby agree that EMD sum shall be forfeited, in the evenr of accepting my/our
tender & I/We fail to start the work under the Contract, fail to respond to the issued work
order within stipulated time period & execute the Contract documents, when call upon to
do so.

6. I / we further agree to complete the work included in the said schedule of quantities within
2l days from the date of commencement. Date of commencement shall be either one-week
from the date, the acceptance letter is issued to the contractor or day on which the
contractor is instructed to take possession of site, whichever is earlier.

7. I / \{e agree to pay Govemment, GST, General and Sales Tax (State and Central), Excise
etc. for insurance and all other taxes including works contract extra, turnover tax etc. as
prevailing from time to time, on such items for whom same is to be levies, and the rates
quoted by me / us are inclusive of the same.

i\IE]\{OITANDUN{''

B. FORM OF TENDER



Description of work: Tender for interior Furnishing & Erectrical work of sukhdev NagarBranch, Under Regional Office Ranchi
Time allowed for compretion: 2rdays from the date of commencement which sha be eitherone-week, from the date of issue of work order to the contractor o. auy on *niln-- tn"Contractor will take possession of site whichever is earlier.

we understand that trre time for compretion shown above sha[ be reckoned from the date ofcommencement of the work.

Should this 
^terder 

be accepted, VWe hereb I the term andconditions ofthe tender annexed hereto so far default thereof,to forfeit the EMD and pay to the Central B ned in the said
tender conditions.

Our Bankers are:
i)

The names of partners of our firm are:
i)

Name of the partner of the firm
Authorized to sign:

OR

Name or person having Power of Attorney to sign the contract

(Certified copy ofthe Power of

Attorney should be attached):

Yours faithfully.

Sipature of Tenderer

Stamp



C: APPENI)IX: TIM E SCHEDULE

Period of Completion 2 I (ln Words)
Sundays

days including holidays,

2 ility Period (DLp)Defects Liab 12 (Twelrr) months
Completion of rvork

from the date of

Date of Commencement As per the work order

.+ dated Damages for DelayLiqui As per the work order

5 Period of final measurement 3 5(ln Words) days.

6 ue of uork for Interim CertificateVal
(RA bill)

Rs.5.0 Lacs (Five Lacs)Minimum of

7 of honoring interim CertificatePeriod Total 15 working days.
Architect to certify and
days for Bant to make p

7 working days for
another 7 working

ayment.

8 honoring Final Certifi catePeriod of 30 (Thirty) working Days.

9 Retention Money 5% of Interim Bill amount subject to the
of the total securice il d srt

l0 Total Securi rt um /o fo to tal tender an]0 untl IIco ttrac oam untII Performance Security Deposit ue of work to be submitted
belore commencement of work. The
amount will be adjusted with EMD
submitted. Same will be refunded after

n certificate by
Contractor may
Bank Guaraatee

for the same amount or DD in favour of

10 oh of va1

Central Bank of Iadia le at Ranchi.
t2 Earnest Money Deposit Not Applicable.
l3 Tender validity period 90 davs
l4 Validi of Rates uoted Minimum od of 06 months

SIGNATURX OF TI{E CONTRACTOR.

1



D.INSTRUCTIONS FOR CONTRACTOR

l. The details of work to be carried out & its scope are given in the specifications & Bill of
Quantity, which also indicate a brief description oi the project where work is to be
executed. The contractors are advised to study the same 

"*.fuuy before tendering and
they shall be deemed to have fully acquainlsd themselves with the same.

2. The Contractors in their own interest are advised to inspect and examine the site and its
sunoundings and satisfy themselves before submitting their tenders in respect of the site
conditions including but not restricting to the following which may influence or affect the
work or cost thereof under the contract.

3. site conditions including access to the site, existing and required roads and other means of
transport/communication for use by him il connection with the work.

4' Requirement and availability of land and other facilities for his enabling works, stores and
workshops etc.

5. Ground conditions including those bearing upon transportation, disposal, handling and
storage of material required for the work or obtained their form.

6' Source and extend of availability of suitable materials including water etc. and labor
(skilled and unskilled), required for work and Laws & Regulations goveming their use and
employment.

7. Geological, meteorological, topographical and other general figures of the site and its
sunoundings as are pertaining to and needed for the performance ofthe work.

8. The limit and extent of surface and sub surface water to be encountered during the
performance of the work, the requirement of drainage and pumping.

9. The type of equipment and facilities needed preliminary for and in the perfonnance ofthe
work, and for successful completion of work.

10. All other information pertaining to and needed for the work including information as to
the risks, contingencies and other circumstances which may influence or affect the work or
the cost thereof under this contract.

ll. The Contractors should note the information, if any, regards to the site and local
conditions, as contained in these tender documents has been given merely to assist the
Conlractors and is not warranted to be complete.

12. The Contractors should note and bear in mind that the BANK shall bear no responsibility
for the lack of acquaintance of the site and other conditions or any information relating
thereto, on their part. The consequences ofthe lack ofany knowledge, as aforesaid, on the
part of the Contractors shall be at their risk and cost and no charges or claims whatsoever
consequent upon the lack of any information, knowledge or understanding shall be
entertained or payable by the Bank.



13.

l rl.

Immediately on
prior to the date
in writing any te
desired. If consi Bank reserves the right to issue addendum(s) /amendment(s) ations/schedules of aliContracto., U"fo." tn" )it"ofsubmission. tender shall be deemed to cover the effect oisuctraddendum(s)i such addendum(s)/ amendment(;tilr;Cil,
the contractors sha be submitted along with the teniers. It sha[ ie part oi t"nd..
oocument.

The Tender should be submitted in the prescribed form and the same shourd be signed aslaid down here under:

a' If the Tender is submitted by an individual, it shal be signed by the proprietor with hisfull name and full name of his firm with its curent business address.

b' If the Tender is submitted by proprietary Iirm, it sha[ be signed by the proprietor with
his full name and full name of his firm with its cunent businiss adiress.'

c. If the Tender is submined by a firm in partnership, it shall be signed for and on behalf
of the firm by all the parrnen of the firm about iheir full names and current business
address, or by a partner holding the power of attomey by the firm ro, signinj itre
tender, in which case. a certified copy of the partnership deed and cunent"business
address of all the partners ofthe Iirm shall also accompany the tender.

i5. All witnesses and sureties (if any) shall be person of status and their full names,
occupations and address shall be stated below their signature. All signatures affixed
on each page in the tender will be dated.

16. The Earnest Money deposit without any interest will be retumed to the unsuccessful
Contractors only after Validity period / award of work.

17. The contractors should quote for all the items of work as given in Bill of euantities.
The rates shall be written both in words and in figures. Contactor shall also ihow cost
of each item in total of each sub head and the grand total of the whole contact.
corrections, if any shall be made by crossing out initialing dating and rewriting.

18. The acceptance of a tender will rest with the Bank, which does not bind itself to
accept the lowest tender, and reserves to itself the authority to reject any or all of the
tenders received without the assignments of any reasons. All tenders in which any of
the prescribed conditions are not fulfilled or are incomplete, in any respect are liable
to be rejected.

19. All item rates shall be quoted on the proper form ofthe tender alone.

20. contractors are strictly prohibited for any voluntary rebate/discount on the total
amount quoted in BoQ. The Price Bid shall be filled strictly as per fomrat provided
by Bank. contractor shall not modifu/add/delete any of the matter of thi tender
including Price Bid. Any such aforesaid changes will lead to rejection of bid.



21. On acceptance of tender, the name of the accredited representative (s) of theContractor who would be responsible for taking i;r1;;;-ti*r;;;il;; )il;,.",shall be comrnunicated to the Bank i Architect.'

22. Special care shall be taken to wdte the

by the words 'only, it should
rates in the bill ofquantities,

written in the next rine. rf rate quoted in words and r#l"HirT3,L:H''"::t,l:
rate quoted in words will only be considered. If theri is mathematical 

"..oi 
*rr 

"quoting 
-amount 

for any item, then amo,nt will be corrected by considering ratequoted. If any mathematicar error is noticed in the total of Boe, then .u-" Grii"corrected and L1 will be finalized.

23. The Bank does not bind itserfto accept the lowest tender but it may accept any tenderand reserves to itserf the. right of aciepting the whole or any part of tender and theContractor shall be bound to perform thi saite at the rates quoted.

24. The Bank also reserves th1 right to accept the tender in fulr or in parts and that thecontractor shall have no claim for revision ofrates or other conditions ir,t","ral, i.accepted in parts.

25' The tender for work sharl remain open for acceptance for a period of90 days from thedate of opening of Envelope no. i of the tenders. If any, contractor withdraws his
tender before the said period, then the Bank shall be at iib".ty to forfe;t his EamestMoney Deposit. The Eamest Money Deposit of the contractor whose t"ra.i-i.
accepted sharl be forfeited in f,ll in case hi does not start the work by m" ,tipri"t.a
date mentioned in the award letter. In such case, Bank w l a.l"-p*"i 

-,r.t
contractor for pan- India.

26' It will be obligatory on the part of the contractor to tender and sign the tender
documents for aI the component parts an r that after the work is awardedl he wilr have
to enter into an agreement for each component with the competent urrrr"ri v "i^s'"rk.'

27. Thc'Notice Inviting Tender" and this "Instructions for contractors,, shall form part of
the Tender Documents.
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E. GENERAL CONDITIONS OF CONTRACT

Except where provided for in the description of the individual Items in the schedule ofquantities and in the specification and under the direction of Bank/Architect.

I. SCOPE OFWORK
Execution of civil works of Sukhdev Nagar, Under Regional office Ranchi, which
includes furniture work, instar.lation of iooden and glls partitions, *ortrtuti.nr,
Electrical cabling, data cabling works as per detailed speclfication stated in Boe.iprice
Bid).

INTERPRETATION
In constructing these conditions, the specifications, the schedule of quantities, quotation
and Agreement, the following words shal have the meaning t.."in ur.igr"a'to th";
except where the subject or context otherwise requires.

CLIENT/ BANK
The term client/Bank shall denote Central Banli of Indi4 Regional office Ranchi and
any of its employee's representative authorized on their behalf.

ARCHITECTS
The term Architects shall denote to be the Architect for the purpose of this contract such
person as the Bank shall nominate for the purpose and the iame will be conveyed to the
Contractor upon successful acceptance often ir.

.J

4

5. CONTRACTOR
The term Contractor shall mean

(Name and Address of the contractor and his/their legar representative, assign and
successors.)

6, SITE



7

The site shall mean where the works are to be executed and as shown in layout plan asmentioned in quotation document elsewhere.

DRAWINGS
The works is to be carried out in accordance with drawings, specifications the schedule

may be supplied or any other instructions.
execution of the work.
her with a copy of schedule of quantities

schedule ofquantities whenever necessary. 
shall be given access to such drawings or

In case any detailed drawings/" Farma" are necessary contractor shalr prepare detaireddrawingsl' Farma" and / or dimensional sketches the.e for hare it confirm"d br-;;
Bank /Architect prior taking up the work.

ers occurring drawings,
tions at least 7 working
n so that the Bank may

"The works" shall mean the work to be executed or done under this contract.

"Act of Insolvency" shall mean the presidency town rnsolvency Act or in provincial Act
or any amending status.

ll

I1l.

lv.

8
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10. "The Bill of Quantities" is schedule of quantities shall mean the bill of quantities as
specified and forming part of this contract.

I I . "Priced Bill of quantities" shall mean the Bill of quantities duly priced with the accepted
quoted rates of the contractors.

I2. SCOPE:
i. The work consists of Interior/fumishing in accordalce with the ..drawings', 

and bill of
quantities. The civil, electrical, sanitary plumbing, Interior/ fumishing woiks etc, within
the scope of this tender. It includes fumishing a materiars, 

'iabour, 
toors and

management necessary for and incidental to the construction and completion of work
during its progress and upon compretion, sha confirm to the rines, erevation and
grades as shown on the drawings fi.'nished by the Bank / Architect. Should any details
essential for efficient comp.letion of the work be omitted from the drawings and
specifications it shall be the responsibiliry of the Contractor to inforir the
Bank/Architect and to furnish and install such detail with the Bank /Architect,s
concurrence, so that upon completion of the proposed work the same will be acceptable
and ready for use.

ii. Banl</Architects may in their absolute discretion issue further drawings and /or written
instructions. details, directions, and explanations which are herearfter collectively,
referred to us "the Bank /Architect,s inst uctions" in regard to:

iii. The variation or modifications of the design quality or works or the additions or
omission or substitution ofany work.

iv. Any discrepancy in tlre drar*'ings or between the schedule ifquantities and/or drawings
and/or specification.

v. The removal from the site of any defective materials brought thereon by the contractor
and the substitution ofany other material thereof.



vi. The denolition removal and /or re execution ofany work executed by the contractor/s.vii. The dismissal from employed thereupon.viii. The opening up for
ix. The rectification an efects under clauses herein after mentioned

and those arising during the maintenance period (retention period).

13. CONTRACTOR SHALL VISIT TIIE SITEIntending te and works himself thoroughly acquainted withthe local requirement of the works, 6"iiiti"r' oi t.*sportconditions ls, access and storage fo, ,"ut..iui. *jr..l""f "frubbish. T in their quotation fir cost 
"f ""*i^g", 

i[ighiana
other charges as also for any special difficulties and including potic" ."""t i"ti8ns ro.
transport etc. for proper execution of the work as indicateJ in the drawings. 

-The

successfill contractor will not be entailed to any claim of compensation for difFrculties
faced or losses incurred on account of the Bank or the Architect.

14. Tender document
i. The entire set oftender papers issued to the Contractor should be submitted full priced

including stamp & signed on a[ the pages which will indicate the acceptance of
tender papers by the contractor. If any page is not stamp and signed wiich wilindi conditions and bid wilibe sumriarily rejected.ii. The led in figures and words.

iii. The in English Figure.
iv. Amount column to be filled in for each item and the amount for each sub head as

detailed in the "Bill of euantities',.
v. All corrections are to be initiated. (ln case of any errors/ omission in tlre quoted

rates,)
vi. Only one rate should be quoted for each item(s).
vii. No modifications, writing or corrections can be made in the price Bid by the

Contractor.
viii. The Bank reserves the right to reject the lowest or any offer and also to discharges any

or all offers for each section or to split up and distributed any item of work to;y firm
or fims, without assigning any reason.

ix. The Contractor should note that the tender is strictly on the item rate basis and their
attention is drawn to the fact that the rates for each ald every item should be conect,
w-ork able and self-supporting. lf ca[ed upon by the Bank /Aichitect, detailed analysis
of all the rates shall be submitted by the contractor. The Bank /Architect shall noi be
bound to recognize the contractor,s analysis.

x' The works will be paid for as "measures work" on the basis of actual work done and
not as "lump sum" contractor.

xi. All items of work described in the bill of quantities are to be deemed and paid as
complete works in all respects and details including preparatory and finishing works
involved, directly related to and reasonably detectable from the dr-awings.
specifications bill of quantities and no furrher exha charges will be allowed in tiris
connection. In case of lump sum charges in the quotation in respect of any item of
works, the payment of such items of work will be made for the aitual *ork doo. o,
the basis of lump charges as will be assessed to be payable by the Bank /Architect.

xii' The Bank has power to add to, omit from any work as shown in the drawings or
described in specifications or included in the bill of quantities and intimate the iame
in writing but no addition, omission or variation shall be made by the contractor
without authorization from the Bank. No variation shall vitiate the contractor.



I5. AGREEMENT
The successlul contractor may be required to sign agreement as may be drawn up to suit
local conditions and shall pay for all stamps and-legai expenses thereto.

16. PERMITS AND LICENCES
i. Permits and licenses for release of materials which are under Govemment control will

be a*anged by the contractor. The Bank will render necessary assistance, sign any form
or applications that may be necessary.

ii. It may be clearly understood that no compensation or addition charges can be claimed
by the contractor for non-receipt of controlled materials in due timJon this account o.
according to his own requirements.

lu. adequate for taking
se under government

iv.
thefts or misuse of controlled ma,",,u,, ,n0,,3t31,1:Hj'fi#::-T::;',..',"*"', 

actions for

17. GOVERNMENT AND LOCAL RULES
The contracror shall confirm to the provisiotrs of all local Bye Laws and Acts relating to
the Regulations etc. of the Govemment and Local AuthoritLs and of any.o.p*y *itt
whose system the structure is proposed to be connected. The contractor strail give at

elaws etc. and pay all fees payable
involved. The cost, if any shall be

ed rates, taking into account all liabitities for
and restorations etc. and shall indemni$ the

Bank /Architect against such liabilities and shall defend all actions ftom such claims or
liabilities.

18. TA)(ES AND DUTIES
The Contractor must include in their quotation prices quoted for all duties, royalties etc.
but only GSI'should be charged separately as applicabie. No extra claim on this account
will, in any case, be entertained.

19. OTHER PERSONS ENGAGED BY THE BANK
The Bank reserves the right to execute any part of rvork included in this contract or any
work which is not included in this contract by other agency or persons and contractor
shall all responsible facilities for the execution of such work. The main contractor shall
extend all cooperation in this regard.

20. RETENTION MONEY/ SECURITY DEPOSIT
i. Retention money shall be deducted from progressive running bill ofthe gross value of

each running bill. The total security deposit will be retained -on"y io, the defect
liability period.

ii. The retention money i.e., the total security deposit will be refunded to the contracror
15 days after the end of defect liability period provided, he has satisfactorily canied
out all the work and attended to all defects in accordance with the condltions of
contract. No interest is allowed on retention money. If contractor doesn't show



willingness nor he rectifies the noticed defects then bank may get the said defectsrectified from other agencies at risk t cost ofthe said contractors.

21 . CONTRACTOR TO PRO},IDE EVERYTIIING IIECESSARY:i. The contractor shall provide
according to the intent and
specifications taken together whether
and if the contractor finds any dis
be responsible for the be expenses
water obtained from elsewhere.

ii. The rates quoted against individual items will be inclusive of everything necessary toI against individual items will be inclusive of
said items of work within the contemplation of

t"J;ff"ll^*t will be auowed for specific

iii. The contractor shall supply, fix and m
work, all tools, tackles machineries
scaffolding staging, plarking, timberin
watching, and lighting by night as
execution and protection of the said
safefy of any adjacent roads, streets
matters, and things and the contractor
centering, scaffolding, planking, timbe
required or when ordered so to do and shall fulry reinstate and make good afl matters
and things disturbed during the execution of works to the satisfactioi of the Bank /Architsct.

iv. The contractor shafl at a times gives access to works empioyed by the Bank or any
men employed on the buiiding and to provide such parties with p.op., ,,rrii.i"rt *aif required, speciar scaffording, special hoists and radd".. *a p-uJ. tt 

"m 
*itt

make any holes, grooves etc. in any work, where
required to enable such work to lay or fix pipes,
tc. The quoted rates of the Contractor shall include
ent works.

22' TIME oF COMPLETION, EXTENTI0N oF THE TIME AND pRocRESSrvE
CHART
TIME oF coMpLETIoN: The entire work is to be completed ia alr respects within

ified. The work shall deem to be commenced withi; 3 working
of work order. Time is the essence of the contractor and sha,
the Contractor. The work shali not be considered as complete

until the Bank/ Architect has certified in writing that this has been 
"o-pt"i"J *i tn"

Defects liability Period sha commence from &e-date of such certificate.

23. EXTENSION OF TIME:
If in the opinion of trre Ba:rk /Architects the works be delayed (a) by reason of any

exceptionally inclement weather or (b) by reason of instructions 
'from 

the gaok in
consequence of proceedings taken or threatened by or disputes, with a joining or



neighboring client/ Banks or (c) by the works, or delay, ofother contractors or tradesmanengaged or nominated by the Banr and ot referrei to in the specification o, 
-iol 

uy
or (e) by reason of any combinations of

any of the building trades or (f) from other
f the time allowed for the contriit shall make

the Bank railing to give possession 
"r"" ffirfilX1n':;:'ffi,#il"j"ff#l;11trJ:f

completion sha be extended suitably. In case ofsuch strikes or rock outs ,. -" *il."ato above' the contractor shall, immediately give the Bank to proceed with the wor-ks andon his doings so that it wilr be ground of to-nsideration by the Bank ," f.".*J Jt ,rr"works and on his doings so that it will be ground of consideration of the Bank for an
decision of the Bank as to the period to be

etion hereunder (which decision shall be frnal
omulgated at the conclusion of such stdke or

and declare the nnal comprerion date..I.,"pil1.i",1#ir:ffi::il"ii-"3'sTti::;Hl;
payment of liquidared damaged shar, in *"h ;;;; ;" read and constructed as if theextended date flxed by the Bank were substituted for and the damage shal be deJucted
accordingly.

24 PROGR-ESS of,'woRK: Dr.*ing the period of work execution of work the contractor
shall maintain proportionate progress on the basis of a program chart approved by theBank/Architect immediately before comrrencement of work.

25. PENALTY/ LIQUIDATED DAMAGES
Should the work be not completed to the satisfaction of the bank/ Architect within the
stipulated period, the contractor shall be bound to pay to the bank a sum calcurated as
0.157o of tender amount/contract amou
of l0%o of the accepted contracted s
addition to the above-mentioned penal
on missing mile stones. This mile stone
value) per day. The mile stones for penaity w r be as per project schedule issued and
agreed by the contractor before starting the project.

26' TooLS' sroRAGE oF MATERTALS, PROTECTTVE woRKs AND srrE
OFFICE REQUIRXMENTS.
i. The contractor's representative and staffshall be available at site all reasonable hours

to receive instruction notices or communications.
ii. All drawings maintained on the site are to be carefirlry mounted on boards of

appropriate size.
iii The contractor shall provide at his own cost provide all artificial light required for the

work and to enable other contractors to complete the work within siecified time.iv. The contractor shall or advertisemeni of any Jo".iption
or permit the same upon any boardiag, guot y uuiiaiog
structure other than t

27. PROTECTI\,'E MEAST'RES
i. The contractor from time to time of being placed in possession of the site must

suitable arrangements for watching, lighting, and protecting the work, the site anJ tne
surrounding property by day by night on Sunday and other holiday at hi, oro 

"oJ



ii. contractor shall indemnifiz the. Bank/Architect against all possibre damaged to thebuilding, roads, or members of the pubric in course-of execution of the work.

iii' The carpenters sharr provide necessary temporary encrosures, gates, entrance etc. for
and for alterhg and adopting the same as mav be
tion of the works and making good all works

The carpenters and the supervisors on the works shall carry with them arways one
a spirit level, a plumb

se any or all measuring
for checking the works

The contractor should cover in his rate for making provisions for alr reasonable
facilities for the use of his scaffolding, tools and pliri etc. by other 

"ort 
u.to^ io.

their work.

lv

28. NOTICE A}ID PATIENTS O['APPROPRIATE AUTHORITY AND OWNERSi. visions of any Acts of the Legislature relating
Bye Laws of the any authorities, and / or any
and /or authorities with whose systems the
ection and shall before making any variation

from the drawings or specifications that may be associated to so coifirm, grr. tn"
Bank /Architect written notices specify ng the variatio,s proposed to be maie"and the
reasons for making them and appry for instructions there on. The Bank/ Architect on
the receipt of such intimation shalr give a decision within a reasonable time.

ii.The contractor shall a*ange to give all notices required for by the said Acts,
Regulations Bye laws to be given to any authorities, and to puy .r"h authority or to
the public officer all fees that may be properly chargeable in respect of the work and
lodge the receipts with the Bank.

iii.The contractor shall indemnify the Bank /architect against all claims in respect of
patent rights, royalties, and damages to buildings. roads or members or pubtic in
course of the work and shall defend all actions arising out from such actions. costs
and expenses.

30. ACCESS

29. CONTRACTOR IMMEDIATELY TO REMOVE ALL OFFENSTVE MATTERS.
All soil, filth or other matters of any offensive nature taken out of any trench, sewer,
drain cesspool or other place shall not be deposited on the surface but shall be at once
carted away by the contractor to place provided by him at his own cost.

Any authorized representative of the Bank shali at all reasonable times have fiee access
to the works and/ or the workshop, factories or other place where materials are being
prepared or malufactured constructed for the work and also to any place where thl
materials are lying or from where they are being obtained, and the contiactor shall give
facility to the client / Bank or their representative necessary for the furspection Ld
examination and the test materials and workmanship. Except the rep.esentatire of the
Bank /Architect no person shall be allowed at any time without the written permission of
the Bank.



3I MATERTALS WORKMANSHTP, SAMPLES, MocK-up oF rrEMs, TESTING
OF MATERIALS.

.

lu.

1V.

VI

All the works specified and provide for in the specifications or which may be required
to be done in order to perform and comprete any part thereof shalr be executed in the
best and most workmanlike maRner with materiili of the best and approved quality of
the respective kinds in accordance with the respective kinds in accoid-ing to ,u.t oit .,
additional particulars contained in and implied by the specificafions and as
represented by drawings or according to such other additional particutars anJ
instructions as may from time to time be given the Bank /Archiiect ard.g tfre
execution of the work and to his entire satisfaction.
If required by the Bank / Architect the controctors shal have to carry out tests on
the mderi s etc. and workmanship in approved materiars testing tobiratories or as
prescribed by the Buk /Archilect at his owrt cost to prove that the materials etc.
under lest confirms to the rerevant rs stantrards or as speciJied in the speciJications.
Tlrc necessary changes for transporting testing etc. siati haue to be'borhe by ihe
controctor. No ettra payment on this account strould irt any case be entertainetl,
Contractor at his own cost shoultl erect mock- up of items suggested./ requested by
client /Architect during execution of work and aiso modify as per client )Archirecis
instructiotr. Antt only after linatization of the mock-up contractor should eyecute
the work,
All the materials (except where otherwise described) stores and equipment required
for the full performance of the work under the contract must be provided tluough
normal channels and must include charge for import duties, sales tax/ value Addid
Tax. octroi and other charges and must be the best of its kind available and the
contractors must be entirely responsible for the proper and efficient carrying out of the
work. The work must be done in the best workman like manaer. Samplei of all the
materials to be used must be submitted to the Ba:rk/ Architects when io directed bv
the Architects and written approval from the Bank /Architect must be obtained prior
to placement of order.
During the inclement weather the contractor shall suspend concreting and plasterhg,
painting and polishing for such time as the Bank /Architect may direct- and shall
protect from injury all the works when in course of execution. Any damage (during
construction) to any part of the work for any reason due to rain, storm or neglect o1
contractor shall be rectified by the conffactor in an approved manner at no e*t.i cort.
Should the work be suspended by reason rain, strike, lock outs, or any other cause, the
contractor shall take all precautions necessary for the protection of work and at his
own expenses and shall make good any damage arising from any cause, all new work
and supply all temporary doors. protection to windows, and any other requisite
protection for the execution ofthe work whether by himself or special traders nien or
sub-contractor and any damage caused must be made good by the contractor at his
own expenses.

32 CONTRACTOR'S EMPLOYEES
The contractor shall employ technically qualified and competent supervisors for the
works who shall be available throughout the working hours to receive and comply with
instructions of the Bank /Architects. The contractor shall employ ir connection with the
work persons having the appropriate skill or ability to perform efficiently.
No labour below the age of Fourteen years and who is not an rndian National shall
be employed on the work.

-l)



34. No labour supplied by the- contractor to be engaged on the work on day work basis either
wholly or partly under order or control of the-Bank or his representatlu" rfruff U" a-""-"a
to be person employed by the contractor.

35. The contractor shall comply with the provisions of all labour Iegislation including the
requirements of:
i. The Pa).,rnent of wages Act
ii. Bank's Liability Act.
iii. Workman's Compensation Act.
iv. contractor Labour (Regulation & Aborition) Act,1970 and centrar Rursel971v. Apprentices Act 1961
vi. Minimum Wages Act.
vii. Any other Act or enactneent relating thereto and rules framed there under from time to

time.

3 6. The contractor shall keep the Bank saved harmless and indemnified against claims if any
of the workmen and all costs and expenses as may be incurred by the Bank in connection
with any claim that may be made by any workmen.

37. The contractor shall comply at his cost with the order of requirements of any Health
officer of the state or any Local authority or of the Bank regarding the maintenance of
proper environmental sanitation of the area where the contractor's labour are housed or
accommodated, for the prevention of small pox, cholera, plague, typhoid, malaria and
other contagious disease. The contractor shali provide, maintain,- and keep in good
sanitary conditions adequate sanitary accommodation and provide facilitie, ro. 

"p*"
drinking water at all times for the use of men engaged on the works and shall be taken by
the contractors to prevent nuisance of any kind on the workers or the lands a_djoining the
same.

The contractor shall anange to provide first aid treatment to the labour engaged in the
work. He shall within 24 hours of the occturence of any accident at or about ihJ site or in
connection with execution of the works, report such accident to the Bank and also to then
competent authority where such is required by the law.

39. DISMISSAI OF' WORKMEN
The contractor shall on the request of the Bank immediately dismiss from work any
person employed there on by him, who may in the opinion of the Bank be unsuitable or
incompetent or who may misconduct himself. Such discharge shall not be on the basis of
any claim for compensation or damages against the Bank or any of their officer or
employee.

38

40. ASSIGNMENT
The whole of the works included in the contract shall be executed by the contractor and
the contractor shall not directly or indirectly transfer, assign or underlet the contract or
any part, share or interest therein nor shall take a new partner, without written consent of
the Bank and no subletting shall relive the conftactor from the full and entfue
responsibility of the contract or from active supertendence of the work during their
progless.



41. DAMAGE TO PERSONS AND PROPERTY DAMAGE INSURANCE ETC.i The contractor shalr be responsible for aI injury to the work *o.t,,.r, Ll".rorr,animals or thins and for alr damages to thl itructural and./or a"""r"tir"ffi 
"rproperry which may arise from the operations or neglect of himself o. ufy ,ru_contractor or of any of his or a sub confactor,s employees. Whethe^o.t ioi,,r* o,damage arise from carelessness,. accident o. *y o,ir"r'.u*. ;h;i;;;;; ,iii"",

connected with carrying out of this contract.ii' The clause shal be held to include inter aria, any any damage to buildings whether
immediately adjacent to or otherwise rd -y damage to roaJs, street's r#,0",rr" *
ways as well as damages gayed to the bu dings and the works io.-ing tt . ,ii:""", 

"rthis contract by rain, wind, other inclemenlcy of l eather. The c-ontractor' shallindemnifi the Bank and hold hamrress in respeci of alr and -y ""p"^.. u.i.iru rro-
such injury or damage i ny acts of compensation or damages"Con*qr".i 

"p"i ,r"f,claim.
iii. The contractor shall reinstate all damage of every sort mentioned in this clause, so as

to deliver the whole of the contract. works comprete and perfect in every .".p""i *a
so as to make good or otherwise satisfy alr claims for damages to tir" prop"rty-o, irri.a
parties.

iv. The contuactor shall affect the insurance necessary and indemnify the Bank entirely
from all responsibility in this respect. The hsurance must be ptac.o witr u 

"o-furyapproved by the Bank and must be affected jointly in the narne of the contractor' and
the Bank and the policy rodged with the ratter. The scope of insurance is to incrude
damage or loss to the conffact itself till this is made over in complete state Insurance
is compulsory and must be affected from very initial stage. The contractor shal li:r
any rhing, which may exclude from damage to any propefy arising out incidents,
negligence of defective carrying out ofthis contract.

v. The Bank shall be at liberty and 9is hereby empowered to deduct the amou,t of any
damages, compensation, 

.costs, charges and expenses arising or accruing from or in
respect of any such claim or damages from any sums due or to belome to the
contractor.

42. INSURANCE
i. unless otherwise instructed the contractor shall insure the works and keep them

insured until the virtual completion of the contract against loss or damage by fue and
/or earthquake, flood. The insurance must be praced with a company apiroved by the
Bank, in the joint names of the Bank and the contractor for contract ium. tre.loint
name of insurance policy shall have Bank's name first and then contractors.ii. The contractor shall deposit then policy ad receipt for premiums paid with employee
within 7 days from the date of issue of work order unless otherwise instructed in
default of the contractor insuring to provide above, the Bank on his behalf mav so
insure and may deducted the premium paid any money due or which may become due
to the contractor. The contractor shall as soon as the claim under the policy is settled
or then work reinstalled by the insurance company shoutd they elect tL do o, proceed
with due diligence with the completion of the works in the same marurer as though the
fire has not occurred and in all respect under the conditions of the contractl rhe
contractor in case of rebinding or reinstating after fue shall be entitled to extension of
time for completion as the Bank may deem fit.

43. ACCOUNTS RECEIPTS AND VOUCIIERS



The said

44. DEFECTS AF'TER COMPLETION
The contractor shall make good at his of the Bank alldefects, shrinkage, settlements or other
completion of the work. In default the B 12 months after

enses consequenr thereon or,r:rt [iliff.'.:i:
or and such damages, loss and expenses
may be deducted by the Bank in lies of

recoverrhatbarancenomrh"""ii.#;.T:*."lf Hn",H",TT:Til.:,.T jfr :T;llTby the Bank together with any expenses the Bank may have incurred in connection
therewith.

45, CONCEALEDWORK

aay work is to be
ling, concealed in
, in order that the

ensions taken before such burial in defaultwhereof the same sha, at the opinion of the Bank/ Architect u" "rin* "p"""a "p 
t,measurement at the contactm's cost and no payment may be made for such materials.Should any dispute or differences a.ise after the execution of any work as to

hecked, the
contractor.
it shall be

46. SUSPENSION
i If the contractor except on account of any regal restraints upon the Bank preventing

the contimrance of the work or in the opinion of the sank rrr"rr ,"gr*i". i" t"proceed with due diligence in the performance of his part ofthe contraEi or iirr" rrrull
more
to the
with r

ii. After
from
materials to subsist from the date of suc
been compired with. If the contractor fails to start work within seven days after such
notice shall have been given to proceed with the works as therein prescribed, ,rr" gurk
may proceed as provided in the following clause No.46. (Termination or Cort *t uy
Bank)

47. TERMINATION OF CONTRACT BY THE BANK:



a' TERMINATION oF CONTRACT oN DEATH oF coNTRACToR without
prejudice to any of contracl
Zonal Manager (at r (Corpo
have the option oft compens

b. Subject to other provisions contained
Deputy General Manager (Corporate S
other rights or remedy against the

for damages and / or
he date of completion has or has not elapsed. by notice in
ne the contract in any of the following cases:i) If the contractor having been given.by the Bank's Engineei at Ho/Deputy Regio,ar

Manager a notice in writing to rectifu, reconstruct orieprace any defective *J.t o,that the work is being performed in an inefficient or othenvise improper or
unworkman like manner shall omit to co nply with the requirement of such noiice for
a period of seven days thereafter; or

ii) If the contractor has, without reasonable cause, suspended the progress of the work or
has failed to proceed with the work with due diligence so thit in ttre opinion of the
Bank's Engineer at Ho/Deputy Regional Manageilwhich shafl be final and binding)
he will be unable to secure completion of the work by the date ro. .ompt.tio, -acontinues to do so after a notice in writins ofseven days from the Bank,s bngin".. ut
HO/Deputy Regional Manager; or

iii) If the contractor fails to complete the work within the stipulated date or items of work
with individual date of completion, if any stipulated, on or before such date(s) ofcompletio m within the period specifred in a notice given
in writing Engineer at HO/Depuiy Regional Managei o,

iv)If the con to carry out his obtigationi under the I"rrt.*t
and / or commits default in complying with any of the terms and conditions of the
contract and does not remedy it or take effective steps to remedy it within 7 days after
a notice in writing is given to him in that behalf by the Bank's E-ngineer at Ho/beputy
Regional Manager; or

v) If the contractor shall offer or give or agree to give to any person in central Bank of
India (cBI) Service or to any other person on his behalf any gift or consideration of
any kind as an inducement or reward for doing or forbearing to do or for having done
or forbome to do any action rclation to the obtaining or exeiution of this or ani othe,
contract for CBI; or

vi)lf the contractor shall enter into a contract with cBI in connection with which
commission has been paid or agreed to be paid by him or to his knowledge, rrnlsss thg
particulars of any such commission and the terms of payment thereJf have been
previously disclosed in writing to the Bank's Engineir at Ho,/Deputy Regional
Manager or

vii) If the contractor shalr obtain a contract with CBI as a resurt of wrong
tendering or other non-bona-fide methods of competitive tendering or commits breach
of Integrity Pact; or

viii)If the contractor being an individual, or if a firm, any partner thereof shall at any time
be adjudged insolvent or have a receiving order or order for administration of his
estate made against him or shall tal(e any proceedings for liquidation or composition
(other than a voluntary liquidation for the purpose of amalgamation or reconstruction)
under any Insolvency Act for the time being in force oi make any conveyance or
assignment of his effects or composition or arrangement for thi benefit of his



creditors or purport so to do. or if any application be made under any Insolvency Act
for the time being in force for the sequestration of his estate or if a trust deed be
executed by him for benefit ofhis creditors; or

ix)If the contractor being a company. shall pass a resolution or the court shall make an
order for the winding up of the company, or a receiver or manager on behalf of the
debenture holders or otherwise shall be appohted or circumstances shall arise which
entitle the Court or debenture holders to appoint a receiver or manager; or

x) If the contractor shall suffer an execution being levied on his goods and allow it to be
continued for a period of2l days, or.

xi)If the contractor assigns, transfers, sublets (engagement of labour on a piece-work
basis or of the labour with materials not to be incorporated in the work. shall not be
deemed to be subletting) or otherwise parts with or attempts to assign, transfer sublet
or otherwise parts with the entire works or any portion thereof without and prior
written approval of the Bank's Engineer at Ho/Deputy Regional Manager. When the
contractor has made himself liable for action under any of the cases aforesaid, the
Bank's Engineer at Ho/Deputy Regional Manager may without prejudice to ary other
right or remedy which shall have accrued or shall accrue hereafter to CBI, by a notice
in writing to cancel the contract as whole or only such items of work in default from
the Contract, the Regional Manager(at Region)/ Deputy General Manager(Corporate
Service at HO) shall have powers: a) To detennine or rescind the contract as aforesaid
in full or part (of which termination or rescission notice in writing to the contractor
under the hand of the Regional Manager(at Region)/ Deputy General
Manager(Corporate Service at Ho)shall be conclusive evidence) and get the same

executed at the risk & cost ofthe contractor. Upon such determination or rescission,
the already retained security deposit recovered under the contract and performance
security deposit shall be liable to be forfeited and used materials, construction plants,
implements, temporary buildings, etc. shall be taken over and shall be absolutely at

the disposal of the CBI. or b) To employ labour and to supply materials to carry out
the work or any part of the work debiting the contractor with the cost of the labour
and the price of the materials of the amount of which cost and price certified by the

ArchitecVBank's Engineer shall be final and conclusive) and/ or c) After giving notice
to tl're contractor to measure up the work ofthe contractor and to take such whole, or
the balance or part thereof as shall be un-executed or delayed with reference to the

General Conditions of Contract clause no. 24.0 andl or relevant clause of Special

Conditions of Contract, out of his hands and to give it to another contractor to

complete.
Any sums in excess of the amounts due to CBI and unsold materials, constructional
plant etc. shall be retumed to the contractor, provided always that if cost or
anticipated cost of completion by BoM of the works or part of the works is less than

the amount which the contractor would have been paid had he completed the works or
part of the works, such benefrt shall not accrue to the contractor.
In the event of anyone or more of the above courses being adopted by the Regional
Manager (at Region)/ Deputy General Manager (Corporate Service at HO) the

contractor shall have no claim to compensation for any loss sustained by him by
reasons of his having purchased or procured any materials or entered into any

engagements or made any advances on account or *"ith a view to the execution of the

work or the performance ofthe contract. And in case action is taken under any ofthe
provision aforesaid the contractor shall not be entitled to recoYer or be paid any sum

for any work thereof or actually performed under this contract unless and until the

Regional Manager (at Region)/ Deputy Ceneral Manager (Corporate Service at HO)



has certified in writing the performance ofsuch work and the value payabre in respect
thereof and he shall only be entitled to be paid the value so certified.

48. ARBIRATION. (ACT: IARC-r996)

ve amicably, by direct
agreement or disputes
ofthe contract.

If after thirty days from the commencement of such negotiations between the
authorized personnel designated by the Bank and the Bidder, ine na* & The Bidder
have been unable disputes amicably, either party may require
that the disputes b n through formai Arbitration. The provision
ofArbitration and shall be applied.

Arbitration proceedings shall be conducted in patna (to be mentioned considering the
place ofexecution). Language ofthe arbitration shall be in English.

All disputes and differences of any kind whatsoever arising out of or in connection
shall be referred to Arbitration sole Arbitrator appointed by the parties by mutual
consent. However, if the parties are not agreeing with the sole arbitrator, the Number
of Arbitrators shall be three. Each party of the dispute being entitled to appoint one
Arbitrator. The two Arbitrators appointed by the parties shall appoint a third arbitrator
who shall act as the chairman of the proceedings. The Award oiihe Arbitrator shall be
Final and binding on the parties.

49. WHER-E TIIERE IS SHORTCOME OF SPECIFICATION FOR ITEM OT,BOQ:

In case ofany class of work over which there is no specification mentioned the same shall
be carried out in accordance with the latest Indian standard specification and as per
standard practice and as a necessary requirement to complete the item/job, subject to the
approval of the consultanvBank. No additional payment will be made for the same.
Bidder shall quote the rate for every item, considering aforesaid requirement.

50. Corrupt & Fraudulent practices

As per central Vigilance commission (cvc) directives, it is required that
Bidders/suppliers/contractors observe the highest standard of ethics during procurement and
execution ofsuch contracts in pursuance ofthis policy:
"Comrpt Practice" means the offering, giving, receiving or soliciting of anything of value to
inlluence the action of an official in the procurement process or in contract execution and
"Fraudulent practice" means a misrepresentation of facts in order to influence a procuement
process or execution of contract to the detriment of BanI< and includes collusive practice
among Bidders ( Prior to or after bid submission) designed to establish bid prices at artificial
non - competitive levels and to deprive the Bank of the benefits of free and open
conlpetition.



The Banks reserves the right to reject a proposal for award if it determines that the bidderrecommended for award has engaged iu comrpt or fraudulent practices in 
"o-p"tiog 

ro. tn.contract in question.

The Bank reserves the right to decrare a firm ineligibre, either indefinitery or for a statedperiod of time, to be awarded a contract if at any timJit determines that tt e t.m has engagedin comrpt or fraudulent practices in competing ftr or in executing the contract.

51 . Force Majeure

ilure to perform its obligations, if the delay or
ond its reasonable control, including but not
olitical instability, epidemic, pandemic, flood,

computer viruses, industriar dispute, ,"0".,*".11"Jr#iffi"*,1fJ;.1'liI*?"J?
the kind listed above, which is not reasonably within the control ofthe affected party.

The contractor agrees to give to other party a fifteen (15) calendar days written notice as soon
as reasonably possible on becoming aware ofan event offorce 6ajeure and such notice shall
contain details of tle circumstances giving rise to the event offorce majeure.
If the event of force majeure continues for a period of more than thirty (30) consecutive days
then the bank may have the option to temrinale the Agreement upon written notice of such
termination to the Bidder/other party.

52. Amalgamation

If the Bank undergoes an amalgamation, take over, consolidation, reconstruction, merger,
charge of ownership etc., this RFp shalr be considered to be assigned to the new entity and
such an act shall not affect the rights and obrigations of the contractor under this RFp.

53. All applicable Laws

This Rtr'P shall be construed and interpreted in accordance with and governed by the laws of
IDdia, and the courts at patna shall have excrusive jurisdiction over matters arising out of or
relating to this RFP.

54. Severability

a Ifany of the provisions of this RFp may be constructed in more than one way, one of
which would render the provision ilregal or otherwise voidabre or enforceable, such
provision shall have the meaning that renders it valid and enforceabie.
In the event any court or other govemment authority shall determine any provisions in
this RFP is no amended so that it is enforceabre to the fullest extent permissible under
the laws and public poricies of the jurisdiction in which enforcement is sought and



affords the parties the same basic rights and obligations and has the same economic
effect as prior to amendment.

In the event that any of the provisions of this RFP shall be found to be void, but
would be valid if some part thereof-was deleted or the scope, period or area of
application were reduced, then such provision shall apply with the deletion of such
words or such reduction of scope, period or area of application as may be required to
nrake such provisions valid and effective, provided however, that on the revocation.
removal or diminution of the law or provisions, as the case may be, by virtue of which
such provisions contained in this RFP were limited as provided hereinabove, the

original provisions would stand renewed and be effective to their original extent, as if
they had not been limited by the law or provisions revoked. Notwithstanding the

limitation of this provision by nay law for the time being in force, the Parties

undertake to, at all times observe and be bound by the spirit ofthis RFP.

55. Solicitation of employees

Both the parties agee not to hire, solicit, or accept solicitation (either directly, indirectly, or

through a third party) for their employees directly involved in this contract during the period

of the contract and one year thereafter, except as the parties may agree on a case-by-case

basis. The parties a$ee that for the period of the contract and one year thereafter, neither

party will cause or permit any of its dkectors or employees who have knowledge of the

agreement to directly or indirectly solicit for employment the key personnel working on the

project contemplated in this proposal except with the written consent ofthe other party. The

above restriction would not apply to either party for hiring such key personnel who (i) initiate

discussions regarding such employment without any direct or indirect solicitation by the other

parry (ii) respond to any public advertisement placed by either party or its affiliates in a

publication of general circulation or (iii) has been terminated by a party prior to the

commencement of the employment discussions with the other party.

1. RATE ONLY ITEMS, EXTRA ITEMS AND QUATITIES EXCEEDING THE

QUOTED QUANTITIES:
For all the above- mentioned items a variation order (regarding specifications, quantities

and rates) signed by the Bank's Representative has to be immediately obtain before

procurement and execution. No palTnents will be entertained without the written variation

order signed by client / Bank. The onus shall be on the contractor to obtain such prior

written variation order from the Bank's Representative.

2. The extra item rates will be derived through the analysis and format for rate analysis

n'ill be- material cost +57" rvastage, 2Y" transport,loading, unloading etc. + Iabour
(30% in case of carpentary work) + paints or other + contractor profitls7o + taxes.

The rate can also be derived from cxisting quoted item rate if extra item is similar or
addition/ deduction to the quoted item in contract.

F. SPECIAL CONDITIONS



5. REFEITINCE DRAWINGS:
The contractor shall maintain on the site one set of all the Drawings issued to him for
reference.

6. TESTING OF INSTALLATIONS:
All installation shall be tested as specified, in the presence olthe archirect. The Contractor
shall also perform all such tests as may be necessary and required by the local authorities
to meet Municipal and other byelaws, regulations in force. The Contractor shall provide all
labour. equipment, and materials etc., required for the perfonnance ofthe tests.

7. SITE INFORMATION:
All information, levels and dimension given in the quotation drawings relating to site
conditions are given in good faith; the contractor shall, however, make his own
independent inquiries and verifu the same. Any claims for extras on account of any
deviations or incorrectness of above referred informatiorr levels etc., shall be considered
as inadmissible.

9. PHOTOGRAPHS:
Besides submitting progress charts, reports, etc., the Contractor shall submit progress
photographs as directed by Bank's representative, every week.

10. PROFESSIONAL INTEGRITY AND TEAM SPIRIT:
It is the intent of Bank that this Project w.ilt be executed in a spirit of teamwork and lull
professional integrity. The Contractor shall fully co- operate with all agencies concemed
to fulfill this objective.

11, QUALITY ASSURANCE AND CONTROL PROGRAMME:
The Contractor shall establish an effective quality control system at the site and implement
the same through an independent team consisting of the Contractor's Representative and
qualified and experienced engineers and technical personnel to enforce quality control on
all items of the Work and the Project at all stages. Any low-quality material/unskilled
workmanship is observed during the work, contractor shall immediately remove such
material and rectify the work.

I2. FIRE PRECATITIONS:

3. The Bank has a right to alter the nature of work and to add or omit any items of work or to
have the option of the same carried out without prejudice to this contract.

4. WORK TO BE CARRIED OUT BY LICENSED PERSONS/ FIRM:
Any special service installations included in the scope of the work, shall only be carried
out by technically competent person holding valid licenses. The contractor shall not
without the written consent of Bank assign the agreement or sublet any portion of works.

8. SITE INSTRUCTION FILE:
The Contractor shall maintain a Site instruction file or Triplicate book at the Site office.
AII instruction received from the Architect and the Client/Banks Representative relating to
the Work shall be retained in the file.



The contractor shalt take^all precautions and preventive measures against fire hazards atthe site and shall assume full responsibility for the same.

13. DRJLLING, CUTTING ETC:
elements of the building for the proper
, etc. shall be carried out using electricilly
chiseling, etc. shall not be permitted. No

sed without the written permission of theArchitect/Bank cutting and drirling of structurar members shal be cariied outusing vibration free diamond wire sawi - - ;;;;
permission from the Architect/clie wilh-prior

equipment are deemed to be included using such
paid.

14. BILLING:
The conhactor shall submit the bilrs for payments along with detailed statement showing
the actual works carried out different heads of items in ii-re format ,p."irr"Juf 1r. "ri*trlthe Architect. Bills submitted in any format other than that specified u"ro* dyit 

" "ii"r,t,shall not be considered.

15. BILL FORMAT
Quotcd
item
No.

Description of
item
(As per tender)

Ulnits Quoted
Quantity

Executed
Quantity

Rate 7o work
done

Amount

The contractor should mention details of net palrnents received till the bill date.
Each bill / Invoice should be as per various applicable tax regulation and should also have all
applicable ta,r registration numbers.

NOTE:

SEQUENCE.

ALL QUANTITIES IN TIIE BILL SHOULD BE IN CTA4ULATIVE.
ALL MEASIJT.EMENTS SHOULD BE IN THE ORDER OF QUOTATION

AND STRICTLY IN THE BELOW MENTIONED FORMAT ONLY,

16. MEASUREMENTFORMAT

Each invoice / bill should be submitted in hard and s

The format of invoice / bill in soft copies should be
oft copies in duplicate to the architect.
same as mentioned above and should be

done in Microsoft Excel. (only one file should be created with different worksheet for the
invoice and measurement)

Quotation
item No.

Description of
item &
Location against
each
Measurement
taken

Nos. Breadth
/width

Height Quantity RemarksLength



16. INSURANCE

by him for execution of work are
and that all liabilities arising out of

ount. 
enactment applicable to such works

17. Wherever required, the Bank/Architects sh
up, as the case may be, and upon approva
completed by the Contractor (with oi witho
No extra amount will be paid iegard shall be

18' In case the local authorities such as ward office raise objections about debris d.isposal etc. the

;:i[:.J"r,.:"ild 
solve the matter at their end, without involving or puting financial liability

19. Figured dimensions are in all cases to be
Large scale details take precedence ov
conflict of interpretation, generally the
prevail and the Bank,s iArchitects decisi

20' The contractor shal not without the written consent of the Bank / Architects, assign theAgreement or sublet any portion ofworks.

2l' The Architect wi, not certify any application for payment to any contractor ifthere are:
i. Defective items of work still unconected.
ii' Any craims or liens filed against the contractor for failure to pay materials, labour on

ilH::"*, 
amount due or reasonable evidence that indicates'p'ro-iri['i,rirg 

"r *.r,
iii. Damage to another contractor.
iv A reasonable doubt that the contract cannot be compreted for the balance than unpaid.

22 when the works are comprete_ in a respect, the contractor shall intimate in writing to theArchitect and the Bank to enable the BanL to take the possession ofthe same. The work shallnot be considered virtuarty comprete until the gank ana the erchiteci have.l"i"ii'irrp*,.0
the work and certified in writingthat this has been completed.

23. QUANTITY OFWORKTO BE EXECUIEI)
The quantities sh tended to cover the entire work indicated inthe drawings but cute only u p* o. ,i; ;h.i;-;r';, 

"r."r,there of without a

24. DATUM
AII levels shown in the drawings are to be strictry adhered to subject to finar confirmation bythe Bank/ Architect.

25. CLEARII\NG SITE AND SETTING OUT WORKS
The contractors shall set the works and
of the work and for the correctness of ting out

parts thereof. If at any time, any error ts of all
e work,



).6

27.

the contractor shatr at his own expenses rectify such error to the satisfaction of the Bank/Architect. The contractor shafl further set out works to the altemative positions at the siteuntil one is finally approved and the rates quoted in his quotation srroua'inctuJe ror tilis anano this account will be entertained_

REMOVAL OF IMPROPER WORK
The Bank shall during the progress of the work have to order in writing time to time theremoval from the work within such reasonabre time to time as may be,piifi"a in rt" o.a".of any materials which in the opinion or the sanuarchit.ct are not in accordance withspecifications or instruction, the substitution or proper re execution or -y *o.t1*".ut.awith materials or workmanship not in accordanie with the drawings -i ,p."in*iion o,instructions' In case the conrractor refuses to compty wittr the order the Bank shalr have thepower to employ and other agency to carry
thereon or incidental thereto as certified by
contractor or may be deducted from anv mo
respect of unsound work or dad materials. No
shall relieve the contractor from his riability in respect of unsound work or bad materials.

MEASURREMENTS
Before taking any measurements of any work the Bank/ Architect shar.l give notice to thecontractor. If the contractor fails to attend at the measurements after suih notice or fails
countersign or to record difference within a week from the date of measurements take; by the
Bank /Architect's is frnal and binding on the contactor and the contractor sur nu"" no igrrt
to dispute the same.

28. PAYMENTS
i. The contractor shall prepare alt bills in the format as prescribed by the Bank /Architect.

Numbers of interim bill are as stated in Instructions to tenders:
ii. The RA Bitl should be based on item rates and w l be paid on actuar work done on site.iii. No advance payment will be made to the contractor.

iv. The bills in proper forms must be dury accompanied by deta ed measurements in
support of the quantities of the work done and must deductions for all previous
payments, retention money etc.

v' The Bank /Architect shall issue a certificate after due scrutiny of the contractor,s bill
starting the amount due to the contractor from the Bank ani the contractor shall be
entitled to payment thereof within the period of honoring certificates named in these
documents.

vi. be total value of work properly

vii. ept as interest free uptill defective

conditions ofcontract ersewhere. 
made as specified in these general

viii. All the interim payments shall be regarded as payments by way of advance against the
final payment only and not as payment for woik actually done and completeJLd shart
not preclude the requiring of bad, unsound and imperfect or unskilGd work to be
removed and taken away and taken and reconstructed or erected or be considered as anadmiss contract or any part there_of in any respect pr
the acc luded determine or effect in any.way the power
of the aay of them as to the final settiement and



adjustments of the accounts or ot
frnal bill shall be submitted by
completion of the work or of

Certificates that the contractor has rect
Architect. The acceptaace of paym
that he will have no further clalm in

29. PREPARATION OF WO. RKS FOR OCCUPATION AND USE ON COMPLETION:The whole of the work wi, be rhoroughly i".d;;y the contractor and deficiencies anddefects put right on completion th. 
"Jntiu"toi 

.t uti irro*, the Bank /Architect that he hascompleted the work and it is ready for inspection.
on completion of the work. contractor shafl crean a[ windows and doors including theclearing and oiling if necessary, of all hardware inside and outside a[ floors, staircase andevery part of the Premises. He w l Ieave the entire premises/ fumiture .r"ui'u'J-."uoy r*immediate occupation/ use and to the satisfaction of the Bank.
CLEAI\IING OF SITE.
On completio take away and remove from the site allconstructional
the whole of temporary works of every kind and leave

/Architect. rh ,". o"i:;;:'H;."lfl":Tji:,ff,,:H,,:::ffi
basis and keep the environment hearthy, no extra payment wi, be made on ttrai account.

30 ESCALATION:
The rate quoted shalr be firm trrroughout the tenue of contractors (including extension oftime' any granted) and w r not be subject to any fluctuation due to increase in cost materials,labour, taxes, octroi, or any other new taxes. Ievies etc_

3I. IDLE LABOUR:
Whatever the reasons may be, no claim for idle labour, additional establishment cost of hireand labour charges of tools and plants would be entertained *d., *t;ir;-;;i-unlrs. ortaydue to non-ava ability o! rlbour at ony point of time aurirg'u""iiio, nitt o" otconlrocrors accout t and Bank fi,ifi not enrertain any craim lexteision of time period) forte same.

32. Guarantee for water proofing of toilet:
Contractor shall provide guarantee for waterproofing of thecompletion of virtual work. It shall be sub nitted on-non red
amoun-t stating that any seepage/leakage happens during g beliable for the same and shal attend theiompLint and re-tify the same on priority.

A) GENERAL
. DETAILED SPECIFIACTIO oFw RK



This specification is for work to be done, item to be supplied and materials to be used in the
works as shorvn and defined on the drawings and descri6ed herein, all under the supervision
and to the satisfacrion of the Competent Authority.
The workmanship is to be the best and of high standard, use must be made of special trades
men in all respects of the work and allowances must be made in the rates for doing so.
The materials and items to be provided by the contractor shall be approved by the competent
Authority in accordance with any samples which will be submitt"d io. approuul by
Conlractor and generally in accordance with the Specifications Also if products aii specified
in the catalogue reference, the contractor will be required to obtain the approvai of the
competent Authority before using a material. The contractor shall produce- all invoices,
vouchers or receipts for any material ifcalled upon to do so by the competent Authoriry.
Samples of all materials are to be submitted to the competent Authority for approval iefore
the contractor orders or delivers the materials at site. Samples togethlr with their packing
are to be provided free of charge by the contractor and should any materials be reject;d, thet
will be removed from the site at the contractor's expense. All samples will be ietained by
the Competent Authority for comparison with materials, which will be delivered at the site.
Also, the contractor will be required to submit specimen finishes of colours, fabrics etc. for
the approval of the Competent Authority before proceeding with the work.
The contractor shall be responsible for providing and maintaining and boxing or other
temporary coverage required for the protection ofdresses or finished work if left unprotected.
He is also to clean out all shelving's, out ends and other waste from all parts of the works
before coverings or in-fillings are constructed.
Templates, boxes and moulds shall be accurately set out and rigidly constructed so as to
remain accurate during they are in use.
All unexposed surface of timber e. g. false ceiling, backing fillets, backs of door frames,
cupboard framing. grounds, etc. are to be treated with two coats of approved timber
preservative before fixing or converging.
only firsrclass workmanship will be accepted. contractor shall maintain uniform quality
and consistency in workmanship throughout.

B) Technical Specification:
l) Solid laminated partitions (Full height and half height)
Providing and fxing solid partitions made up of 2" X2" Aluminum section framewo rk at 2,,-
0 de both ways (or as directed by the architect treated with anti-termite solution, covered witlr
12 mm thk plywood from both sides. Partitions should be frnished with matching with
existing 1.0 thk laminate from both sides of partition as per design. Edges of the partition
should have 3" X % T.W . patti with groove in berween. This patti should be finished with
French polish/oil paint etc complete as directed.

2) Glazed laminated partitions (6mm clear glass)
Providing and fixing semi glazed partitions made up of 2" X 2" Aluminum section
framework at 2"-0" c/c both ways (or as directed by the Architect), treated with anti-termite
solution covering with 12 mm thick. Comm. plywood from both sides for solid portion and 6
thk clear float glass fixed in T.W. beading flush with finished surface of partition. Solid
portion of partition should be finished with 1.0 mm thk laminate from both sides of partition
as per design. All TW beadings should be finished with French polish etc complete with
necessary hardware as per design or as directed by the Architect.

3)12 mm toughened glass partition



Rate should include labour, material, glass tr

4) Semi glazed taminated doors
Providing and fixing semi glazed door to
matching 1.00 mm thick laminate liom b
glass panel frxed in T.W. bearing of si
T.W. beading and lipping of door sho
The door should be fitted with 5.' X
necessary fixtures like door closer, Godrej
should be fitted on it with necessary hardwarl etc complete as per design.

of 12 mm thk comm. plywood fixed on
vel and true plumb. The paneling shall be
colour and pattem as dtecteJ by the

n.
out the partition &fixing it as per approved
pattem as directed by the Architecttsank,s

7) Officer Table Ht 2.6"
Relocating 1g mm thk plywood framework and back finished withl mmthkl
be provide *"i"[Ti'iil11"1*,l"j,,xr#'ifl:1*"":":1"ff:
mounted on telescopic drawer sriders. The table shall be provided with key to.a a.u*"..

hinges S.S. finished handles,
CPU trolley, mouldings, etc.
ocating, it should be finished

anem as directed by the Architect

8) Side units: -
Relocating existing side unit made up of rgmm thk. prywood framework and 6 mm thk.
ilywood as backing. Side unit shourd be 2 nos of drawers ibove and shrtt"rs b"lo*. D.a*"r,
should be made up 18 thl. plyrvood facia,
Drawers should be mounted on heavy duty
1.0 mm thk. Laminate of approved shade in
laminated surface. AII exposed edges of lg
Patti. All lipping Patti,s should be finished
include necessary hardware, handles, Godrej make locks with common handles, and Godrejmake locks with common key for set for drar ers etc comprete as per design. in 

-cL 
ordamage during.the rerocati,g, it shourd be finished with 1.0 tirt t-aminate of u;p;o;;J;io*

and pattem as directed by the Architect

9) Storage units: - l5', Depth Full Ht & Medium Ht.



Providing^and fixing storage, unit& rerocating existing storage units made up 1g mm thk_Pl1'wood framework 12 mm thk pl,vood uf ur..qr-iJ-as per design. Good quality brockboard shutters should be fixed on trass.hinges .a*!-" r"ii shourd be finished with 1.0 mmthk laminate from extemar side and raminatei ,r.ru.E ari-"*posed edges of plywood shouldhave, lipping.patti on it lipping patti th French polish on it. The costshould include necessary. hurdles ma
design. rn c^" 

"iJ",*1" Iiing tn" #ffir::Tril',:Slix]?ffiJ:J
ofapproved colour and pattem as directed by the Architect

10) Venetian blinds:
Providing and fixing Vista or equivarent make venetian roller blinds made up of powercoated channel and other imported component and 4" wroe rayon poryesters fabric ofapproved shade and corour. Blinds should be mounted on partition *uir ,iri"g -*ri.a *ceiling mounted channers as per requiremenr. The rate shouri incrude o -"*t. E,r**i"".
Il) Notice board:
P/F o 12 mm thk soft board mounted on 12 mm tlk. Comer plywood
i:9^ ap.prwed colour, shade and quality. The notice Uo*J, ,fuif f,uu"1l/2 a[ sides polish on it. The notice board shalr be fixeJon *Jia lo,parti

I2) Gypsum
Providing & 

.ceiling consisting of 12.5 mm thk. Gypsum board
suspended on ist of G.l. perimJer channels 0.55mm tf,t * iO._ ,30mm along perimeter of false ceiring, screw fixed to wa.U/ partition l *itt 

"yro,,reer*s 
a

ggrews 
-@ 

60mm dc. Suspending G.I. Intermediate channers of size 0.9mm ir,t ,. +i.- -
15mm from the soflit at max. Distance 1220 mmdc with ceiling angle 0.55mm thk 

" 
z!-- -10mm Fixed to soffit using proprietary supplied GI creats & S-teer expansion i;";"".

Ceiling section 0.55mm thk x web size 5lmm
perpendicular to intermediate channel at 457
section with 25mm drywall screws at 230
supplied jointing tape & jointing compound & sz
complete or as directed by the Architect Rate shourd include a types of cut-outs, grooves,
mounding & plain troughs for tube lights as di :cted by the Architect.

13) Modular Ceiling: -
Removal of old ceiling & providing fixing of Mineral fiber ceiling Boards in true horizontal
level suspended on inter locking Grid system made of Hot Dip Garvanized steer sections
powder coated XL 15mm as per manufacturers specifications incluaing .utiog op."ing ro.
electrical and air,conditioning fitting, scaffolding itc complete as direcied. The;iles and"grid
system to be used as follows:
SIZE: 600 mm X 600mm x I5mm

14) FRAMEWORK:
XL - 15mm main rumer of 3000mm spaced at 1200 mm center fixed to soffit by approved
hangers at 1200mm distance. First and rast hanger shourd not be at a distance'.o.. ,t r.
450rnm liom the adjacent wall. Xl--l5mm l20o mm cross Tee to be interlocked between
Main Runner at 600mm center to form 1200m x 600 mm module.



600mm x 600mm module to be-formed by fixing XL _lSmm 600mm Cross Tee betweencenter of l200mm cross Tees. 
.19 

x 19 ,n, *uii Angle to be secured to wall at 450mmcenters Suspension to be done using 2mm pre-straighr.r-.d Gt wire using -.rro, rl""r..r.
r5) .IOINERY:
Joinery is to be prepared immediately after th p, bonded andwaged up. Any portions that are rwapped o be replacedbefore wedging up. The whole of the work workmen_likemanner in ac wro ired, fitted withall necessary etc. are to be cross_tongued with ross
finished with ross generally to be

Joints: All joints shall be standard mortise and tenon, dower, doveta , and cross-halved.Nailed-or glued butt joints will not be permitted, screws, nails erc. will u" *una*a l.o o,wire ofoxidized neftle fold tenon should frt the mortises exactly.
Nailed or glued buu joints will not be permitted except in exciptionar cases with approval ofCompetent Authority.
where screws shown on a finished surface, those w l be sunk and the whore prugged with awood plug of the same wood and grain of the finished surfaces will be *"tr'y pii"i.i -athe hole filled with wood filler to match the colour.
Should joints in joiner's work open, or other defects arise within the period stated for defectliability in the contract and the clause thereof.

adhesive.
where glued, joinery and carpentry work are likely to come into contact with moisture, the
glue shall be waterproof.

16) HARDWARE AND METALS:
The hardware throughout shall be of approved manufacture or supplier welr-made and equarto in every respect to the samples to be deposited with the iompetent arirroritl. 

- 
t,"

contractor may be required to produce and provide samples from many different iources
before the competent Authority takes decision and he shouid allow his rates f", doi,,g ;;.
Fittings generally shall be brass oxidized, unless otherwise specified and shall be suitable fo.
their intended purpose. In any case, it w l have to be approved by competent Authority
before the Contractor procures it at site of work.
Screws are to match the finish of the article to be fixed, and to be round or flat headed or
counter sunk as required.
The contractor should cover up and protect the brass and bronze surfaces with a thick grease
or other suitable productive material, renew as necessary and subsequently clean off a#y on
connection.
Aluminum and stainless steel shall be of approved manufacture and suitable for its particular
application. Generally, the surface of aluminu shall have an anodized finish and both shall
c.oqp]r witl the samples approved by the comperent Authority. All stainless-steel sheets
shall be 304 s. s. Japan or equivalent with gauge as specified buinot thinner than l6G.



All steel, brass, bronze, aruminum and stainless-steer articres shafl be subjected to areasonable test at the Contractor's expense.
AII brazing and werds are to be executed in a crean and smooth manner rubbed down and reft

way, particularly where exposed.
be in accordance with I. S. Standard or as per approved specification
itions and shall be on a base material of"oip".6..iru

17. PAINT ANT) POLISHES:
All material required for the works shall be of specified and approved manufacturer,delivered to the site in the manufacturer's container, s name or trade mark with a descri ptlonof the contents and colour. All materials are to be stored on the site.
Spray painting with approved machines will be permitted only if written approval has beenobtained from the Competent Authori t1,, prior to painting. No spraying will be permitted inthe case of priming costs nor where the soiling of adjacent surfaces is likely to occur. Thebuzzle and pressure to be so operated as to glve an even coating throughout to the satisfactionof the Competenr Authority. The paint used for spraying is to comply generally with thespecification concemed aad is to be specially prepared by the manufac turer for spraying.Thinning of paint made for brushing will not be allowed
Wood preservative shall be Soli um or other equal and approved impregnating woodpreservative and all concealed woodwork shall be treated with wood preservatrve
All brushes, tools, pots kettles etc. used in carrylng out the work shall be clean and free fromforeign matter and are to be thorou gl y cleaned out before being used with a different type of
class of materials.
All iron or steel surfaces shal be thoroughly scraped and rubbed with wire brushes and shal
be entirely free from rust, mill scale etc. before applying the priming coat.
Surfaces of be painted are toi" -tb.a diwn, cleaned, down to theapproval of
Surfaces of work which are to be painted are to be cleaned downwith. soap and water, detergent 

-solution 
or approved solvlnt to r".ou" airt,-gr"*" .t".Whilst wet the surfaces shall be flatted aown with a suitable abrasive and then .iiseJaown

and allowed to dry. Minor areas of defective
firm edge and the exposed surface touched in
Where woodwork has been previously painted
scrapping, buming off or rubbing down and m
Surfaces of previously painted metar which shalr be painted are to be creaned down and
flattened down as described in surfaces of ary .usi and roose scare shall be removed
completely by chipping. scrapping and wire brusling back to the bare metar and touched inwith primer as described.
Luster Paint: - Providing & applying luster paint to walls, ceiling, beams etc. as per
approved sample & shade of Asian, Goodlass Neiorac make with surfac*e preparation, primer
pufty & two costs of paints.
oil Paint: - Providing & apprying oil paint to gr r, window, shutter etc. as per approved
sample & shade of, Asian, Goodlass Nerolac maki with surface preparation, prir*r-r,'"t v atwo coats ofpaints.
o'B'D' Paint: 

- 
- Providing & applying o.B.c. paint to walrs, ceiling, beams etc. as per

approved sample & shade of Asian, Goodlass Nerolac make *ith surfac!'prep*"ior,, p.i..,
puny & two coats ofpaints.



Apex Paint. - Providing & applying apex paint to walls as per approved sarnple & shade ofAsian Goodlass Nerolac make with lurface preparation, two coats of paints with properwatering.
Texture Paint: - Providing & appl
sample & shade of Asian, 

"Goodlass 
-l-"-t 

uppl?*d

two coats of paints. complete as per design. N nmer putty &

POLISII:

Frcnch olish: The basic material shall be shellac dissolved in mentholated sprnt.a

Application: work evenry over the surface with a slow figure-of-eight motion untir the
timber is coated with a thin layer. of polish. The object is to apply a series of thin coats,
allowing only a few minutes for drying between the coats. wh; ; level and even-bodied
surface is obtained the work is ready for the second stage i.e. spiriting off.
Allow the work to stand for at least eight hours, then take a fteih rubber with a doubre
thickness of cover material and charge it with mentholated spirit. The object or spiritin! om
into and remove the rubber marks and to give the brilliance offinish.
Filally, work in the direction ofthe grain and continue until the surface is free from smears
and rubber marks then leave to harden off.

Preparation: The timber must be well sanded and cleaned and the grain filled with grainfiller. Any staining must be done before applying the poiish
Equipment: The polishing rubber the most important implement in French polish shall
consist of a pad of cotton wool, which acts as a reservoir for the polish, and a cover of soft
white linen of cotton fabric, simi lar to a well-wom handkerchief which acts as a fitter. The
rubber must never be dipped into the polish; it should be charged by pouring the polish on to
the pad with the cover removed

b) Wax rrolish:

into the timber and finish offby stroking with the grain before leaving to harden. Leave for
four hours before rubbing up with a soft brush. Finally, buff the grain with a soft cloth.
c)T ransDaren t Colourcd Polvu thane (MeIaminc)
This shall be
tough surface

wax polish shall contain silicones and driers. A good silicon wax is to be used not a creamy
or spray. The timber shall be sealed first with another finish such as Ron seal, before
applying wax.
Application:
App]y coat ofthe sealer by brush or cloth direct to the unfilled timber, working it well in and
finishing evenly with the grain. Allow to dry thoroughly then sand lightly witi fine abrasive
paper. Apply a heavy coat of wax by cloth on flat surfaces, with a stiff brush. work it well

applied where natural grain of the w-ood is required to show. polyurethane gives
which resist chipping, scratching and boiling water.

Application: Clean off all grease and wax with an abrasive and white spirit, this should not
be applied in humid conditions. Apply the first coat, preferably of clear hard glaze with a
cloth pad. Leave this to dry for at least six hours, then apply further coats with a- paintbrush.
If you wait for longer than 24 hours between coats, rub down the previous coai with fine
glass paper or a medium grade of steel w-ool. obtain a matt finish, if required, by giving a
final coat of clear Reseal Matt coat.

I8UPHOI,STERY:



This will be of first-class standard workm

cushions (especially those covered in leather
allow air to escape easily and to prevent torn seems.
Materials: Finished timber shall be of the type specified. Fumishing fabrics, corour, pattem,substance to be as specified, no variations oithis'w l be permiued rir"., .,itr, fri* ffiouurof the Competent Authority.

All the wood shall be properly seasoned, natural growth and shar be free from worm holes,loose or dead knots or other defects, saw die squaie ana shalt not ,orr". *urpi,g, ;ii#; ".other defects.
The moisture content shall not exceed 12o2.

be treated with approved wood preservative.
should be clean shall not have aly preservative or other

All rejected decayed, bad quarity wood shall be immediatery removed from siteAll wood brought to site must be stacked-stored properly as per instructions.

I9, TIN{BEI{:
Only seasoned Teakwood to be used.
Use of Rose u,ood wherever specified

All internal frame work shall
All wood brought to site
coating/covering.

) . PLY\YOOD:

GENERAL INTERIOR FURNISHING & RENOVATI ONWORKS:

ITALIAN MARBI,E WORK

Before starting the work, the contractor shall get the samples of Italian Marble approved b

Plywood/medium densiry fibre board/teak practical board/ Veneer shall be as specified in theapproved list of manufacturers shall be used.
Commercial ply shall confirm I. S. I. 303 ofapproved make.

Yjiry llry""a shalr generalry conform to- generalry I. s. 303 BWR or unress specified
r.s.710- 1980(BWP)
Particle board shall be phenor formardehyde bonded and generaly conform to I. S. 30g7_t965.
only 3mm to 4mm thick straight-grained groups matching approved veneers shar be used.
No extra claim will bs entertained for veneei ifiound ofexira thickness.

Italian Marble so selected shall be hard, sound, dense and homogenous in texture with
crystalline texture as far as possible. It sha generally be uniform in Iolor and il. d;. -ystains, cracks, decay & weathering. The materiar shalr be got approved from the Bank,s
Engineer/Architect.
Anoroval: -

vthe Consultant / Client. The approved sampl es shall be kept in the custody of the Bank's
Engineer/Architect and the Italian Marble supplied and used on the w-ork shall confirm to the
samples with regard to the soundness, color, veining and general textue.
Samplin

the marble. slabs.of the same group, size and finish shall be grouped
Iot. Sample sha be selected and tested separatery for each'rot for

ity or otherwise to the requirements ofthe splcificaiions.



Every Italian marble slab shall be cut to the required size & shape, fine chisel dressed on allsides to the full depth so that a straight edge laid along the siae oi tire .rtuir u. r"rlv il-.J"t""twith it. The top surface shall arso be fine chisel dr*essed to remove alr waviness. In casemachine slab cut are used, fine chisel dressing of machine cut surface need not be doneprovided a straight the machine cut surfaces is in contact withevery point on it. Al lian marble slab shall U. t.u", ,!u*" *i fr""from chippings and d plane. The thickness of the slab shall be aminimum of l8mm as specilied in the description of the item.

Lavinq: -
Base shall be cleaned, wetted and mopped. The bedding for the srabs/wals shatt be with
cement mortar 1:4 (l white cement: 4 coarse
mortar under the slab shall be 25 to 30mm. Th
Mortar of the specified mix shali be spread un
thickness. The slab shall be washed clea.n be
tapped with wooden mallet and brought to the
and laid aside. The top suface ofthe mortar shall then be corrected by adding fresh mortar of

s allowed to harden a bit and cement slurry
same. The edges ofthe slab already paved
ching colour with or without admixtures of

Drcssinp of the Slabs: -

Polishi ng and Finishins: -

Measuremen ts: -

LAMINATED WOODEN FLOORING

The slab to be paved shall then be lowered gently back in the position and tapped with
wooden mallet till it is properly bedded in level wirh and close to tire adjoining slabs *ith a,
fiae a joint as possible. Subsequent slabs shall be laid in similar manner. After- each slab has
been laid, surplus cement on the surface of the slabs shall be cleaned off. The floorin! shall
be cured for a minimum period ofseven days. The surface of the flooring as laid shall f,e tnre
to levels and slopes as instructed by Consukant / Client.
Due care should be taken to match the grains of slabs which sha.lt be selected judiciously
having uniform pattern ofveins / streaks or as lirected.
The junction between wall plaster and floor shall be finished neatly and without waviness.
Seller for anti-stain shall also be added to ensure stain free slab finish.

slight unevenness at the meeting edges of slabs shall then be removed by fine chiseling and
finished in the same manner except that cement slurry with or without pigments shall n"ot be
applied on the surface before each polishing. I Smm thk pop protective iover shall be laid on
the surface and removed as and when directed by the Architect/Bank's Engineer.

Italian marble with different kinds shall be measured in square meters. No deduction shall be
made nor extra paid for voids not exceeding 0.20 square meters. Nothing extra will be paid
for the level differences. Nosing if provide, will be paid extra on meter run for the job
executed.
Rate
The rate includes the cost of materials and labour required for all the operations i/c wastage,
height. cutting, finishing & polishing etc complete.

Providing laminated wooden Flooring with the following Specifications
Type: -Original-Vintage



The material shall have a wear resistance, impact resistance, indentation resistance, resistance
to rolling castors, resistance to fumihre legs, stain resistance, resistance to uuming cigarenes,
slip resistance and resistance to color fading.

{part frgm the above properties, the material sha have fo owing additional properties: -
Dimensional Stability: Less than 0.9 mm
Surface Soundness: - More than 1.0 N per sq mm
Impact Sound Resistance: - lTto lgdB
Thermal Insulation: - 0.07 sq mts
Electrostatic charge: - 4 KV and
Thickness Swelling: - Less than l2%.

Thickness: -8 to 9mm thk
Weight: -8.2 kglsq mts.
Core Material: -HDF regular
Backing: -Sound Bloc CS
Material Prope rties: -

Material Storage & Pre-req uisites: -

Material Installation

The material shall be stored in unopened packages at normal room temperature at least 0.5m
from the walls, for atJeast 48 hours prior to the installation. The contractor shall ensure that
the boards are undamaged and free fiom any faults before installation. The contractor shall
use felt. pads and castor cups on furniture Iegs and prcvide extemal doormats inside all the
extemal doorways to protect the floor at the time oi h*dou"r. A maintenance guide of the
approved compiuly shall be made available any time and handed over to the clieni at the time
ofhandover.

The normal method of installation of laminated wooden flooring is in a random installation
pattem taking into consideration the type of installation pattem desired for the purpose of
aesthetics or any technical reasons. The desired temperzrture in the room at the iime ot

and RH in the range of 30 to g0%. The joinery is tongue
including beading at the end. A teak moulding of size 45
at the joinery junction of the wall and the floor as per the

approved manufacturer's specifications. The quoted rate shall be inclusive of leveling the
surfac-e, polishing etc complete to the satisfaction. Underlay shall be provided ai per
manufacturer specifi cation.

Length and breadth ofsuperficial area of the finished work shall be measured correct to a cm.
The area shall be calculated in square metre correct to two places of decimal. No deduction
shall be rnade nor extra paid for voids not exceeding 0.20 square metre. Deductions for ends
of dissimilar materials or other articles embedded shall not be made for areas not exceeding
0.10 square metres.
Rate: -
The rate shall include the cost of the labour and materials involved in all the operations
described above

MEASUIIIMENTS: -

VITRIFIED TII,ES /GRA NITE STONE WORKS: -
The thickness of the mortar shall be as speci
be hard, sound, dense and homogenous in tex
shall generally be uniform in color and fiee fr
material shall be got approved from the Bank'

hed in the item of BOQ. Granite/Vitrified shall
ture with crystalline texture as far as possible. It
om any stains, cracks, decay & weathering. The
s Engineer/Architect.

Annroval: -



Before starting the work, the contractor shalr get the samples of Granite,^/itrified tilesapproved by the Architect i Bank's Engrneer. The approved samples shalr be t.fi ir',t"
custody of the Bank's Engineer and the materiars supplied and used on the work sha
confirm to the samples wit} regard to the soundness, coror, veining and general texture.- 

-'

Nleflsurements: -
Measurement shall be as per CPWD specifications

MAIN FRAME LESS DOOR & FIXE D GLAZING:.
Providing and Erecting in position Fully Glazed Double Leaf Frameless Door wirh l2mm thk
clear toughened glass with Dorma patch fittings such as Bottom patch pT 10 with SS covers_
2 nos. Top Patch PT I with SS covers-2 nos, Patch with plate pT 30- I no, Over panel patch
PT 4Owith SS covers-1 no, Comer Lock US l0 with SS covers-2 nos, Lock keeper plate
5.190-2 nos, Floor SpIlllg BTS 75V with standard spindle screws and SS cover plates-2 nos,
Pull Handle TGDI30033S (40rnm d ra X Futl Height ofthe door)-2 pairs, pFF GTI-Ceiling /
Fagade Bracketl4 nos, Aluminum U Channel-13 mts. Gap of 3.5mm to be maintained
between every two glass panels.

Measurements: -

SIPOREX MASONARY WALL: -

6. PLASI'ER OF PARIS FINISH
Description:
Providing & Applying Plaster of Paris (PoP) in a pasre form up to average thickness of 6
mm/l2mrn as per BoQ and level the surface on the existing plastered surface to proper line
& plumb, including making grooves etc complete. The surface of the under coat on which the
PoP is to be done shall be left rough. The PoP paste shall be applied on dry plastered
surface in two layers slightly more than 3 mm/6mm thick each between gauged pads, with

0

Patch fittings of any approved make with similar feature may also be accepted. Gaps to be
sealed with clear silicone sealant. Before sealing the gaps, masking tape to be stuck on the
edge ofthe glass in such a way that only the gap is visible. Any spillagi ofthe sealant while
sealing the gaps is only on the masking tape which shall be peeled off after the silicone
sealart in the gap between the glasses is dry. The contractors shall note that all damages to
the floor work to be reinstated without any extra cost including making & filling if the
necessary holes etc complete to the satisfaction.

The length and breadth of the finished work shall be measured in metre correct to cm. The
area shall be calculated in Sq.M. nearest to two places of decimals.
Rate: -
The rates include the cost of materials and labour required for all operations including
wastage, heights, cutting, finishing etc complete.

Providing and constructing 150 mm thk siporex lightweight concrete block masonary in
superstruch.re, blocks conforming to BIS:2185 (Part III), BIS 6041 having minimum
crushing strength 75 kg / sq cm in cement mortar 1:6 (1 cement : 6 coarse sand) mixed with
approved non-shrinking compound as per manufacturer's instructions including providing
RCC patli beam of 150 x 100 mm size at every 1.0 mts centres with 2 nos, gmm dia Tor bars
and 6 mm dia links at 300 mm centres in cement concrete of mix M 20 including the required
formwork complete with raking out of joints, curing, double legged scaffolding ai per
specifications at all the heiglrts, depths & leads & lifts as per the directions & satisfiction of
Bank's Engineer/Arch.itect



which to ensure an even anrr uniformry thick surface of 6 nrm/l2mm by frequent checkingwith a wooden straight edge. It shalr be finished to an eve'and smooth surface with trowels.All comers, ar
be and shall
junctions etc.
chamfering or grooving shall be caried out
required. No portion ofthe surface shart be left out initialy to be patched up later on.Thickness:
The thickness ofthe finished surface shall not be less than 6mm/l2mm thick.

Precaution:
Any c^rack which appears in surface and a[ portions which sound when taped or are found tobe soft or otherwise defective shal be cutout in rectangular shape &..-don" u, ar."c[a uyBank's Engineer/Architect.
Mode of Measurements:
The measurements for Pop finish shall be taken over the finished work. The length and
breadth shall be measured correct to a cm. The area sharl be calculated i",q... co'.,"at to
two places of decimal
Deductions in measurements for openings shall be regulated generaly as per cpwD
specification lbr measurement of cement plaster.
Rate:
The rate shall include the cost of all labour, materials scaffolding etc involved in all the
operations described above.

D) Special Conditions:
Anchor, Greenlam, century, Ikon, Anchor "commercial Grade plywood as approved and
specified.
Block board or equivalent make non-approved and or non-specified shalr not be accepted
under any circumstances unless and otherwise mentioned.
onJy 1.0 mm thick "Royal rouche" or equivalent make like Greenram, Sunmika, century cFfi"irryd Laminate of approved corour and shade, veneer with meramine poti.r, .rt.r,iog
with Existing fumiture shall be used as per design or as directed.
Everite H.D. door closure and floor spring shall be used as specified.
only S. s. finished handles of required sizes should be usei for all drawers, cupboards, cash
cadge door etc. unless and otherwise mentioned.
All nails and other hardware shall be used of the best quality and shall be free from rust or
any other defects.
All painting to the fumiture / wood work sha be done with Asian paints as per approved
shade and sample as per instructions and staadard practices.
Float glass (Asahi or Modi make only) shall be free from all defects and shall be sued as per
approved sample and as per specified thickness and crystal edge porishing / nosing as per
instructions.
All hinges, ball catches, tower bolts shall be first quality brass and oflasting nature.
Godrej locks to be used ofthe first quality as per approved drawings.
All screws to be used of Nettle fold make.
Teakwood to be used offirst quality C.p. teak well-seasoned for the basic framework etc.
Lipping to be used offirst qualiry teak wood or as specified.
All free-standing partitions should have T.W. beading patti on their edges.



All lipping patties beading patties and mouldings, etc. should be finished with polish or oilpaint as specified by the designer.
Only Fevi aterial unless otherwise specified.
All wood esired by the Architect.
On.ly God be usei with original set of tluee keys for the door to
cash cadges.
Dimensions mentioned in the drawings and specifications are of the finished sizes and shall
be strictly verified at the work sile.
No extra payments will be made for providing and fxing of various handres and rocks as per
the selection ofthe Architect.
No extra payment shall be done for the rejected material at the site.
P_est c_ontrols to be done by the contractor before actual finishing ofvarious items.
Wood preservation treatments to plywood and wood should be done.

Note: The above said spccification shall be read rvith Boe specifications and Spccial
conditions of the contract. The rate for the items in tht Boe shall be quoted
accordingly. The decision of Bank's Engineer/Architect rvill be finai in any ambiguity
noticed in the specification of the item.

Signaturc of Contractor(s)

K. Indian Standards Referred to:

I.S. No. 200 Latest Measurement of Building & Civil engineering works for
Measurement method.
I.S. No. 287-1973 Recommendation for maximum permissible moisture of rimber used
for different purposes in different areas.
I.S. No. I141-1973 Code ofpractice forjoints used in wooden fumiture work.
I.S. No. 6534-1971 Guiding principles for grading inspection ofTimber
I.S. No. 1200 (Part )fi1) -1973
I.S. No. 3845-1966 Code ofpractice forjoints used in wooden fumiture work.
I.S. No. 4020-1967 wooden flush doors type of method to test.
I.S. No. 4970- I 973 Key for identification of commercial Timber.
I.s. No. 3364(PartJI)- I 976.Mehods of measurement and evaluation of defects in Timber.
PartJI Converted Timber.
l.S. No. 1708-1969 Method of testing small clear specimens of Timber.
I.S. No. 6342-1971 Rosewood blocks for production ofsliced veneers.
I.S. No. 5248-1969 Teak logs for production ofsliced veneers.
f.S. No.2202(Part I) 1973 Specification for wooden flush door shutters (Solid core rype
ply,v,,ood panels).
I.S. No. 2238. (Part I) code of practice for finishing of wood and wood-based material
operations and workmanship
I.S. No. 7638-1975 Method of sampling of plywood.
I.S. No. 303- 1975 Specification for particleboard for insulation purposes.
I.S. No. 3 129-1965 Specification for particleboard for insulation purposes.
LS. No. 3513-1966 (Part III & rV) High and medium density wood-based laminates (part
III for General Purpose and Part IV for Sampling Test.)
I.S.No. 1659-1979 Blackboards



I's. No. 7036-1974 Decorative plrvood using prurality ofveneers for decorative faces.
I.S. No. 3478-1966 High -density wood particles.
lS. N_o'*1734 (Parr to III) pryrvood 

-method oftesting part I Generar part II prlrvood
Part III Battens.
I.S. No. 1328-1970 Veneer decorative plyrvood
I.S. No. Tl0Manrine Ply.
I.S. No. 3087- l 969 Wood particle boards (Medium Density)
LS.No.848-1974 Specification for synthetic resin adheiive for pllvood (phenor and
Amino plastic)
I.S. No. 2046-1969 Specification for decorative laminares.
I.S. No. 8273-1976 Fibrous gypsum plasters boards.
I.S. No. 2095-7965 Gypsum plasters boards.
I.S. No.2542(Parr - I)-1978 Gypsum plaster and concrere products. Method of testing. part
I - Plaster and concrete.
I.S. No. 8272-1976 Gypsum plaster for use in the manufacture of fibrous board.
I.S. No. 2441-1963 Fixing ceiling coverage Code ofpractice for
I.S. No. 2935-1977 Specification for flat traasparent sheet glass.
I.S. No. 2395 (Pan-t) 1966
2395 (Paft1l)-1967
Panting to concrete masoffy and plaster surfaces - Code of practice for part-I operation and
workmanship & Part II
-Schedule of work application.
I.S. No. 3548-1966 glazing in building _Code of practice for.
I.S. No.6278-1971 White Washing and colour washing Code of practice for.
LS' No. 137-1965 Specification of ready mixes paint brushing matt or eggshell flat
finishing interior to Indian Standard Colour. As required.
I.S. No. 133-1975 Specification for enamel and interior (a) Undercoating (b) Finishing
I.s. No. 129-1950 Specification for ready mixed paint brushing grey filler-for enable for
use over primers.
IS.No.129-1950 Specification for ready mixed paint brushing finishing interior oil
glass. For general purpose to Indian Standard Colours.
I.S. No. 533-1973 Specification for gum sprit or turpentine (oil of rurpentine)
I.S. No.l0l+-1964 Method oftest for ready mixed paints and enamels.
I.S. No. 75-1973 Specification for linseed oil (refined)
I.S. No. 77-1976 Specification for linseed oil boiled for paint.
I.s. No. 124(Part I)- I 976 Specification for ready mixed paint brushing finishing semi
glossy for general -purpose work.
I.S. No. 5884 Specification for woolen carpets.
I's. No' 104- I 979 specification for ready mixed paint brushing zine chrome primer.
I.s. No. 5391-1969 Adjustable metal chairs for use of typist and operations in telephone
exchanges.

I.S. No. 8756-1976 Ball catches for use in wooden Almira's.
I.S. N0. 3499-1976 (Part II) Chairs for office purposes metal revolving and tilting
I.S. No.5416-1969 General purpose wooden chairs. Method for Test for.

I.S. No. 6185-1971
I.S. No. 4116-1976
I.S. No. 3845-1966
I.S. No. 7070-1973
I.S. No. 5967-1969

High chairs specification and safety requirements for.
Joints used in wooden fumiture Code of Practice for.
Joints used in wooden furniture Code ofpractice for.
shelving racks wooden (adjustable and nonadjustable type)
Table tops (Wooden)



Tables wooden oftest for
Door closures (Hydraulic regulated)
Drawer locks. Cupboards and bus lock
(Part I) Glossary of terms relating to builder's hardware part I_ locks
(Part I&[) Tower bolts ferrous and non-ferrous metals.

The various items to be used in the interior decoration/finishing work shall be oflSI standard.
)m9*uo the items/products do not have ISI Mansards ce(iication. srrrri u.-g"t.pp."*aby Bank/Archite* & Tested for its quarity etc. At rhe laboratory *J 

""L?r..J,'i."irecharges shall be by the contractor.

LS. No. 5967-1969
I.S. No. 3564-1955
LS. No.799- I 975
I.S. No. 7981-1975
l.S. No. 704-1978

L. LIST OF APPROVED NOMINATE D MANUF ACTURES/ I]RANDS.

Note:

All materials shall be of the lst quality. Among approved brands, serection of Brand sharl
be done as per Ctients / Architects ehoice.

ent makes (i.e. other than specified) the same
additional work done before prior approval of

ontractor's account and no claims whatsoever

Deduction in item rates will be done if Bank/ Architect selected the material whose price
is less than the specified basic rates. If material is not available contractor rtrorta .eriiol tr,"
alternate make and submit the deviation statement.
contractor should check the availability of material in market (for required quantity) before
quoting the rates and if the material is not available contractor should mention the altemate
make and submit the deviation statement.

Sr.
No.

MATERIALS APPROVED
MANUFACTURER
BRAND

Code No. /
Basic rates
With GST

COLOURS

REMARKS.
A FURNITUI{E ITEM
I Plywood Century/ Green ply/ Kitply lSn.rm -Rs. --

12mm -Rs. --

6mm -Rs. ---
r ft

MDF Board Green ply
Archid
Merino/Globe/

(Uttaranchal),
(Uttaranchal),

4 mm -Rs. -

6mm - Rs. --
per sqft

J Teak wood-based
Particle Board

4 Gypsum Board
Tartition / Paneling

India Gypsum Co. Ltd. Rs.
sqft

per

B FINISI{ES
I Laminates Ro e touch / Green lam / Palm Beach Cedar &



lanr/Sunm ica./ Amulya maica

/merino/Cenrury Shade
(1 172)Cedar
Shade(l 121)
Rs. -- per

ft

Palm Beach

2 Veneer
plywood)

(decorative Green ply industries
Archid/sunmica/

C IIARDWARE
I Door Closer /Enox / Ozone
2 Floor S Enox / Ozone
J Locks Ebco / Godre / Kich
4 fittings, FixingPoint

screws
5 Patch fi Enox / Ozone
5 Drawer Channels

A Kich
Telescopic - Ebco / Godrej /

6 Handles S.S 304 GRADE BRUSH
FINISH - Godrej / Haflee /
Kitch

7 Auto closing Hinges
for shutters

Ebco/Haflee/Kitch

8

shutter
Heavy- Brass hinges & S.S

es of Rockline,/Floora
9 Butt Hinges for Door

hin , of Rockline/Floora
Heavy - Brass hinges/ S.S

l0 Made b l8 mm I od
lt

Mouse
Keyboard tray with Made by 18 mm plywood

12 Screws G.K.W. Nettle fold.
l3 Adhesives Fevicol SH, Araldite of

FalcoFix
I) OTHER
I Acoustical Tile
2 Aluninium Composite

Panels
_) Float Glass Modi, Asahi. Saint cobain
4 VERTICAL / roller

BIinds
Parrytex / Vista

) Tapestry Vimal- Hamrony / Raymond /
Classic fabrics.

Chairs Go /Methodex/Featherlite
E CIVIL ITEMS

Ceramic Floor tiles Nitco / Asian / Kajaria/ RAK /
Jhonson /

Rs. -- per sft.

2 Vitrified Floor tiles I Kajaria I
/ Jhonson

Jhonson / Asian
RAK Itl uali

perRs.
sft.

-l Ceramic Dado tiles Nitco / Asian / Ka aria er sft.Rs

CPU Trolly

i

6

1



Jhonson /
4

con.) ound
Waterproofing Aceproof of Dr Fixit / Sika

) G.I, Pi S

6 PVC I es Kisan / Prince / Finolex make.
Epoxy based

8 Cement Rajashree, Ambuja, Ultratech-
Birla.

9 Sand for Iasterin etc
l0 Sani 1l Parryware / Cera / Hindware
A Wall mounted closet / Cera / HindwareP Rs Ivo / white
B Wash basin / Cera / HindwareP
C / Cera / HindwareP
D Orissa / Cera / HindwareP
E Anglo Indian w.c with

covet
Parryware / Cera / Hi ndware

11 Taps continental, JaquarJaquar -
Escco

12 Stainless Steel Sinks Nirali / Hindware iJindal
l3 Aluminum Windows /

Doors ved
sections of

/ Hindalco
Jindal make

l.+ Mosaic Tiles
15 Granite I{s per

S tt
F F'ALSE CEILING

Gypsum
Ceiling

Board
/ Partition/

Paneli

India Gypsum Co. Ltd

Gypsum Co. Ltd./India
Armstro

G PAIN'T
I Fire Itetardant Paint.
2 Paint Asian Paints /

Nerolac / Be
-) Textured Paint

Electrical

Light Finings

MCCB, MCB. RCCB. DB, ICTPN

TP, HRCFuse, chargeover

switch, switch fuseUnit

Legrand, L&T, ABB, Siemens, Schneider

FRLS insulated Elec. Wire/
cable armourd, unarmourd.

Sheathed,unSheathed,

flexible LT cable, Multi core,

core cable. flat cable

Finolex/Ploycab/Havells/RR kabel/KEl

PVC condui(HEAVY DUTy
ONL

CAP/Polycab,/Mescab

Philips / Century / Havells / Crom pton G.

7

I

Urinal's

I

2 Modular Ceiling

I



PVC insulated copper
conductor Wfues

Finolex/ Polycab/RR Cable

Distribution Box Legrand,/ Schneider/ ABB/Siemens
MCB & MCCB grand/ Schneider/ ABB/Siemens/L&TLe

Light Firture & Lam ps Phili Ps/ Osram IIarpro ve s romC G Hal nopton tx
HT cable Polycab/Havells

Modular Switchcs Legrand/ ABB /ROMA
DLP Trunking Legrand/Schneider or equivalent

Power cable CCU Skytone/ Universal,/ LApp/ Torrenr
End Termination Raychem/ Mah indra,rEl-M EX
PANEL Cronpron/L&T/C&S

Fan Crompton/Hayells/Bajajrusha

Raceway & Alu. Trunking Tatal Jindal/Ze th

Casing Caping Finolex/Cap or equivalent

Weather proof socket outlet
wirh MCB

ABBIM DS/LEXIC/Neptune/E 
I con- Clipsil. Siemens, Schneider (Merlin Cerin)

Miniature Circuit Breaker ABBiMDS/LEXIC/ Clipsit/Siemens/HpL
Earth Leakage Circuit Breaker MDS/LEXI S/Siemens/HpL

MCB Distribution Boards in

sheet steel housing (double

door

ABB/MDS/LEX lC/Siemens,4{pL

2 Distribution

MV
ConEactor/Timer/Relays/Start
ers

Legrand/ Schneider(MC)/ ABB/Siemens/L&T

Moulded case circuit breakers Legrand/ Schneider(MG)/ ABB/Siemens/L&T
SFU/Fuses HPL/ L&T. Siemens, CE power, Schneider (MG)
ACB Schneide(MG)/ ABB/Siemens/L&1.
Single Phase Preyenter
Current base

L&T, Minilec

Raising Mains & Tap Off
coated

Zeta. C&S. Siemens

MV Switcheboards (powder
Coated)

Tricolite Electrical I

Ltd., Trinitron Mile
Electro Control Pvt

ndustries, conlec Enginrers pvt. Ltd, Vidl,ut Control pvt
stone Switchgear, Unilec Lrd, Madhu EtectricalAdvance
Ltd.

3 Low Tension System

Light & Fan Wire Polycab, Finolex, Havells
Telephone Wires Delton, Skyline, Finolex, Rallison, Batra Henl ey
Telephone Tag Bicoks Krone / Pouye, TVS

I



.l Cables and Ac(essories

I l00Volts grade Cables CCI, Universal, Fort Gloster, polycab, RpG (Asian), Nicco
Cable Lugs Dowells

Cable conrpression Glands Peeco/ Comet

Cable Trays / Cable Iadders Slotco, Bharti, RICCO, pilco, MM Enterprises

t Metering & Protection

Cast Resi[ curent
tra n s formers

Cilbert Maxwell, Kappa AE,precise

Meters (Digital) L&T Roshab, Automadc Electric, Siemens. Socomex
Selector srvitches HPL/L&T Salzer. Kaycee

Indication lamp L&T Vaisno Teknic
KWH Electronics Digiral
Meter

Secure, L&T, Enetcon, Socoffec- HpL

6 EPABX

Exchange/ Console Panel connection, Flash H) max. Accord CC. Tata Telecom- panasonicCopper

CVT Logicstat, Blue Bird, Sel von, Max Power
UPS

copPll L. Socolll ataT L eec. Ibert. vc IAPC. S. nConnectiosv pe

Hand Set Beetel, Tataphone, Crompton
Tape off Cat Vision, Shyam

7 Electricalllems

Panel Switch Gear & related
Item

LT Panel/Bus Duct y any Panelmanufacturer who process C.p.R.l. certificate for specified fault
Ievel & IP levelprotection

B

Fuse Disconnector
switcVswitch fuse unit

L&T, Siemens/ Schneider/ABB/Legrand

Amnleter Voltmeter AE/L&T/MECO/Rishab

Maultifuntional D I mater

Digital Meters/ Intelligent AEi}IPL/CONZERV

Selector Switch. Push button
switch /em su itch

KAY CEE/ L&T/ Siemens/ Schneider

Indication Lamp AElL&T/SiemenV Schneider
CT's L&T / AE/ Kappa
AT'S L&T/SiemenV Schneider/ legrand

270V

Voltage stabilizer for air
conditioner(4/5KVA)( I 70-

V Guard./Microtek

Air Conditioner - Split
Inverter AC(5 star) - (.75 toD -

Iton,l.5 torL I -8ton-2to n)

Daikin/Blue Srar/ Hitachi

I

I



AirCond irioner- Cassette
InveterAC(5/4/3 star)-(2.9ton
- 3.5 Ton

Daikin/Blue Star/ CarIier

8 Transformer

Distribution Transformer Jindal /Areva,i Muskan/Alstrom
l1 or 33 KVVCB Cromptotr/ Alstom/ ABB

Ray Chaem / Mahindra/ ELMEX

Cable GIands Dor.vells / Siemens/Braco
Lugs & Thinrbles Dowells / Johnson

cables I markes
Upto & including I IKV CCI/ Skytone/ Gloster/ Hayells

lnsulating Mats ISI Marked

l0

II

GE Power/ BHEL/EPCOS/ L&T

AItas/ Alstorn/ CE power

ABB/ Siemens/ Schneider/ L&T/ Allen Brad Iey

L&T Siemens/ Schneider/ Legrand

CAP / BEC/ Seiko/ AKC

Skyline/ Finolex/ Havells/ ploycab

Skytone/ Deltor/ NICCO/pol ycabl Finolex

CPL/ Legrand/AB B/Anc hor

Erico/ Pheonix/ INDELEC

L&TiABB/Siemens/BCH

L&T/ GE Power/BCtl./ Siemens/ABB

C&S/Havelly L&T,/HPL

BHEL/ AE,tIavells/ L&T/ALSTOM

L&T/ Siemens

L&T/ Legrand./ Schneider/Siemens/GE

L&T/ Legrand/ Schneider/Siemens/GE

Brocade/Cisco/Digi-Lin k/3 ComA.tonel/Foundry/D-Link
Digi-Link / Tyco(AMP) /Schneider/D-Link

Digi I i nk/Cl ipserNat ionat/pol ycab/Lapp/Finolex

Capacitor Bank (ISI marked )

Lightning Anestor

Protection & Other Relay

MCB/RCCS/lsotators (tSt)
marked MCB DB
PVC Conduit

PVC insulated copper wire
ISI ntarked

Telephone Cable

& bores Modular
Switch, TV & Telephone socket

MiscellaDcous ltems

Lightning Protection Unit

Relal s

Contractors

Changeover switch

KWH, PF, Frequency meter

Push Buttons

Timers

Timer Sr.r'itch

Networkirg

Switches

Patch Panel.Patch cord and I/o

Cable

Racks

9

ComRack / HCL / VatRack / ApW president

HT Termination & Jointing

Internal Wiring Related
Works



All brands to be specified by the Bank,s / Architect at the time of erecution, Contractor
Contractor has to submit a letter

shall be
any
and



M. SAFEI'Y CODE

1. SCAFFOLDING
1'l 

., 
Suitable.scaffolding shalr be provided for workman for a that cannot safely be doneliom the ground or from solid construction except such short period of work as can be done

shall be engaged for carrying
be provided on the ladder an
vertical.

ructed so that they should not sag unduly orunevenly and if the height of the platform of the gangway or trre stairway i..o..fu- u t"tabove the ground level and./or floor level the! .toula b" closely boardeJ;:ir;;i;irr.
s described in 2 above.
working platforms and other workinq olaces.
e single ladder shall be over 30 feetin length
er shall be in no case less than l1.l ilches for
longer ladders this width should be increased
uniform stop spacing shall not exceed 12,,

aced as to cause danger or inconvenience to
nmaterial on any of the sites of work shall beso stacked or placed as to causes danger or inconvenience to any person or the pubric. The
ncing and lights to protect the public from
es of defense of every suitable action or other

person and to pay any damages and cost
n or proceeding to compromise any claims

Date: Signature of contractor(s)



I/we The undersigned, declare that: I/we understand that, according to your conditions, bidsmust be supported by a Bid Securing Declaration.

I/we accept that ywe may be disqualifie 
. 
from bidding for any contract with you for aperiod of one year from the date of notification if I am /w"e are ini breach or*y itriguti*under the bid conditions, in case

I/we have withdrawn/modified/amended,. impairs or derogates fiom the tender, my/our Bidduring the period of bid validity specified in the form of Bit:

Date:

To.
THE REGIONAL MANAGER
REGIONAL OFFICE RANCHI
CENTRAL BANK OF INDIA

Signed:
In the capacity of

Name:

Duly authorized to
da

BID SECURING DECL.'\RATI ON FORN{

Tender No-

Or
having been notified of the acceprance of our Bid by the purchaser during the period of bidvalidity

(i)
(ii)

fail or refuse to execute the contract, ifrequired, or
fail or refuse to fumish the performance Security, in accordaace with the
instructions to Bidders.

I/we understand this Bid Securing Declaration shall cease to be valid if I amlwe are not thesuccessful Bidder. upon the earlier of
q) the receipt ofyour notification ofthe name ofrhe successful Bidder; or(ii) thirty days after the expiration ofthe validity ofmy/our Bid.

.. (insert signature ofperson whose name and capacity are shown)
(insert Iegal capacity of person signing the Bid Secr_ringb.ct*ationj

(insert complete name of person signing he Bid Securing Declaration)

sign the bid for an on behalf of (insert complete name of Bidder) Dared on
Y of (insert date ofsignlng;

Corporate Seal (where appropriate) (Note: In case ofa Joint venture, the Bid Securing
Declaration must be in the name of a[ partners to the Joint venture trrat suumits the biay

Anexure-I



Annexurc-II

TI BY'tHE NTRACl'OR

DD,{Pav

This is to certi8/ that l/we before signing this tender have read and fully understood all theterms and conditions contained herein and undertake myserf/ourselve. ,"iuia" iy,i"",l^Enclosures:

Order

2. Terms & conditions (each page must be signed and stamped with the seal)

3. Financial Bid. (Signature of Contractor with seal) Name: Address: Date:

NorE: Submission of alr the documents mentioned above along with decraration, ismandatory. Non-submission of any of the documents above will render the bid to be reiected.Also, non-adhering of any of rhe terms and conditions of wiil rendeiii;;i;;";;;.'.J;

Date: Signature of Contractor
Stamp



Annexure- III
Ce cate/Undertakins

1

2

J

,r***,k**:Frr*;**

4

Certified that I / we have visited the site on and assessed
the nature and amount of work involved before submitting our offer. we will be able
to execute the work within the available site condition.

I undertake that I / we have visited the place of ,.----------____-_, Bank of Maharashtra.
and noted the quantities, floor space, existing electrical connections, water

etc.

Man_power & Materials supplied by us will be suitable for in the existing location /
condition with suffrcient space all around. No extra cost will be claimed f,y me later
for any difficulties/modifications involved for total execution of all the lnterior works
mentioned in the tender. I also understand that the work, if required to be completed
on priority basis' so we rue ready to work in day / night hour subject to availabiiity of
site/space.

I hereby abide for the rates which are quoted by me for each item considering all
specification, standard procedure and site condition.

(Signature of Contractor):

(NAME):

(SEAL):

(Above certiJicate/ undertaking is to be given on the Letter pad of the conrractor)



Annexure -IV

o

Signatory

DIN
TO

ORGANIZATION

To,
Regional Manager,
Regional Office Ranchi

s------------------- ---- is not
Govemment department/ public Sector

cy for which we have executed/undertaken the

Authorized
Date:

H
ET!


