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Unit of Measure

GYPSUM ROARD
FALSE CEILING
WITH PAINTING

Providing and fixing suspended false ceifing consistng of

12.5mm thick Gypsum board ( India Gypsum) suspended on GI framework
(India Gypsum). Gi framework to consist of Gl perimeter channels
0.55mm thick 26mm x 30mm along perimeter of fake ceiling of ceiling,
screw fixed to wall/partiion with nylon sleeves and screws @ 600mm
c/c. Suspending GI intermediate channeks of size 0.9mm thick 45mm x
15mm from the sofftt at max dist 1220mm c/c with ceiling angle 0.55mm thick
25mm x [5mm fixed to soffit usmg proprietary supplied Gl cleats and
stecl expansion fasicners.Boards to be finished with proprietary supplied
jointing tape and jointing compound and sand papered to achieve a smooth
and seamiess finish and 2 coats of primer alongwith coats of Acrylic paint
suitable  for Gypsum board upto Bank's Satisfaction Rate quoted to include
overhang, projection  all cut-cuts regquired for light fixtures, smoke
detectors and other services cut-outs complete as directed by Architect. Only
[horizonatal Measurement will be taken.

80

Sqft.

GYPSUM DROP
CEILING

Providing an fixing false ceiling vertical drops snd curves as per design with the
same specification as above item

50

Sqft.

GRID FALSE
CELLING
/Modulay False ceiling

:Providing and fixing snspended false cefling consisting : approved make
MODULAR CEILING of size 2'-0: x 20", 15mm thick. Tile: equivalent o
Classic Lite RH 99 Bevelled Tegular; Suspension system Silhouette 15 Falbse
ceiling will be measured on horizontal pline only. Horizonta! plane
measuremients. are to be inclusive of all vertical drops, edge mouldings,
fascias, etc.Rate quoted to include all cut-outs required for light fixtures,
fsmoke detectors and other services cut-outs complete as directed by Architect.
Rate quoted 1o inchede cost of providing support framework formed of
perimeter  channels  for fixing  hight fixtures, AC grilis/diffusers
etc. Also to provide concealed perimeter chanmel support as requwed to
support modular grid ceiling sections at junction between gypboard false
ceiling and modular grid tile ceiling.

275

Sqft.

P/F SOLID
WOODEN/ AL
SECTION PARTLY
GLAZED
{PARTITIONS

P/F SOLID WOODEN/ Al. PARTLY GLAZED

PARTITIONS made out of Aluminum cross section (16 gauge 2"x2"
size Al box section) or salwood section  (size 2"x1 1/2") of framework 20"
c/c vertical and in 1'-6" c/c horizontal direction trested with ANIT-
TERMITE & FIRE RETARDANT solition, covered with 8 mm thk
BWR/BWP grade ply wood / partly glazed (8mm thk clear flost glass fixed
with 1.57x1" teak wood beading finished with melamine polish) with approved
design, shape & shade Imm thk laminate/mica fixing on inside of panel
with 1.5 mm thk grooves in panel as per the design with provision of the
openings n the panel for switch boards, box and cuts in frame for carrying
conduits if necessary and fixing |.0 mm laminate on the outside face of shade and
colour as per Bank’s colur scheme given i the tender specification or as
directed with § mm glass to be given in the design. The open edges are to be
blocked by tcak wood bead with polish of required size (3"x3/4") and
design.  All provisions to be made for all clectrical, networking boxes
onte partition framework at reguired heights/devels with necessary additional
supports as

directed.

280

Sqfi.




WOOPEN FLUSH
DOOR

Providing and fixing Sobd flush door of approved make made out of 35mm
with both side lammate finish with necessary fitting with door closer provision
. All material is of approved brand. Providing and fixing single keaf solid core
flush door 40mnim thick factory made of followmpg size, finished on both sides
with 1.0mm thick laminatc of approved shade as indicated m drewing.
Shutter to be lipped on sll sides with 12mim thick wcak wood beading
Applicable hardwarcs to be considered for following doors acconding to
requircment as per detailed drawings inchiding helow mentionod hardware-
Door closcr, $S Bali bearing Hinges, SS foot operated Door stopper, 58
Mortisc Latch Lock / concealed dead lock, 58

Mortisc Handke. Rates arce inclusive of 8mm thk. glass vision pancl as required.

Size 900 x 2100 mm

Nos.

WOODEN WALL
PANELLING

Providing and fixing panclling on wall/column paneling with using 19mm
BWP/BWR ply or in 37.5mm x 50mm treated salwood  framework/
Alumimmm Sections (16 gauge box section) at spacing not exceeding
600mm bothways (horizontal end vertical} covered with 8mm thick BWP/BWR
ply. One side fmished with 1.0mm thk iaminate including border / skirting
of 100mm high & 1.5 mm x 1.5 mm groove at border! skirting level. The open
edges arc to be blocked by teak wood bead with polish of required size
{3"x3/4") and design. 4" wide border with approved color laminates to be
provided below false ceiling at entire Banking Hall as per instructions.

350

Sqft.

VERTICAL BLINDS

P/F Blinds 100mm wide blinds made using with extruded powder coated
headrail housing control unils, spacers, runners, Glt rod with reduction
gear mechanism, tilt contro! for rotaction of 180 degree louvers made of
approved fabric/ color scotch guard coating and bottom mechanism of powder
coated glavanized steel with required compoments.

Sqft

Confrance Table of
Size 15'6"x2'6"

Providing & fixingtables as per design, of 2°-6™ ht, and of below mentioned size.
Two of the corners/edges will be curvilinear in shape.The tables shall be made
of 19mm thick ply wood, with teak wood hall round beading of size 20 x
12mm, duly polished. All vertical supports front apron and gable ends of table
are to be made out of same 19mm thick BWR/BWP ply wood. The counter
shall be finished with 1men thick laminate of approved shade

/ colour, complete with all necessary hardware

1LINEAR COUNTERS

Providing & fixing Officer counters as per design, of 2'-6” ht and of 2'-0"
width. The counters shall have the provision o adjust the key board,
drawer, storage complete shelf for CPU at bottom, cable manager and foot
rest (3"X1.5"). The counters shall be made of t9mm thick BWR/BWP
plywood, with tesk wood half round beading of size 20 x 12mm, duly polished.
The counter shall be finished with 1mm  thick laminate of approved shade
/! colour, complete with &l necessary hardware such as 100 mm ‘C type
$.5 handles, magnet catchers, brass hinges, locks, etc. as per Bank's approved
brand/make. Inner surfaces of the table, counters etc. to have 0.8 mm laminated
finish. Drawer unit of size 1'-2"{clear mternal width) x 16" x 2™-3"ht.} consisting
of 3 nos. of drawers{at cvery 4'-5" iength of running counter} to be made of
t9mm thk plywood with matching laminate finish with heavy duty
elescopic slides. Rate will inchide providing plastic shoes and fixing
19x5mm suitable wood beadmg or 2mm PVC edpe banding as per
direction to all
exposed edpes ete. Skirting it to be done with approved colar Jaminates.

POINT WIRING

The rates for the paint wiring shall include providing and fixing of following:

Wiring of the point of any length from distribution board to point outlet including
cireuit wiring (iefrom DB to Switchboard)

Earthing of all swiich box and all outlet boxes fitting, fans, 3rd pin of plug with
1.50mm copper wire.

Modular Swich/ Sockets of Standard make with necessary modular series
cover plate and M3 Boxes

|Embedding all conduits in walls laying in siabs, above fake ceiling or in floors
mcluding all accessories as required, cutting and refilling the chases with
cement mortar .




Providing, fixing Modular switches, sockets, M.S, boxes (1.6mm  thick) draw
boxes, G.I. Pull wires (where required), brass screws, ceiling Tose/connector etc.

Adopting scparatc aed indcpendent system of wiring for lighting, power (nommal and
csscntial supply). Wiring for following points using PVC nsulied copper
conductor wircs of 650V/1 100V grade in MMS grade-PVC conduit concealed!
cxposcd including switches & sockets as above

LIGHT :(Maximum three points to be looped from primary)

POWER:( Maximum TWO points in one circuit)

10

POINT WIRING

Providing wirmg { supply, fixing, testing and comm. etc) for light point / Exhaust
fan point / Call bell point/6A Switch-socket point etc with 2x1,5+1X1.5 sq mm
FRLS PVC insulated copper conductor single core multi stranded wire in
MMS grade-PVC conduit with conduit accessories like bend , junction
box etc  inconcealed/surface manner as per site requirement with suitable
Modular Switches with plate and metal / PVC box, ceiling rose , bulb holder
etc inchiding 1.5 sqmm PVC insulated copper earth wire eic complete as required.
Wire colors : Red, Black, Green .Supplying, providing wiring (supply, fixing,
testing and comm. etc) for circut with 2 x 2.5 + | x 2,5 sq mm FRLS PVC
insulated copper conductor single core multi stranded wire in MMS grade-PVC
conduit  with conduit accessories like bend, junction box etc on surface / recessed
manner etc ( Wiring from D.B. /Source to  Board/destination } and making good
all the damages, painting, ckeaning the site etc complete as required as per
site requirement and as
directed

tProviding and fixing Primary light point

20

Nos,

SPECEAL,
POINTS: |
UPS) any
leugth(TO
WORKSTATI
ONS)

Supply, fixing, testing and commissioning of following Modular type switch
socket with cover plate , sheet steel box etc on surface / concealed manner Lic
electrical wiring with 2 X 2.5 sq mm + | X 2.5 sq mm FRLS PVC insulated copper
conductor single core multi stranded wire in rigid MMS grade PVC conduit
with conduit accessories like bend, junction box etc on surface /recessad
etc { Wiring from D.B. / Source to Board/destination ) and making
good all the damages, pamting, ¢leaning the site etc complete as required as per site
requirement and as directed.

Nos.

12

DATA
CABLING

COMPUTER POINT : 1/ O's : Supplymg, Installation, testing and
commissioning of the Computer point with the followings - (D-Link or equivaient)

Four par STP CAT 6 LAN cabic tinmed copper conductor, P.V.C.
insulated and sheathed , fire retarding, anti (crmite, color coded twisted pairs and rip
cord. {from server room switch to KO outlet ). HMS Pvc Pipe on beam
fcolumm / wall /  floor etc with all necessary materials i/c connections,
identification by numbering etc complete as required as per At & T specification,

Single outlet with shutter modular type T/ O's Outlets { RF — 45 } with suitable size
PVC maodular boxes complete as required

i3

18-30 watts, Minmmum 2800 lumens LED  size 600X600{ Approx.) :
CRI>80,PF>0.9 Equivalent Model: Philips RC
380 (LED 'FULLGLOW' series)

Nos.

14

10-12 w .Minimum 1000 umens LED ROUND DOWN LIGHTER  Diameter
110-1650un,CRI=80,PF>0.9
Equivalent Model: Philips 10 § DN 097B/052B (GREEN LED Ultima serics)

Total




