
A Speeificntions for construcion of Crrency (hete (Construc feon cost to he borne hy 

lanortl 

1 Internal clear sable size without obstructions 

2. Thickess 

Minmun 3(000nmel00Inmx600mm iC an be changed as per bank available design) 

Ainmim arpe ata 40hi sq fi Max be inreascd at sole drscretion of barnk) 

(onCe mS450) A140 11mu) 

3. Seel Grid in nalls: 

Mnm IN mi da TOR stecl 

In walls. tloor and roof Steel mesh made by placug and tving rebar's at 200x200 cc both ways, one such 

mesh pacd Sggered on both the faces of cach wall. tloor and roof. in such a manner so as to make less 

than 100x 1 00 cethrough opening 

4. Twisted tang bars laid: 
Row n walls 

GENERAL SPEHHAUONS FORCURRENCY CHESI 

With staggered jounts I aver in Floor 

And 25 mm overlap. min 1 lavers in Roo1 

5. Patrol Corridor: 

1150 mm Minimum for tront & back 
750 mm Minimum for sdes 

Aole lhat all the above huleral muSt be venticd prior to ther use by Bank's Lngincer Architect or 

t pes0 duly ulhoried by B.llh lor thus purpOs 

(B) Ioilet Block 

A cOoplcuo) ceruticle h respcel of supulalcd qualy, quantity & spcciticaion to be oblaincd trom 

Bank > Engieer Architecl or any petson duly authorized by the Bank tor this purpose 

1. Two loilet blocks are to be prov ided one tor ladi's & other tor Gents (Area will be decided & layout 

will be provided) 

2. Comnuodities at Gents I oilet: 
a) Urinal -02 

b) Wesicrn W 

c) Wash Basn -01 

D) 

Commodities at lLadies Tuilet 
a lnd1an W -01 
b) ash Basn -01 nay be common with Male bult separatelv) 

Common Items 

a) (omplete plumbung & water supply works {continuc source of water should be ensured). 

Enter 



b) Dado ((erame IWall Tiles up to 7 Feet Height) or as decided by the bank c)Floor liles (Non- Skid) Vitriticd. 
i) \Wall Painting on rest of the non-tiled arcas. 
)PoiNion of Vcntilators with MS iron Grills (min 10mm thick) in the toilets D Enttawe doors in both the toilets vwith tower bolts from inside & lock facility from outside. 
3. Prouston ot Panuy wih Stanless Sleel Sink & water conncction for washing. 

(C) Walls: 

a) Al the main walls separating thc branch premises trom outside & adjacent neighbors must be of 9 thick except the partilion walls within the branch premises which may be of 4|/2" thick or as directed by Banks Fngincer Architeet. 

b) alls of ihe premises should be in true lne & shape (1.e well plastered) & panted with plastic emulsion with Birla White Putty with the shude & make as directed by the Bank. 

) All the existing & constructed windows must be fitted with good quality M.S Grills tabricated in 
minimum 12mm Thickness & Angle Iron Frame duly coated with red oxide and then Black enamel paint. 
If required extra grills or prefabrication of window grills has to be provided as directed by the Banks 
Security Department. 

(D) Floor Area 

Floor (Ground /Basement) shall be provided with the 2'x2' size Vitrified Tiles of required Shade & make 
as directed by the Bank along with skirting cxcept the currency chest area where polished Kota stone 
flooring has to be provided. 

(E) A Shutter & u collapsible gate must be provided at the entrance (if Single) or clse Shutter along with 
grills collapsible gate as directed by the Bank shall have to be provided whenever required. Collapsible 
gale painted with black enamel paint and shutterwith blue (Color of bank's signage) enamel paint. 

(F) Pemanent Stairs with Stainless Steel Hand Rail & granite marble tile top or as directed by the bank 
should be provided lo acvess the bank areas (i.e. main premises, Basement or any other such area which 
mav Tcquire access). 

(G) Struetural Modifications 
Any kind of structural changes (viz: modilications additions/alterations) to the premises as per the Banks 

Tequirement is to be done by the premises owner. Any pernmission from the concerned authority in this 
respect if required shall be taken by the prenises owner. It has to be ensured by the premises owner that 
such works should be execuled by the qualitied Civil Engineers/ Architects/Structural Engineers ete as per 
the requirement of the Bank. Bank will not be responsible for any sort of issues ( if arises) out of the said 
structural changcs. 

(H) Space for placing Diesel Generator Sets: Proper leveled ,tinished & firm base with adequate safe 
Space as per the banks reyuirement along with permission (if required) trom the local authorities has to be 
provided for placing Dicsel Generator for bank for power back up purpose without any rent. 

() Proper & adequate space has to be provided for installing the outdoor units of the Air conditioners 
installed in the Bnk Premises without any rent. 

Wer 



(J) Proper space tiee tronn any disputes shall be provided for installation of the Banks Signage /Glow 
Sigh Board as per the Banks requirement without any rent. 

(K) Power Connection 
Adcquale power connection i.e. installation of separate meter of required rating in a proper enclosure with lock & key tacility has to be provided as per the banks requirement. Cost of the Transformer if required to be installed to meet the required power load of the bank will be borne by the premises owner. 

(L) Water Conneetion 
Separate water connection with adequate hecad/pressure & quantity (as per banks requirement) shall be provided along with water meter or else proper supply through boring should be provided. 
(M) A certificate in respect of completion of the required civil works will be provided by the Bank's appointed architet/Engincers/appointed officerin charge of Currency chest before taking possession of the premises for deciding the date of' relcase of the rent in full or in parts as the case may be. 

() All sort of n0 objection certiticate (|f required) must be provided by the owner to the bank at the carliest from the concerned authority at his own cost & expenditure. 

(0) Bank is not bound to rectify any sort of defects/breakage ete arising out of shifting of const. Material, Lockers, Safes, Safe Door etc to its premises. 

(P) The owner will have to coordinate with the vendors, agencies, architects & contractors during the 
course of furnishing works. 

Note: Any or all the specifications as detailed herein above including that of Currency Chest may be alter/modified/revised as per the Banks requirement/RBI norms, any time during the course of 
construction. 
Permissions from the concerned authorities (i.e Police, LOcal Administration ete) for executing the 
furnishing/construction works which may be carried out Day & night & on holidays has to be arranged by 
the owner himsell. 
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