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(C) Walls:

A the mam walls separating the branch premises from outside & adjacent neighbors must be of 9

nekaneeptthe partition walls within the branch premises which may be of 4127 thick or as directed by

Banks Fogimeer Archiect
y

Walls of the premises should be true hine & shape (1.e well plastered) & painted with plastic

emulsion with Burla White Putty with the shade & make as directed by the Bank.

o) All the exisung & constructed windows must be fitted with good quality M.S Grills tabricated in
minimume 2mm Thickness & Angle Iron Frame duly coated with red oxide and then Black enamel paint
1 [ required extra grills or prefabrication of window grills has to be provided as directed by the Banks
Security Department.

(D) Floor Area

FFloor (Ground /Basement) shall be provided with the 2°x2” size Vitrified Tiles of required Shade & make
as directed by the Bank along with skirting except the currency chest area where polished Kota stone
fTooring has to be provided.

(k) AShutier & acollapsible gate must be provided at the entrance (if Single) or else Shutter along with
erills collapsible gate as directed by the Bank shall have 1o be provided whenever required. Collapsible
gate pamted with black enamel paint and shutter with blue (Color of bank’s signage) enamel paint.

(B) Permanent Stairs with Stamless Steel Hand Ranl & granite marble/ tile top or as directed by the bank

he provided 1o access the bank areas (e maim premises, Basement or any other such area which

AN Tequire aceess)

(G) Structural Modifications

Ay kind of structural changes (vizg modifications/additions/alterations) to the premises as per the Banks
requirement is 10 be done by the premises owner. Any permission from the concerned authority in this
respect it required shall be taken by the premises owner. Ithas to be ensured by the premises owner that
such works should be executed by the qualified Civil Engineers/ Architects/Structural Engineers etc as per
the requirement of the Bank. Bank will not be responsible for any sort of issues ( if arises) out of the said
structural changes

(H) Space for placing Diesel Generator Sets: Proper leveled Jfinished & tirm base with adequate safe
space as per the banks requirement along with pernussion (it required) from the local authorities has to be
provided for placing Diesel Generator for bank for power back up purpose without any rent.

(1) Proper & adequate space has 1o be provided for mstalling the outdoor units of the Air conditioners
mstalled mthe Bank Prennses withowt any et
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1\' H'\ . I\ - l| e vany disputes shall be provided for installation of the Banks Signage /Glow
weh Board as per the Banks requirement without any rent ‘

(K) Power Connection
\dequate power connec v inetallag: . . .
: ‘\‘;\_; }\\\[ \01 lex\\ ll‘mululm Leomstallation of Separate meter of required rating in a proper enclosure with
.: - '1‘1 ”1‘41 1 “ I, l“ 10 be provided as per the banks requirement. Cost of the Transformer if required to
e st meetthe required power load of the bank will be borne by the premises owner.
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(L) Water Connection
Scpara \f water connection with adequate head, pressure & quantity (as per banks requirement) shall be
provided along with water meter or else proper supply through boring should be provided.

(M) A ceruficate in respect of completion of the required civil works will be provided by the Bank’s
pj appomted officer/in charge of Currency chest before taking possession of

inted architect/Engineers
full or in parts as the case may be.

premises for \R‘\'ldll]g the date olrelease of the rentin
(N) Allsort of no objection certificate (If required) must be provided by the owner to the bank at the
carhiestfrom the concerned authority at his own cost & expenditure,

(0) Bank is not bound to rectify any sort of defects breakage et arising out of shifting of const. Material.
Lockers. Safes, Safe Door etc 10 its premises.

(P) The owner will have o coordinate with the vendors. agencies, architects & contractors during the
course of turnishing works.

all the specifications as detailed herein above including that of Currency Chest may be

Note: Any or
altermodified/revised as per the Banks requirement/RBI norms, any time during the course of
construction.

executing the

Permissions from the concerned authorities (i.¢ Police. Local Administration ct¢) for

turmishing’construction works which may be carried out Day & night & on holidays has 10 be arranged by

the owner himsell

S \°

_




{ "type": "Whiteboard", "isBackSide": false }


{ "type": "Whiteboard", "isBackSide": false }


{ "type": "Whiteboard", "isBackSide": false }

